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* * * * Start of changes * * * *
[bookmark: _Toc129252484][bookmark: _Toc160452803][bookmark: _Toc164869731]6.3.4.2.2	Operation Definition
This operation shall support the request data structures and the response data structures and response codes specified in tables 6.3.4.2.2-1 and 6.3.4.2.2-2.
Table 6.3.4.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	USSChangeReq
	M
	1
	Contains the parameters to request USS change.



Table 6.3.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful case. The USS change request is successfully received and processed.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative target URI located in an alternative UAE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative target URI located in an alternative UAE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2]

	NOTE:	The mandatory HTTP error status codes for the HTTP POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.



Table 6.3.4.2.2-3: Headers supported by the 307 Response Code on this resourcecustom operation
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative target URI located in an alternative UAE Server.



Table 6.3.4.2.2-4: Headers supported by the 308 Response Code on this custom operationresource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative target URI located in an alternative UAE Server.



* * * * Next changes * * * *
[bookmark: _Toc129252559][bookmark: _Toc160452810][bookmark: _Toc164869738]6.3.5.2.3.1	POST
This method shall support the request data structures specified in table 6.3.5.2.3.1-1 and the response data structures and response codes specified in table 6.3.5.2.3.1-2.
Table 6.3.5.2.3.1-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	USSChangeNotif
	M
	1
	Represents the USS Change Notification.



Table 6.3.5.2.3.1-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Successful case. The USS Change Notification is successfully received and acknowledged.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative service consumer where towards which the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative service consumer towards which where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	NOTE:	The mandatory HTTP error status codes for the HTTP POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.



Table 6.3.5.2.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI representing the end point of an alternative service consumer towards which the notification should be redirected.



Table 6.3.5.2.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI representing the end point of an alternative service consumer towards which the notification should be redirected.



* * * * Next changes * * * *
[bookmark: _Toc129252561][bookmark: _Toc160452812][bookmark: _Toc164869740]6.3.6.1	General
This clause specifies the application data model supported by the API.
Table 6.3.6.1-1 specifies the data types defined for the UAE_ChangeUSSManagement API.
Table 6.3.6.1-1: UAE_ChangeUSSManagement API specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	MobilityEventUssChangeEvent
	6.3.6.3.4
	Represents a mobility event.
	

	MultiUssPol
	6.3.6.2.6
	Represents a Multi-USS policy.
	

	ServArea
	6.3.6.2.7
	Represents a service area.
	

	ServReq
	6.3.6.2.10
	Represents a service requirement.
	

	UasRoute
	6.3.6.2.8
	Represents the UAS route.
	

	UssChangeEvent
	6.3.6.3.3
	Represents a USS Change Event.
	

	USSChangeNotif
	6.3.6.2.13
	Represents a USS Change Notification.
	

	USSChangePolReq
	6.3.6.2.2
	Represents the parameters to request the creation of a USS Change Policy.
	

	USSChangePolResp
	6.3.6.2.3
	Represents the response to a USS Change Policy create request.
	

	USSChangePolicy
	6.3.6.2.4
	Represents a USS Change Policy.
	

	USSChangePolicyPatch
	6.3.6.2.5
	Represents the parameters to request the modification of a USS Change Policy.
	

	USSChangeReq
	6.3.6.2.11
	Represents the parameters to request for USS change.
	

	UssChgInfo
	6.3.6.2.14
	Represents the USS change trigger information.
	

	UssId
	6.3.6.3.2
	Represents the identifier of a USS.
	

	UssInfo
	6.3.6.2.9
	Represents USS information.
	

	TgtUssInfo
	6.3.6.2.12
	Represents the target USS related information.
	



Table 6.3.6.1-2 specifies data types re-used by the UAE_ChangeUSSManagement API from other specifications, including a reference to their respective specifications, and when needed, a short description of their use within the UAE_ChangeUSSManagement API.
Table 6.3.6.1-2: UAE_ChangeUSSManagement API re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	Bytes
	3GPP TS 29.122 [2]
	Represents a sequence of bytes.
	

	Dnai
	3GPP TS 29.571 [7]
	Identifies Represents a DNAI.
	

	EndPoint
	3GPP TS 29.558 [13]
	Represents endpoint information.
	

	GeographicArea
	3GPP TS 29.572 [8]
	Represents a geographical area.
	

	Ncgi
	3GPP TS 29.571 [7]
	Represents an NCGI.
	

	SupportedFeatures
	3GPP TS 29.571 [7]
	Represents the list of supported feature(s) and used to negotiate the applicability of the optional features.
	

	Tai
	3GPP TS 29.571 [7]
	Represents a tracking area identifier.
	

	UasId
	Clause 6.1.6.2.6
	Represents a UAV identifier.
	

	Uri
	3GPP TS 29.122 [2]
	Represents a URI.
	



* * * * Next changes * * * *
[bookmark: _Toc160452821][bookmark: _Toc164869749]6.3.6.2.8	Type: UasRoute
Table 6.3.6.2.8-1: Definition of type UasRoute
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	routeInfo
	map(GeographicArea)
	M
	2..N1
	Contains a list of two or more ordered geographic area(s) that constitute the UAS route.

The key of the map shall be an unsigned integer (with the minimum value being 1) indicating the order of the geographic area, provided within the corresponding map entry, in the derivation of the route, with the first map entry being the start of the route and the last entry of the map being the end of the route.
	



* * * * End of changes * * * *
