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Table 8.6.5.2.3-1: Definition of type AcrMgntEventSubsc
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	event
	AcrMgntEvent
	M
	1
	Indicates the subscribed ACR management event.
	

	eventFilter
	AcrMgntEventFilter
	O
	0..1
	Represents the event filter for the subscribed ACR management event.

This attribute may be provided only if the "event" attribute is set to "ACR_MONITORING".
	

	evtReq
	ReportingInformation
	O
	0..1
	Indicates the event reporting requirements (e.g. reporting periodicity, immediate reporting indication, etc).

(NOTE 1, NOTE 2, NOTE 3)
	

	tgtUeId
	TargetUeIdentification
	C
	0..1
	Contains the UE identification information.

This attribute shall be provided only if the "event" attribute is set to either "UP_PATH_CHG", "OUT_OF_SERVICE_AREA" (if the "EdgeApp_3" feature is supported), "ACR_MONITORING" or "ACR_FACILITATION".
	

	dnaiChgType
	DnaiChangeType
	O
	0..1
	Identifies a type of notification regarding UP path management event.

This attribute may be provided only if the "event" attribute is set to "UP_PATH_CHG".
	

	easAckInd
	boolean
	O
	0..1
	Identifies whether EAS acknowledgement of UP path change event notifications is to be expected.
Set to "true" if the EAS acknowledgement is expected. 
Set to "false" if the EAS acknowledgement is not expected.
Default value is "false".

This attribute may be provided only if the "event" attribute is set to "UP_PATH_CHG".
	

	easChars
	array(EasCharacteristics)
	O
	1..N
	Represents a list of EAS characteristics.

This attribute may be provided only if the "event" attribute is set to either "ACR_MONITORING" or "ACR_FACILITATION".
	

	trafFilterInfo
	TrafficFilterInfo
	O
	0..1
	Represents the traffic filter information.

This attribute may be present only if the "event" attribute is set to "UP_PATH_CHG", "ACR_MONITORING" and/or "ACR_FACILITATION".
	EdgeApp_2

	servContPlanInd
	boolean
	O
	0..1
	Contains the service continuity planning indication (i.e., whether or not the EES shall monitor whether the UE(s) enter the predicted location).

-	When set to "true", it indicates that service continuity planning is required.
-	When set to "false", it indicates that service continuity planning is not required.
-	The default value when this attribute is omitted is false.

This attribute may be present only when the "event" attribute is set to "ACR_MONITORING" or "ACR_FACILITATION".
	EdgeApp_2

	easAckSvcCont
	boolean
	O
	0..1
	Indicates Whether the EAS will provide an acknowledgement as a response to the notification of ACR management notification related to service continuity planning.

-	When set to "true", it indicates that the EAS acknowledgement is expected.
-	When set to "false", it indicates the EAS acknowledgement is not expected.
-	The default value is "false", when this attribute is omitted.

This attribute may be present only if the "event" attribute is set to "ACR_MONITORING" or "ACR_FACILITATION".
	EdgeApp_2

	NOTE 1:	The "evtReq" takes precedence over the "evtReq" attribute of the AcrMgntEventsSubscription data structure when both are present.
NOTE 2:	This attribute shall not be present when the "event" attribute is set to "ACT_START_STOP" or "ACR_SELECTION".
NOTE 3:	For "out of service area" event, the event triggered reporting is prefered. When using the periodical reporting, care needs to be taken to avoid congestion.




* * * Second Change * * * *
8.6.5.3.9	Enumeration: InOutArea
Table 8.6.5.3.9-1: Enumeration InOutArea
	Enumeration value
	Description
	Applicability

	MOVED_INTO_AREA
	Indicates that the UE moved into the service area.
	

	MOVED_OUT_OF_AREA
	Indicates that the UE moved out of the service area.
	



Editor's Note:	It is FFS whether any other value should be provided within this data type and whether also apply for periodic or immediate reporting.

* * * * End of Changes * * * *




