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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc85734369][bookmark: _Toc89431668][bookmark: _Toc97042480][bookmark: _Toc97045624][bookmark: _Toc97155369][bookmark: _Toc101521509][bookmark: _Toc138761788][bookmark: _Toc145708003][bookmark: _Toc160570496][bookmark: _Toc162008092][bookmark: _Toc175761552][bookmark: _Toc85734444][bookmark: _Toc89431743][bookmark: _Toc97042555][bookmark: _Toc97045699][bookmark: _Toc97155444][bookmark: _Toc101521584][bookmark: _Toc138761852][bookmark: _Toc145708067][bookmark: _Toc160570560][bookmark: _Toc162008156][bookmark: _Toc175761616][bookmark: _Toc510696636][bookmark: _Toc35971431][bookmark: _Toc94194901][bookmark: _Toc97042646][bookmark: _Toc97045790][bookmark: _Toc97155535][bookmark: _Toc101521661][bookmark: _Toc138761942][bookmark: _Toc145708157][bookmark: _Toc160570662][bookmark: _Toc162008258][bookmark: _Toc175761719][bookmark: _Toc97042675][bookmark: _Toc97045819][bookmark: _Toc97155564][bookmark: _Toc101521690][bookmark: _Toc138761971][bookmark: _Toc145708186][bookmark: _Toc160570691][bookmark: _Toc162008287][bookmark: _Toc175761748][bookmark: _Toc145708230][bookmark: _Toc160570735][bookmark: _Toc162008331][bookmark: _Toc175761793][bookmark: _Toc145707813][bookmark: _Toc160570292][bookmark: _Toc162007888][bookmark: _Toc175761345][bookmark: _Toc160570301][bookmark: _Toc162007897][bookmark: _Toc175761354][bookmark: _Toc160570764][bookmark: _Toc162008360][bookmark: _Toc175761824]8.5.2.2.3.1	POST
This method requests resources for a data session between AC and EAS with a specific QoS and may create the session information subscription at the Edge Enabler Server for receiving the user plane event notification of the session information. This method shall support the URI query parameters specified in table 8.5.2.2.3.1-1.
Table 8.5.2.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 8.5.2.2.3.1-2 and the response data structures and response codes specified in table 8.5.2.2.3.1-3.
Table 8.5.2.2.3.1-2: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	SessionWithQoS
	M
	1
	Parameters to create a subscription for a session with required QoS for the service requirement.



Table 8.5.2.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SessionWithQoS
	M
	1
	201 Created
	The session is successfully set up with requested QoS, and the session information is provided in the response body.
The URI of the created resource shall be returned in the "Location" HTTP header.

	ProblemDetails
	O
	0..1
	403 Forbidden
	(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in Table 5.2.6-1 of 3GPP TS 29.122 [6] also apply. 
NOTE 2:	Failure cases are described in clause 8.5.6.3.



Table 8.5.2.2.3.1-4: Headers supported by the 201 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location 
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/ eees-session-with-qos/<apiVersion>/sessions/{sessionId}




*** Next Change ***
8.6.5.1	General
This clause specifies the application data model supported by the API. Data types listed in clause 7.2 apply to this API
Table 8.6.5.1-1 specifies the data types defined specifically for the Eees_ACRManagementEvent API service.
Table 8.6.5.1-1: Eees_ACRManagementEvent API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	AcrMgntEventFailureCode
	8.6.5.3.6
	Represents the reason for ACR Management subscription failure for an event.
	

	AcrMgntEventFilter
	8.6.5.3.4
	Represents the ACR Management Event filter.
	

	AcrMgntEventsSubscription
	8.6.5.2.2
	Represents an Individual ACR Management Events Subscription.
	

	AcrMgntEventSubsc
	8.6.5.2.3
	Represents an ACR Management Event Subscription.
	

	AcrMgntEventsSubscriptionPatch
	8.6.5.2.4
	Represents a modification request of Individual ACR Management Events Subscription.
	

	AcrMgntEventsNotification
	8.65.2.5
	Represents the ACR management events notification.
	

	AcrMgntEventReport
	8.6.5.2.6
	Represents an ACR management event report.
	

	ACRParameters
	8.6.5.2.13
	Represents ACR parameters.
	EdgeApp_2

	ActStatus
	8.6.5.3.5
	Represents ACT status, i.e. ACT start or stop.
	

	AvailabilityNotif
	8.6.5.2.11
	Represents the availability information of user plane path management events monitoring via the 3GPP 5GC network.
	

	AvailabilityStatus
	8.6.5.3.7
	Represents the availability status.
	

	EasAckInformation
	8.6.5.2.15
	Represents the acknowledgement information from EAS in response to ACR notifications.
	EdgeApp_2

	EasInBundleInfo
	8.6.5.2.16
	Represents EAS in a bundle information.
	EdgeApp_2

	FailureAcrMgntEventInfo
	8.6.5.2.7
	Represents a failure ACR management event.
	

	AcrMgntEvent
	8.6.5.3.3
	Represents the ACR Management event.
	

	IndtUeIdentification
	8.6.5.2.10
	Contains individual UE identification information.
	

	ResultCode
	8.6.5.3.8
	Contains the EAS acknowledgement response message.
	EdgeApp_2

	SelectedACRScenarios
	8.6.5.2.12
	Represents the selected ACR scenario(s) applicable for a given combination of AC and UE.
	EdgeApp_2

	TargetUeIdentification
	8.6.5.2.8
	Contains target UE(s) identification information.
	

	TrafficFilterInfo
	8.6.5.2.14
	Represents the traffic filter information.
	EdgeApp_2

	InOutArea
	8.6.5.3.9
	Contains UE information on whether the UE moved into or out of a service area
	EdgeApp_3

	UpPathChangeInfo
	8.6.5.2.9
	Contains user plane path change information.
	



Table 8.6.5.1-2 specifies data types re-used by the Eees_ACRManagementEvent API service. 
Table 8.6.5.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	ACRScenario
	Clause 9.1.5.3.3
	Represent the ACR scenarios.
	EdgeApp_2

	EasCharacteristics
	3GPP TS 24.558 [14]
	Represents the EAS characteristics.
	

	DateTime
	3GPP TS 29.122 [6]
	Contains a date and a time.
	

	Dnai
	3GPP TS 29.571 [8]
	Identifies a DNAI.
	

	DnaiChangeType
	3GPP TS 29.571 [8]
	Contains the type of a DNAI change.
	

	DnaiChangeTypeRm
	3GPP TS 29.571 [8]
	This data type is defined in the same way as the "DnaiChangeType" data type, but with the OpenAPI "nullable: true" property.
	

	DomainNameProtocol
	3GPP TS 29.122 [6]
	Represents the additional protocol and protocol field for domain names to be matched.
	EdgeApp_2

	Endpoint
	Clause 8.1.5.2.5
	Represents the endpoint information.
	

	ExternalGroupId
	3GPP TS 29.571 [8]
	Represents an external group of UEs.
	

	ExternalId
	3GPP TS 29.122 [6]
	Represents an external identifier of a UE.
	

	Gpsi
	3GPP TS 29.571 [8]
	Represents a GPSI.
	

	GroupId
	3GPP TS 29.571 [8]
	Represents an internal group of UEs.
	

	IpAddr
	3GPP TS 29.571 [8]
	Represents a UE IP Address.
	

	Ipv4Addr
	3GPP TS 29.122 [6]
	Identifying the IPv4 address of the UE.
	

	Ipv6Prefix
	3GPP TS 29.571 [8]
	Identifies an IPv6 Prefix.
	

	ReportingInformation
	3GPP TS 29.523 [13]
	Represents the type of reporting the subscription requires.
	

	RouteToLocation
	3GPP TS 29.571 [8]
	Describes the traffic routes to the locations of the application.
	

	SupportedFeatures
	3GPP TS 29.571 [8]
	Used to negotiate the applicability of optional features.
	

	ServiceArea
	Clause 9.1.5.2.5
	Represents the topological and geographic areas.
	EdgeApp_2

	TestNotification
	3GPP TS 29.122 [6]
	This type represents a notification that can be sent to test whether a chosen notification mechanism works
	

	Uri
	3GPP TS 29.122 [6]
	Represents a URI.
	

	WebsockNotifConfig
	3GPP TS 29.122 [6]
	This type represents configuration for the delivery of notifications over Websockets.
	



*** Next Change ***
[bookmark: _Toc138761863][bookmark: _Toc145708078][bookmark: _Toc160570571][bookmark: _Toc162008167][bookmark: _Toc175761627]8.6.5.2.10	Type: IndUeIdentification
Table 8.6.5.2.10-1: Definition of type IndUeIdentification
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	gpsi
	Gpsi
	OC
	0..1
	Represents the GPSI of the UE.
	

	externalId
	ExternalId
	OC
	0..1
	Represents the External Identifier of the UE.
	

	ueIpAddr
	IpAddr
	OC
	0..1
	Represents the UE IP address.
	

	NOTE:	Only one of the above attributes shall be present.




*** Next Change ***
[bookmark: _Toc138761867][bookmark: _Toc145708082][bookmark: _Toc160570575][bookmark: _Toc162008171][bookmark: _Toc175761631]8.6.5.2.14	Type: TrafficFilterInfo
Table 8.6.5.2.14-1: Definition of type TrafficFilterInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ipFlows
	array(string)
	C
	1..N
	Represents a 3-tuple with protocol, server ip and server port for UL/DL application traffic. The content of the string has the same encoding as the IPFilterRule AVP value as defined in IETF RFC 6733 [25].

(NOTE)
	

	uris
	array(string)
	C
	1..N
	Indicates URI(s) matching criteria.

(NOTE)
	

	domainNames
	array(string)
	C
	1..N
	Indicates domain name(s) matching criteria.

(NOTE)
	

	dnProtocol
	DomainNameProtocol
	CO
	0..1
	Indicates the additional protocol and protocol field for domain names to be matched.

This attribute may only be provided when "domainNames" attribute is present.
	

	NOTE:	At least one of these attributes shall be present. If more than one of these attributes are present, the traffic flow is matched only when every provided attribute has a matching value.



*** Next Change ***
8.8.6.2.2	Type: EELACRReq
Table 8.8.6.2.2-1: Definition of type EELACRReq
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ueId
	Gpsi
	M
	1
	Contains the UE identifier in the form of a GPSI.
	

	easCharacs
	array(EasCharacteristics)
	M
	1..N
	Contains a set of EAS characteristics to be used to determine the required EASs.
	

	appCtxtStoreAddr
	Uri
	O
	0..1
	Contains the URI via which the Application Context can be accessed for ACT.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Contains the list of supported features among the ones defined in clause 8.8.8.

This parameter shall be provided if at least one feature is supported by the service consumer.
	



*** Next Change ***
8.9.6.2.2	Type: ACRUpdateData
Table 8.9.6.2.2-1: Definition of type ACRUpdateData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	easId
	string
	M
	1
	Contains the application identifier of the service consumer (e.g. URI, FQDN) that is sending the ACR status update request.
	

	acId
	string
	O
	0..1
	Contains the identifier of the concerned AC.
	

	actResultInfo
	ACTResultInfo
	OC
	0..1
	Contains the status of ACT, i.e. whether it was successful or failed, and the related information.

This attribute may be included if the service consumer is the S-EAS, CAS or the T-EAS. In the case of an EEL Managed ACR, this attribute shall not be included by a T-EAS acting as the service consumer.

(NOTE)
	

	e3SubscIds
	array(string)
	OC
	1..N
	Contains a list of EDGE-3 subscription identifiers.

This attribute may be included only if the service consumer sending the request is the T-EAS.

(NOTE)
	

	e3NotificationUri
	Uri
	OC
	0..1
	Contains the updated notification URI via which the service consumer desires to receive notifications (related to EDGE-3 subscriptions) from the EES.

This attribute may be included only if the service consumer sending the request is the T-EAS.

(NOTE)
	

	NOTE: 	At least one of the "actResultInfo", "e3SubscIds" or "e3NotificationUri" attributes shall be present.



*** Next Change ***
8.11.1	Introduction
The Eees_CommonEASAnnouncement service shall use the Eees_CommonEASAnnouncement API.
The API URI of the Eees_CommonEASAnnouncement API shall be:
{apiRoot}/<apiName>/<apiVersion>
The request URIs used in HTTP requests shall have the Resource URI structure defined in clause 5.2.4 of 3GPP TS 29.122 [6], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificSuffixes>
with the following components:
-	The {apiRoot} shall be set as described in clause 5.2.4 of 3GPP TS 29.122 [6].
-	The <apiName> shall be "eees-cea ".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificSuffixes> shall be set as described in clause 5.2.4 of 3GPP TS 29.122 [6].
NOTE:	When 3GPP TS 29.122 [6] is referenced for the common protocol and interface aspects for API definition in the clauses under clause 6.5, the EES takes the role of the SCEF and the service consumer takes the role of the SCS/AS.

*** End of Changes ***
