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* * * * Start of changes * * * *
[bookmark: _Toc129252532][bookmark: _Toc160452778][bookmark: _Toc164869706][bookmark: _Toc168599533][bookmark: _Toc129252535]7.1.5	SS_ConfirmLocation Service API
[bookmark: _Toc129252533][bookmark: _Toc160452779][bookmark: _Toc164869707][bookmark: _Toc168599534]7.1.5.1	Introduction
The SS_ConfirmLocation service shall use the SS_ConfirmLocation API.
The API URI of the SS_ConfirmLocation Service API shall be:
{apiRoot}/<apiName>/<apiVersion>
The request URIs used in HTTP requests shall have the Resource URI structure defined in clause 6.5, i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificSuffixes>
with the following components:
-	The {apiRoot} shall be set as described in clause 6.5.
-	The <apiName> shall be "ss-cl".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificSuffixes> shall be set as described in clause 6.5.
[bookmark: _Toc129252534][bookmark: _Toc160452780][bookmark: _Toc164869708][bookmark: _Toc168599535]NOTE:	When 3GPP TS 29.122 [3] is referenced for the common protocol and interface aspects for API definition in the clauses under clause 7.1.5, the LM Server takes the role of the SCEF and the service consumer takes the role of the SCS/AS.
7.1.5.2	Usage of HTTP
The provisions of clause 6.3 shall apply for the SS_ConfirmLocation API.
[bookmark: _Toc160452781][bookmark: _Toc164869709][bookmark: _Toc168599536]7.1.5.3	Resources
[bookmark: _Toc129252536][bookmark: _Toc160452782][bookmark: _Toc164869710][bookmark: _Toc168599537]7.1.5.3.1	Overview
This clause describes the structure for the Resource URIs and the resources and methods used for the service.
Figure 7.1.5.3.1-1 depicts the resource URIs structure for the SS_ConfirmLocation API.


Figure 7.1.5.3.1-1: Resource URIs structure of the SS_ConfirmLocation API
Table 7.1.5.3.1-1 provides an overview of the resources and applicable HTTP methods for the SS_ConfirmLocation API.
Table 7.1.5.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	Location Confirmation Service Subscriptions
	/subscriptions
	POST
	Request the creation of a Location Confirmation Service Subscription.

	Individual Location Confirmation Service Subscription
	/subscriptions/{subscId}
	GET
	Retrieve an existing "Individual Location Confirmation Service Subscription" resource.

	
	
	PUT
	Request the update of an existing "Individual Location Confirmation Service Subscription" resource.

	
	
	PATCH
	Request the modification of an existing "Individual Location Confirmation Service Subscription" resource.

	
	
	DELETE
	Request the deletion of an existing "Individual Location Confirmation Service Subscription" resource.



[bookmark: _Toc129252537][bookmark: _Toc160452783][bookmark: _Toc164869711][bookmark: _Toc168599538]7.1.5.3.2	Resource: Location Confirmation Service Subscriptions
[bookmark: _Toc129252538][bookmark: _Toc160452784][bookmark: _Toc164869712][bookmark: _Toc168599539]7.1.5.3.2.1	Description
This resource represents the collection of Location Confirmation Service Subscriptions managed by the LM Server.
[bookmark: _Toc129252539][bookmark: _Toc160452785][bookmark: _Toc164869713][bookmark: _Toc168599540]7.1.5.3.2.2	Resource Definition
Resource URI: {apiRoot}/ss-cl/<apiVersion>/subscriptions
This resource shall support the resource URI variables defined in table 7.1.5.3.2.2-1.
Table 7.1.5.3.2.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 7.1.5.1.



[bookmark: _Toc129252540][bookmark: _Toc160452786][bookmark: _Toc164869714][bookmark: _Toc168599541]7.1.5.3.2.3	Resource Standard Methods
[bookmark: _Toc129252542][bookmark: _Toc160452788][bookmark: _Toc164869716][bookmark: _Toc168599543]7.1.5.3.2.3.1	POST
The HTTP POST method allows a service consumer to request the creation of a Location Confirmation Service Subscription at the LM Server.
This method shall support the URI query parameters specified in table 7.1.5.3.2.3.1-1.
Table 7.1.5.3.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 7.1.5.3.2.3.1-2 and the response data structures and response codes specified in table 7.1.5.3.2.3.1-3.
Table 7.1.5.3.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	LocConfirmSubsc
	M
	1
	Represents the parameters to request the creation of a Location Confirmation Service Subscription.



Table 7.1.5.3.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	LocConfirmSubsc
	M
	1
	201 Created
	Successful case. The Location Confirmation Service Subscription is successfully created and a representation of the created "Individual Location Confirmation Service Subscription" resource shall be returned.

An HTTP "Location" header that contains the URI of the created resource shall also be included.

	NOTE:	The mandatory HTTP error status codes for the HTTP POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.1.5.3.2.3.1-4: Headers supported by the 201 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure:
{apiRoot}/ss-cl/<apiVersion>/subscriptions/{subscId}



[bookmark: _Toc129252543][bookmark: _Toc160452789][bookmark: _Toc164869717][bookmark: _Toc168599544]7.1.5.3.2.4	Resource Custom Operations
There are no resource custom operations defined for this resource in this release of the specification.
[bookmark: _Toc129252544][bookmark: _Toc160452790][bookmark: _Toc164869718][bookmark: _Toc168599545]7.1.5.3.3	Resource: Individual Location Confirmation Service Subscription
[bookmark: _Toc129252545][bookmark: _Toc160452791][bookmark: _Toc164869719][bookmark: _Toc168599546]7.1.5.3.3.1	Description
This resource represents a Location Confirmation Service Subscription managed by the LM Server.
[bookmark: _Toc129252546][bookmark: _Toc160452792][bookmark: _Toc164869720][bookmark: _Toc168599547]7.1.5.3.3.2	Resource Definition
Resource URI: {apiRoot}/ss-cl/<apiVersion>/subscriptions/{subscId}
This resource shall support the resource URI variables defined in table 7.1.5.3.3.2-1.
Table 7.1.5.3.3.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 7.1.5.1.

	subscId
	string
	Represents the identifier of the "Individual Location Confirmation Service Subscription" resource.



[bookmark: _Toc129252547][bookmark: _Toc160452793][bookmark: _Toc164869721][bookmark: _Toc168599548]7.1.5.3.3.3	Resource Standard Methods
[bookmark: _Toc129252548][bookmark: _Toc160452794][bookmark: _Toc164869722][bookmark: _Toc168599549]7.1.5.3.3.3.1	GET
The HTTP GET method allows a service consumer to retrieve an existing "Individual Location Confirmation Service Subscription" resource at the LM Server.
This method shall support the URI query parameters specified in table 7.1.5.3.3.3.1-1.
Table 7.1.5.3.3.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 7.1.5.3.3.3.1-2 and the response data structures and response codes specified in table 7.1.5.3.3.3.1-3.
Table 7.1.5.3.3.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 7.1.5.3.3.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	LocConfirmSubsc
	M
	1
	200 OK
	Successful case. The requested "Individual Location Confirmation Service Subscription" resource shall be returned.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative LM Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative LM Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the HTTP GET method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.1.5.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative LM Server.



Table 7.1.5.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative LM Server.



[bookmark: _Toc129252549][bookmark: _Toc160452795][bookmark: _Toc164869723][bookmark: _Toc168599550]7.1.5.3.3.3.2	PUT
The HTTP PUT method allows a service consumer to request the update of an existing "Individual Location Confirmation Service Subscription" resource at the LM Server.
This method shall support the URI query parameters specified in table 7.1.5.3.3.3.2-1.
Table 7.1.5.3.3.3.2-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 7.1.5.3.3.3.2-2 and the response data structures and response codes specified in table 7.1.5.3.3.3.2-3.
Table 7.1.5.3.3.3.2-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	LocConfirmSubsc
	M
	1
	Represents the updated representation of the "Individual Location Confirmation Service Subscription" resource.



Table 7.1.5.3.3.3.2-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	LocConfirmSubsc
	M
	1
	200 OK
	Successful case. The "Individual Location Confirmation Service Subscription" resource is successfully updated and a representation of the updated resource shall be returned in the response body.

	n/a
	
	
	204 No Content
	Successful case. The "Individual Location Confirmation Service Subscription" resource is successfully updated and no content is returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative LM Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative LM Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the HTTP PUT method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.1.5.3.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative LM Server.



Table 7.1.5.3.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative LM Server.



[bookmark: _Toc160452796][bookmark: _Toc164869724][bookmark: _Toc168599551][bookmark: _Toc129252550]7.1.5.3.3.3.3	PATCH
The HTTP PATCH method allows a service consumer to request the modification of an existing "Individual Location Confirmation Service Subscription" resource at the LM Server.
This method shall support the URI query parameters specified in table 7.1.5.3.3.3.3-1.
Table 7.1.5.3.3.3.3-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 7.1.5.3.3.3.3-2 and the response data structures and response codes specified in table 7.1.5.3.3.3.3-3.
Table 7.1.5.3.3.3.3-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	LocConfirmSubscPatch
	M
	1
	Represents the parameters to request the modification of the "Individual Location Confirmation Service Subscription" resource.



Table 7.1.5.3.3.3.3-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	LocConfirmSubsc
	M
	1
	200 OK
	Successful case. The "Individual Location Confirmation Service Subscription" resource is successfully modified and a representation of the updated resource shall be returned in the response body.

	n/a
	
	
	204 No Content
	Successful case. The "Individual Location Confirmation Service Subscription" resource is successfully modified and no content is returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative LM Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative LM Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the HTTP PATCH method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.1.5.3.3.3.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative LM Server.



Table 7.1.5.3.3.3.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative LM Server.



[bookmark: _Toc160452797][bookmark: _Toc164869725][bookmark: _Toc168599552]7.1.5.3.3.3.4	DELETE
The HTTP DELETE method allows a service consumer to request the deletion of an existing "Individual Location Confirmation Service Subscription" resource at the LM Server.
This method shall support the URI query parameters specified in table 7.1.5.3.3.3.4-1.
Table 7.1.5.3.3.3.4-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 7.1.5.3.3.3.4-2 and the response data structures and response codes specified in table 7.1.5.3.3.3.4-3.
Table 7.1.5.3.3.3.4-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 7.1.5.3.3.3.4-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful case. The "Individual Location Confirmation Service Subscription" resource is successfully deleted.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative LM Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative LM Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the HTTP DELETE method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.1.5.3.3.3.4-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative LM Server.



Table 7.1.5.3.3.3.4-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative LM Server.



[bookmark: _Toc129252551][bookmark: _Toc160452798][bookmark: _Toc164869726][bookmark: _Toc168599553]7.1.5.3.3.4	Resource Custom Operations
There are no resource custom operations defined for this resource in this release of the specification.
[bookmark: _Toc129252552][bookmark: _Toc160452799][bookmark: _Toc164869727][bookmark: _Toc168599554]7.1.5.4	Custom Operations without associated resources
[bookmark: _Toc129252553][bookmark: _Toc160452804][bookmark: _Toc164869732][bookmark: _Toc168599559]There are no custom Operations without associated resources defined for this resource in this release of the specification.
7.1.5.5	Notifications
[bookmark: _Toc160452869][bookmark: _Toc164869797][bookmark: _Toc168599624][bookmark: _Toc160452811][bookmark: _Toc164869739][bookmark: _Toc168599566][bookmark: _Toc129252574]7.1.5.5.1	General
Notifications shall comply to clause 6.6.
Table 7.1.5.5.1-1: Notifications overview
	Notification
	Callback URI
	HTTP method or custom operation
	Description
(service operation)

	Location Confirmation Service Usage Notification
	{notifUri}
	POST
	This service operation enables an LM Server to notify a previously subscribed service consumer on location confirmation service usage related event(s).



[bookmark: _Toc160452875][bookmark: _Toc164869803][bookmark: _Toc168599630]7.1.5.5.2	Location Confirmation Service Usage Notification
[bookmark: _Toc160452876][bookmark: _Toc164869804][bookmark: _Toc168599631]7.1.5.5.2.1	Description
The Location Confirmation Service Usage Notification is used by an LM Server to notify a previously subscribed service consumer location confirmation service usage related event(s).
[bookmark: _Toc160452877][bookmark: _Toc164869805][bookmark: _Toc168599632]7.1.5.5.2.2	Target URI
The Callback URI "{notifUri}" shall be used with the callback URI variables defined in table 7.1.5.5.2.2-1.
Table 7.1.5.5.2.2-1: Callback URI variables
	Name
	Data type
	Definition

	notifUri
	Uri
	Represents the callback URI encoded as a string formatted as a URI.



[bookmark: _Toc160452878][bookmark: _Toc164869806][bookmark: _Toc168599633]7.1.5.5.2.3	Standard Methods
[bookmark: _Toc160452879][bookmark: _Toc164869807][bookmark: _Toc168599634]7.1.5.5.2.3.1	POST
This method shall support the request data structures specified in table 7.1.5.5.2.3.1-1 and the response data structures and response codes specified in table 7.1.5.5.2.3.1-2.
Table 7.1.5.5.2.3.1-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	LocConfirmUsageNotif
	M
	1
	Represents the Location Confirmation Service Usage Notification.



Table 7.1.5.5.2.3.1-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Successful case. The Location Confirmation Service Usage Notification is successfully received and acknowledged.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative service consumer towards which the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative service consumer towards which the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the HTTP POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.1.5.5.2.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI representing the end point of an alternative service consumer towards which the notification should be redirected.



Table 7.1.5.5.2.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI representing the end point of an alternative service consumer towards which the notification should be redirected.



7.1.5.6	Data Model
[bookmark: _Toc129252561][bookmark: _Toc160452812][bookmark: _Toc164869740][bookmark: _Toc168599567]7.1.5.6.1	General
This clause specifies the application data model supported by the API.
Table 7.1.5.6.1-1 specifies the data types defined for the SS_ConfirmLocation API.
Table 7.1.5.6.1-1: SS_ConfirmLocation API specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	LocConfirmSubsc
	7.1.5.6.2.2
	Represents a Location Confirmation Service Subscription.
	

	LocConfirmSubscPatch
	7.1.5.6.2.3
	Represents the parameters to request the modification of a Location Confirmation Service Subscription.
	

	LocConfirmUsageNotif
	7.1.5.6.2.4
	Represents a Location Confirmation Service Usage Notification.
	

	LocConfirmUsageReport
	7.1.5.6.2.5
	Represents a location confirmation service usage report.
	



Table 7.1.5.6.1-2 specifies data types re-used by the SS_ConfirmLocation API from other specifications, including a reference to their respective specifications, and when needed, a short description of their use within the SS_ConfirmLocation API.
Table 7.1.5.6.1-2: SS_ConfirmLocation API re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	DateTime
	3GPP TS 29.122 [3]
	Represents a date and a time.
	

	SupportedFeatures
	3GPP TS 29.571 [21]
	Represents the list of supported feature(s) and used to negotiate the applicability of the optional features.
	



[bookmark: _Toc129252562][bookmark: _Toc160452813][bookmark: _Toc164869741][bookmark: _Toc168599568]7.1.5.6.2	Structured data types
[bookmark: _Toc129252563][bookmark: _Toc160452814][bookmark: _Toc164869742][bookmark: _Toc168599569]7.1.5.6.2.1	Introduction
This clause defines the data structures to be used in resource representations.
[bookmark: _Toc129252564][bookmark: _Toc160452815][bookmark: _Toc164869743][bookmark: _Toc168599570]7.1.5.6.2.2	Type: LocConfirmSubsc
Table 7.1.5.6.2.2-1: Definition of type LocConfirmSubsc
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	appIds
	array(string)
	C
	1..N
	Contains the identifier(s) of the application(s) to which the subscription shall apply.

(NOTE)
	

	valServiceIds
	array(string)
	C
	1..N
	Contains the identifier(s) of the VAL service(s) to which the subscription shall apply.

(NOTE)
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Contains the list of supported features among the ones defined in clause 7.1.5.8.

This attribute shall be present only when feature negotiation is required.
	

	NOTE:	These attributes are mutually exclusive and only one of them shall be present.



[bookmark: _Toc160452818][bookmark: _Toc164869746][bookmark: _Toc168599573][bookmark: _Toc129252568]7.1.5.6.2.3	Type: LocConfirmSubscPatch
Table 7.1.5.6.2.3-1: Definition of type LocConfirmSubscPatch
	[bookmark: _Toc160452828][bookmark: _Toc164869756][bookmark: _Toc168599583]Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	appId
	array(string)
	O
	1..N
	Contains the identifier(s) of the application(s) to which the subscription shall apply.
	

	valServiceId
	array(string)
	O
	1..N
	Contains the identifier(s) of the VAL service(s) to which the subscription shall apply.
	



7.1.5.6.2.4	Type: LocConfirmUsageNotif
Table 7.1.5.6.2.4-1: Definition of type LocConfirmUsageNotif
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	reports
	array(LocConfirmUsageReport)
	M
	0..N
	Contains the location confirmation service usage report(s).
	

	timestamp
	DateTime
	O
	0..1
	Contains the timestamp of the notification.
	



7.1.5.6.2.5	Type: LocConfirmUsageReport
Table 7.1.5.6.2.5-1: Definition of type LocConfirmUsageReport
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	valUeId
	string
	M
	1
	Contains the identifier of the VAL UE that requested the location confirmation service.
	

	timestamp
	DateTime
	O
	0..1
	Contains the time at which the location confirmation service was triggered by the VAL UE identified by the "valUeId" attribute.
	



7.1.5.6.3	Simple data types and enumerations
[bookmark: _Toc129252569][bookmark: _Toc160452829][bookmark: _Toc164869757][bookmark: _Toc168599584]7.1.5.6.3.1	Introduction
This clause defines simple data types and enumerations that can be referenced from data structures defined in the previous clauses.
[bookmark: _Toc129252570][bookmark: _Toc160452830][bookmark: _Toc164869758][bookmark: _Toc168599585]7.1.5.6.3.2	Simple data types
The simple data types defined in table 7.1.5.6.3.2-1 shall be supported.
Table 7.1.5.6.3.2-1: Simple data types
	Type Name
	Type Definition
	Description
	Applicability

	
	
	
	



[bookmark: _Toc129252571][bookmark: _Toc160452833][bookmark: _Toc164869761][bookmark: _Toc168599588]7.1.5.6.4	Data types describing alternative data types or combinations of data types
There are no data types describing alternative data types or combinations of data types defined for this API in this release of the specification.
[bookmark: _Toc129252572][bookmark: _Toc160452834][bookmark: _Toc164869762][bookmark: _Toc168599589]7.1.5.6.5	Binary data
[bookmark: _Toc129252573][bookmark: _Toc160452835][bookmark: _Toc164869763][bookmark: _Toc168599590]7.1.5.6.5.1	Binary Data Types
Table 7.1.5.6.5.1-1: Binary Data Types
	Name
	Clause defined
	Content type

	
	
	



[bookmark: _Toc160452836][bookmark: _Toc164869764][bookmark: _Toc168599591]7.1.5.7	Error Handling
[bookmark: _Toc129252575][bookmark: _Toc160452837][bookmark: _Toc164869765][bookmark: _Toc168599592]7.1.5.7.1	General
For the SS_ConfirmLocation API, error handling shall be supported as specified in clause 6.7.
In addition, the requirements in the following clauses are applicable for the SS_ConfirmLocation API.
[bookmark: _Toc129252576][bookmark: _Toc160452838][bookmark: _Toc164869766][bookmark: _Toc168599593]7.1.5.7.2	Protocol Errors
No specific protocol errors for the SS_ConfirmLocation API are specified.
[bookmark: _Toc129252577][bookmark: _Toc160452839][bookmark: _Toc164869767][bookmark: _Toc168599594]7.1.5.7.3	Application Errors
The application errors defined for the SS_ConfirmLocation API are listed in Table 7.1.5.7.3-1.
Table 7.1.5.7.3-1: Application errors
	Application Error
	HTTP status code
	Description
	Applicability

	
	
	
	



[bookmark: _Toc129252578][bookmark: _Toc160452840][bookmark: _Toc164869768][bookmark: _Toc168599595]7.1.5.8	Feature negotiation
The optional features listed in table 7.1.5.8-1 are defined for the SS_ConfirmLocation API. They shall be negotiated using the extensibility mechanism defined in clause 6.8.
Table 7.1.5.8-1: Supported Features
	Feature number
	Feature Name
	Description

	
	
	



[bookmark: _Toc129252579][bookmark: _Toc160452841][bookmark: _Toc164869769][bookmark: _Toc168599596]7.1.5.9	Security
The provisions of clause 9 shall apply for the SS_ConfirmLocation API.
* * * * End of changes * * * *
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