

	
3GPP TSG-CT WG4 Meeting #123	C4-242177
Hyderabad, India; 27th – 31st May 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	29.571
	CR
	0558
	rev
	- 
	Current version:
	18.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Clarification on the maxRetry and maxTime of DcStream 

	
	

	Source to WG:
	Huawei

	Source to TSG:
	CT4

	
	

	Work item code:
	NG_RTC
	
	Date:
	2024-05-17

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	IETF RFC 8864 defiend two parameters maxrety and maxtime to indicate the maximal number of times a user message will transmitted and the the specified lifetime after wich the user message will no lgnger be trasnmitted. 
[bookmark: _GoBack]In the defintion of the two parameters, it is clearly stated that 
“maxretr-opt and maxtime-opt are mutually exclusive”
which means that only one of the two attributes “maxRetr” and “maxTime” can be included in the DcStream.

	
	

	Summary of change:
	Clarify that only one of the two attributes “maxRetr” and “maxTime” can be included in the DcStream.

	
	

	Consequences if not approved:
	May introduce some scenarios that the SCTP protocol cannot supported.

	
	

	Clauses affected:
	5.11.4.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not impact the OpenAPI. 

	
	

	This CR's revision history:
	



Page 1



* * * First Change * * * *
[bookmark: _Toc161915395][bookmark: _Toc153885528][bookmark: _Toc144147724][bookmark: _Toc143984947][bookmark: _Toc160890616]5.11.4.2	Type: DcStream
Table 5.11.4.2-1: Definition of type DcStream
	Attribute name
	Data type
	P
	Cardinality
	Description

	streamId
	integer
	M
	1
	Identifies the data channel stream.

The value range of the stream id is an unsigned 16-bit integer, i.e. 0 to 65535.
Minimum = 0. Maximum = 65535.

The 0-999 is used for Bootstrap Data Channel. The 1000-65535 is used for Application Data Channel.

	subprotocol
	string
	O
	0..1
	Represents the subprotocol of the SCTP stream.
It defaults to "http" if the mediaId represents bootstrap data channel.
(NOTE 1)

	order
	boolean
	O
	0..1
	Represents the stream is ordered or not, "true" for ordered delivery and "false" for unordered delivery. (NOTE 1)

	maxRetry
	integer
	O
	0..1
	Represents the maximal number of the times a message will be retransmitted.
Default value: 0
(NOTE 1) (NOTE 2)

	maxTime
	integer
	O
	0..1
	Represents the maximal lifetime in milliseconds after which a message will no longer be transmitted or retransmitted.
Default value: 0.
 (NOTE 1) (NOTE 2)

	priority
	integer
	O
	0..1
	Represents the priority of data channel relative to other data channels.
Default value: 256.
(NOTE 1)

	appBindingInfo
	string
	C
	0..1
	[bookmark: _Hlk146221044]Represents the application binding information of the Data Channel.
It shall be contained if the mediaId represents the application data channel.

	NOTE 1:	The IE cannot be changed once the media has been established.
NOTE 2:	Only one of the two attributes can be contained.



* * * End of Changes * * * *


