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	Reason for change:
	CT4 received SA2 LS on LCS user plane connection binding to the UE (S2-2405797) and the attached agreed CR0521-TS23.273 (S2-2405532). Clauses 6.18.1/6.18.2 now specify the following new functionality:
· Step 2/4. … LMF allocates an ID i.e. the LCS UP connection ID to be used to associate the user plane connection to be established with the target UE and includes this LCS UP connection ID in the user plane information…

Stage 3 wise, the above requirement means this new LCS UP connection ID is sent with N1N2MessageTransfer service operation and is included in the N1MessageContainer within N1N2MessageTransferReqData type. N1MessageContainer is a binary container, therefore only the Description field can be used for the necessary clarifications.

	
	

	Summary of change:
	References to LCS user plane connection binding feature ate added to the N1MessageContainer type.

	
	

	Consequences if not approved:
	Remains unclear how Namf_Communication Service supports the LCS user plane connection binding feature.
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* * * First Change * * * *
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Table 6.1.6.2.17-1: Definition of type N1MessageContainer
	Attribute name
	Data type
	P
	Cardinality
	Description

	n1MessageClass
	N1MessageClass
	M
	1
	This IE shall contain the N1 message class for the message content specified in n1MessageContent.

	n1MessageContent
	RefToBinaryData
	M
	1
	This IE shall reference the N1 message binary data corresponding to the n1MessageClass. See 3GPP TS 24.501 [11]. For LCS information that is included in this container see clause 6.18.1 and clause 6.18.2 in 3GPP TS 23.273 [42]. See also clause 6.1.6.4.2.

	nfId
	NfInstanceId
	C
	0..1
	This IE shall be present when the n1MessageClass IE is set to "LPP", or "LCS". It should be present when the n1MessageClass IE is set to "SM". It may be present otherwise.
When present, this IE shall carry the identifier of the Network Function (e.g. LMF or SMF) instance sending the N1 message. (NOTE)

	serviceInstanceId
	string
	O
	0..1
	When present, this IE shall carry the Service Instance Identifier of the Service Instance (e.g. LMF) sending the N1 message.

	NOTE:	For a Home-routed PDU session, this IE shall carry the NF instance ID of the V-SMF; for a PDU session with I-SMF, this IE shall carry the NF instance ID of the I-SMF.
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