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27.22.7.22	CAG Cell Selection event
[bookmark: _Toc138685686]27.22.7.22.1	CAG Cell Selection (normal)
[…]
27.22.7.22.1.4	Method of test
***** start of changes *****
27.22.7.22.1.4.1	Initial conditions
The ME is connected to the USIM Simulator and the NG-SS.
The ME shall be powered on and perform the PROFILE DOWNLOAD procedure.
The NG-SS configures three NR CAG cells with the following configuration:
Network parameters for cell 1:
-	Mobile Country Code (MCC) = 244;
-	Mobile Network Code (MNC) = 083;
-	Tracking Area Code (TAC) = 000001;
with following parameters configured for NPN-Identity and corresponding HRNN in SIB1 and SIB 10 respectively:
-	Mobile Country Code (MCC) = 244;
-	Mobile Network Code (MNC) = 083;
-	CAG ID:	00 00 00 01
-	CAG Human-readable network name: ′CAG-00000001′
-	Manual selection of the CAG-ID: allowed
Network parameters for cell 2:
-	Mobile Country Code (MCC) = 244;
-	Mobile Network Code (MNC) = 083;
-	Tracking Area Code (TAC) = 000002;
with following parameters configured for NPN-Identity and corresponding HRNN in SIB1 and SIB 10 respectively:
-	Mobile Country Code (MCC) = 244;
-	Mobile Network Code (MNC) = 083;
-	CAG ID:	00 00 00 02
-	CAG Human-readable network name: ′CAG-00000002′
-	Manual selection of the CAG-ID: allowed
Network parameters for cell 3:
-	Mobile Country Code (MCC) = 244;
-	Mobile Network Code (MNC) = 083;
-	Tracking Area Code (TAC) = 000003;
with following parameters configured for NPN-Identity and corresponding HRNN in SIB1 and SIB 10 respectively:
-	Mobile Country Code (MCC) = 244;
-	Mobile Network Code (MNC) = 083;
-	CAG ID:	00 00 00 03
-	CAG Human-readable network name: ′CAG-00000003′
-	Manual selection of the CAG-ID: not allowed
Cell 1 and Cell 2 are initially disabled. Cell 3 is enabled.
The NG-RAN UICC supporting CAG as defined in clause 27.22.2D.4 is used.
***** next change *****
27.22.7.22.1.4.2	Procedure
Expected Sequence 1.1 (EVENT DOWNLOAD - CAG Cell Selection event)
	Step
	Direction
	Message / Action
	Comments

	1
	ME NG-SS
	The ME is registered to Cell 3 and in 5GMM-IDLE
	

	2
	UICC  ME
	PROACTIVE COMMAND PENDING: SET UP EVENT LIST 1.1.1
	

	3
	ME  UICC
	FETCH
	

	4
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	

	5
	ME  UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	6
	NG-SS
	Cell 1 is enabled
	

	7
	User ME
	A manual CAG cell selection is performed. CAG ID=00000001 is selected.
	'CAG information list' shall not be provided in registration accept message

	8
	ME  NG-SS
	REGISTRATION REQUEST
	

	9
	NG-SS ME
	REGISTRATION ACCEPT
	'CAG information list' shall not be provided in REGISTRATION ACCEPT message

	10
	ME  NG-SS
	REGISTRATION COMPLETE
	

	811
	ME  UICC
	ENVELOPE: EVENT DOWNLOAD – CAG Cell selection 1.1.1A
OR
ENVELOPE: EVENT DOWNLOAD – CAG Cell selection 1.1.1B
	Camping on CAG cell, CAG ID=00000001

	912
	NG-SS
	Cell 1 is disabled
Cell 2 is enabled 
	

	1013
	ME  UICC
	ENVELOPE: EVENT DOWNLOAD – CAG Cell selection 1.1.2A
OR
ENVELOPE: EVENT DOWNLOAD
– CAG Cell selection 1.1.2B
	Leaving CAG cell with CAG ID=00000001
Not camped on a CAG cell

	1114
	UserME
	A manual CAG cell selection is performed. CAG ID=00000002 is selected.
	'CAG information list' shall not be provided in registration accept message.

	15
	ME  NG-SS
	REGISTRATION REQUEST
	

	16
	NG-SS ME
	REGISTRATION ACCEPT
	'CAG information list' shall not be provided in REGISTRATION ACCEPT message

	17
	ME  NG-SS
	REGISTRATION COMPLETE
	

	1218
	ME  UICC
	ENVELOPE: EVENT DOWNLOAD – CAG Cell selection 1.1.3A
OR
ENVELOPE: EVENT DOWNLOAD – CAG Cell selection 1.1.3B
	Camping on CAG cell, CAG ID=00000002

	1319
	NG-SS
	Cell 2 is disabled
	

	1420
	ME  UICC
	ENVELOPE: EVENT DOWNLOAD – CAG Cell selection 1.1.2A
OR
ENVELOPE: EVENT DOWNLOAD
– CAG Cell selection 1.1.2B
	Leaving CAG cell with CAG ID=00000002
Not camped on a CAG cell.


***** end of changes *****
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