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<Start of Changes>
Table 4.1.1.8-2: NR UE receiver test point selection for ATG test cases in FR1
	Subclause
	Number of test points
	Justification in attachment
	Comments

	7.4J Maximum input level for ATG
	6
	General rules of test point selection apply. Test points of TC 7.4 from TS 38.521-1 can be leveraged limiting the modulation to 64QAM and 256QAM.
	RAN5#102

	7.5J Adjacent channel selectivity for ATG
	3
	General rules of test point selection apply. Test points of TC 7.5 from TS 38.521-1 can be leveraged.
	RAN5#102

	7.6J.2 In-band blocking for ATG
	3
	General rules of test point selection apply. Test points of TC 7.6.2 from TS 38.521-1 can be leveraged.
	RAN5#102

	7.6J.3 Out-of-band blocking for ATG
	3
	General rules of test point selection apply. Test points of TC 7.6.3 from TS 38.521-1 can be leveraged.
	RAN5#102

	7.7J Spurious response for ATG
	3
	General rules of test point selection apply. Test points of TC 7.7 from TS 38.521-1 can be leveraged.
	RAN5#102

	7.8J.2 Wide band intermodulation for ATG
	3
	General rules of test point selection apply. Test points of TC 7.8.2 from TS 38.521-1 can be leveraged.
	RAN5#102

	7.9J Spurious emissions for ATG
	3
	General rules of test point selection apply. Test points of TC 7.9 from TS 38.521-1 can be leveraged.
	RAN5#102



4.1.1.9	FR1 CA with Tx Diversity test cases
This section contains information on test point selection for FR1 CA with Tx Diversity test cases in TS 38.521-1[2]. The general rule in this section apply to all test cases for FR1 CA with Tx Diversity test cases. Separate analysis for each FR1 CA with Tx Diversity test case is not provided, unless deemed necessary.
For Test Environment, Test frequency, Test channel bandwidths, Test Subcarrier Spacing: adopt the same selection as the corresponding FR1 NR CA test cases.
For waveform, modulation and RB allocations: 
· adopt the same selection as the corresponding TxD test cases for the component carrier configured with Tx Diversity.
· adopt the same selection as the corresponding single carrier test cases for other the component carrier.
The test point selection for FR1 CA with Tx Diversity test cases in [2] clause 6 is listed in Table 4.1.1.9-1.
Table 4.1.1.9-1: UE receiver test point selection for FR1 CA with Tx Diversity
	Subclause
	Number of test points
	Justification
	Comments

	6.2L.3.1 UE maximum output power for inter-band UL CA with Tx Diversity
	Power Class 3: 240 
Power Class 2: 120
	General rules of test point selection apply.
	RAN5#103
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