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C2 General

[bookmark: _Toc27475813][bookmark: _Toc29495341][bookmark: _Toc36116386][bookmark: _Toc36118435][bookmark: _Toc36560550][bookmark: _Toc43977067][bookmark: _Toc52213643][bookmark: _Toc60743108][bookmark: _Toc68206296][bookmark: _Toc75972097][bookmark: _Toc85051532][bookmark: _Toc90493551][bookmark: _Toc90494191][bookmark: _Toc100094230][bookmark: _Toc106872905][bookmark: _Toc163743687]6.5B.3.2.1	General spurious emissions for Intra-band non-contiguous EN-DC
< Start of Change-1 >
[bookmark: _CR6_5B_3_2_1_4]6.5B.3.2.1.4	Test description
Same test description as in clause 6.5.3.1.4 in TS 38.521-1 [8] for the NR carrier with the following exceptions:
[bookmark: _CRTable6_5B_3_2_1_41]Table 6.5B.3.2.1.4-1: Test Configuration Table
	Initial Conditions

	Test Frequencies as specified in TS 38.508-1 [6] clause 4.3.1 for different EN-DC bandwidth classes
	Low with maxWgap
High with maxWgap

	Test EN-DC bandwidth combination as specified in Table 5.3B.1.23-1 across bandwidth combination sets supported by the UE
	Lowest NRB_agg, Highest NRB_agg (NOTE 1)

	NOTE 1:	If the UE supports multiple CC Combinations in the EN-DC Configuration with the same NRB_agg, only the combination with the highest NRB_SCG is tested for Lowest NRB_agg and Highest NRB_agg, respectively.



< End of Change-1 >

[bookmark: _Toc163743696]6.5B.3.4.1	General Spurious Emissions for Inter-band including FR2 (1 NR CC)
< Start of Change-2 >
[bookmark: _CR6_5B_3_4_1_4_1]6.5B.3.4.1.4.1	Initial conditions
Same test description as in clause 6.5.3.1.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.67-1. For Initial conditions as in clause 6.5.3.1.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
< End of Change-2 >

