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	For Clause 7.7.1, correct the higher layer parameters for phr-AssumedPUSCH-Reporting, dynamicTransformPrecoderFieldPresenceDCI-0-1 and dynamicTransformPrecoderFieldPresenceDCI-0-2
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<Unchanged parts are omitted>
If a UE provides a Type 1 power headroom report for an activated serving cell based on an actual PUSCH transmission, is provided phr-AssumedPUSCH-ReportingassumedPUSCHInfo, and dynamicTransformPrecoderFieldPresenceDCI-0-1dynamicTransformPrecoderIndicationDCI-0-1 or dynamicTransformPrecoderFieldPresenceDCI-0-2dynamicTransformPrecoderIndicationDCI-0-2 is set to enabled for the active UL BWP of the serving cell, the UE provides
-	 based on any applicable maximum output power reduction for an assumed PUSCH transmission with transform precoder enabled, if supported, if transform precoder is disabled for the actual PUSCH transmission, or
-	 based on any applicable maximum output power reduction for an assumed PUSCH transmission with transform precoder disabled, if supported, if the transform precoder is enabled for the actual PUSCH transmission,
where all other parameters used for the calculation of  of the assumed PUSCH transmission are same as for the actual PUSCH transmission.
<Unchanged parts are omitted>
