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Introduction
[bookmark: _Hlk510705081]This contribution addresses remaining issues on 8.2.2 UE features for other Rel-18 work items (Topics B) with post-RAN1#116bis status captured in [1] and [2].

Discussion and proposals
MIMO
[bookmark: _Hlk166156404]The RAN1 MIMO UE Feature groups are in good shape after the RAN1 #116bis [1] with no open issues. In RAN1#116, there were around 30 new MIMO FGs were submitted, and a few of them were discussed and agreed upon in the meeting. We are of the opinion that to meet the RAN2 ASN.1 freeze deadline, no additional new MIMO feature groups may be discussed and agreed upon unless it is considered critical.   
Proposal 1: No additional new MIMO feature groups may be discussed and agreed upon unless it is considered critical.

Positioning
Proposal 2: Adopt the changes proposed in the following table for UE features supporting Rel-18 NR positioning enhancements.

	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (Sidelink WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	41. NR_pos_enh2
	41-1-3
	Receiving SL-PRS in a dedicated resource pool
	1. Support SL-PRS  in dedicated resource pool
2. Support receiving SCI format 1B
3. UE can receive X PSCCH in a slot
4. Supported CP type for 60 kHz SCS
	41-1-1
	Yes
	No
	Receiving SL-PRS in a dedicated resource pool is not supported
	Per band
	n/a
	n/a
	n/a
	Need for location server/ UE to know if the feature is supported

Component 3 candidate values: {[floor (NRB /10 RBs), 2*floor (NRB /10 RBs)]}

Component 4 candidate values:
· CP length: {NCP,NCP and ECP}

	Optional with capability signaling






Network Energy Saving
Proposal 3: Adopt the changes proposed in the following table for UE features supporting Rel-18 NR network energy savings.

	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (Sidelink WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	42. Netw_Energy_NR
	42-1
	Spatial domain adaptation with CSI feedback based on CSI report sub-configuration(s) for periodic CSI reporting
	1. Support of CSI feedback based on CSI report sub-configuration(s), each containing one port subset configuration/list of CSI-RS resource IDs for periodic CSI reporting
2. The max number of sub-configurations Lmax in one CSI report configuration
4. Supported maximum number of simultaneous NZP-CSI-RS resources per CC
5. Supported maximum number of total CSI-RS ports in simultaneous NZP-CSI-RS resources per CC
6. Supported maximum number of simultaneous NZP-CSI-RS resources in active BWPs across all CCs
7. Supported maximum number of total CSI-RS ports in simultaneous NZP-CSI-RS resources in active BWPs across all CCs
8. Support of single-panel type 1 codebook
9. Supported total number of periodic CSI reporting settings without sub-configurations plus the total number of sub-configurations across CSI report settings with sub-configurations per BWP
	FFS
	Yes
	
	UE does not support spatial domain adaptation for periodicCSI reporting
	Per band
	No
	No
	N/A
	Component 1 candidate values: {SD-type1, SD-type2, SD-type1and2}

Note: SD-type1 refers to configuration contains one port subset

Note: SD-type2 refers to configuration contains list of CSI-RS resource IDs

Component 2 candidate values: {2,3,4}

Component 4 candidate values: SD Type 1: {1, 2, 3 … 32}
SD Type 2: {1, 2, 3 … 32}

Component 5 candidate values: SD Type 1: {8, 16, 24, … 128 }
SD Type 2: {8, 16, 24, … 128 }

Component 6 candidate values: SD Type 1: {5, 6, 7, 8, 9, 10, 12, 14, 16, …, 62, 64}
SD Type 2: {5, 6, 7, 8, 9, 10, 12, 14, 16, …, 62, 64}


Component 7 candidate value: SD Type 1: {8, 16, 24, …, 248, 256}
SD Type 2: {8, 16, 24, …, 248, 256}

Component 9 candidate values: {2, 3, 4}

Note: Components 6 and 7 are signaled per BC

	Optional with capability signaling

	42. Netw_Energy_NR
	42-1a
	Spatial domain adaptation with CSI feedback based on CSI report sub-configuration(s) for semi-persistent CSI reporting on PUSCH
	1. Support of CSI feedback based on CSI report sub-configuration(s), each containing one port subset configuration/list of CSI-RS resource IDs for semi-persistent CSI reporting on PUSCH
2. The max number of sub-configurations Lmax in one CSI report configuration
3. Report of N CSI sub-report(s) included in one SP-CSI report where each CSI sub-report corresponds to one sub-configuration.
4. Supported maximum number of simultaneous NZP-CSI-RS resources per CC
5. Supported maximum number of total CSI-RS ports in simultaneous NZP-CSI-RS resources per CC
6. Supported maximum number of simultaneous NZP-CSI-RS resources in active BWPs across all CCs
7. Supported maximum number of total CSI-RS ports in simultaneous NZP-CSI-RS resources in active BWPs across all CCs
8. Support of single-panel type 1 codebook
9. Supported total number of semi-persistent CSI reporting settings without sub-configurations plus the total number of sub-configurations across CSI report settings with sub-configurations per BWP

	FFS
	Yes
	
	UE does not support spatial domain adaptation for semi-persistent CSI reporting on PUSCH
	Per band
	No
	No
	N/A
	Component 1 candidate values: {SD-type1, SD-type2, SD-type1and2}

Note: SD-type1 refers to configuration contains one port subset

Note: SD-type2 refers to configuration contains list of CSI-RS resource IDs

Component 2 candidate values: {2,3,4,5,6,7,8}

Component 3 candidate values: {2,3,4}

Component 4 candidate values: {1, 2, 3 … 32}

Component 5 candidate values: {8, 16, 24, … 128}

Component 6 candidate values: {5, 6, 7, 8, 9, 10, 12, 14, 16, …, 62, 64}

Component 7 candidate values: {8, 16, 24, …, 248, 256}

Component 9 candidate values: {2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12}

Note: Components 6 and 7 are signaled per BC

	Optional with capability signaling

	42. Netw_Energy_NR
	42-1c
	Spatial domain adaptation with CSI feedback based on CSI report sub-configuration(s) for semi-persistent CSI reporting on PUCCH
	1. Support of CSI feedback based on CSI report sub-configuration(s), each containing one port subset configuration/list of CSI-RS resource IDs for semi-persistent CSI reporting on PUCCH
2. The max number of sub-configurations Lmax in one CSI report configuration
3. Report of N CSI sub-report(s) included in one SP-CSI report where each CSI sub-report corresponds to one sub-configuration.
4. Supported maximum number of simultaneous NZP-CSI-RS resources per CC
5. Supported maximum number of total CSI-RS ports in simultaneous NZP-CSI-RS resources per CC
6. Supported maximum number of simultaneous NZP-CSI-RS resources in active BWPs across all CCs
7. Supported maximum number of total CSI-RS ports in simultaneous NZP-CSI-RS resources in active BWPs across all CCs
8. Support of single-panel type 1 codebook
9. Supported total number of semi-persistent CSI reporting settings without sub-configurations plus the total number of sub-configurations across CSI report settings with sub-configurations per BWP
	FFS
	Yes
	
	UE does not support spatial domain adaptation for semi-persistent CSI reporting on PUCCH
	Per band
	No
	No
	N/A
	Component 1 candidate values: {SD-type1, SD-type2, SD-type1and2}

Note: SD-type1 refers to configuration contains one port subset

Note: SD-type2 refers to configuration contains list of CSI-RS resource IDs
Component 2 candidate values: {2,3,4}

Component 3 candidate values: {2,3,4}

Component 4 candidate values: {1, 2, 3 … 32}

Component 5 candidate values: {8, 16, 24, … 128}

Component 6 candidate values: {5, 6, 7, 8, 9, 10, 12, 14, 16, …, 62, 64}

Component 7 candidate values: {8, 16, 24, …, 248, 256}

Component 9 candidate values: {2, 3, 4}

Note: Components 6 and 7 are signaled per BC
	Optional with capability signaling

	42. Netw_Energy_NR
	42-1b
	Spatial domain adaptation with CSI feedback based on CSI report sub-configuration(s) for aperiodic CSI reporting
	1. Support of CSI feedback based on CSI report sub-configuration(s), each containing one port subset configuration/list of CSI-RS resource IDs for aperiodic CSI reporting
2. The max number of sub-configurations Lmax in one CSI report configuration
3. Report of N CSI sub-report(s) included in one CSI report where each CSI sub-report corresponds to one sub-configuration
4. Supported maximum number of simultaneous NZP-CSI-RS resources per CC
5. Supported maximum number of total CSI-RS ports in simultaneous NZP-CSI-RS resources per CC
6. Supported maximum number of simultaneous NZP-CSI-RS resources in active BWPs across all CCs
7. Supported maximum number of total CSI-RS ports in simultaneous NZP-CSI-RS resources in active BWPs across all CCs
8. Support of single-panel type 1 codebook
9. Supported total number of aperiodic CSI reporting settings without sub-configurations plus the total number of sub-configurations across CSI report settings with sub-configurations per BWP

	FFS
	Yes
	
	UE does not support spatial domain adaptation for aperiodic CSI reporting
	Per band
	No
	No
	N/A
	Component 1 candidate values: {SD-type1, SD-type2, SD-type1and2}

Note: SD-type1 refers to configuration contains one port subset

Note: SD-type2 refers to configuration contains list of CSI-RS resource IDs

Component 2 candidate values: {2,3,4,5,6,7,8}

Component 3 candidate values {2,3,4}

Component 4 candidate values: 
SD Type 1: {1, 2, 3 … 32}
SD Type 2: {1, 2, 3 … 32}

Component 5 candidate values: 
SD Type 1: {8, 16, 24, … 128 }
SD Type 2: {8, 16, 24, … 128 }

Component 6 candidate values: 
SD Type 1: {5, 6, 7, 8, 9, 10, 12, 14, 16, …, 62, 64}
SD Type 2: {5, 6, 7, 8, 9, 10, 12, 14, 16, …, 62, 64}

Component 7 candidate values: 
SD Type 1: {8, 16, 24, …, 248, 256}
SD Type 2: {8, 16, 24, …, 248, 256}

Note: Components 6 and 7 are signaled per BC

Component 9 candidate values: {2, 3, 4, 5, 6, 7, 8, 9, 10, 11,12}
	Optional with capability signaling

	42. Netw_Energy_NR
	42-2
	Power domain adaptation with CSI feedback based on CSI report sub-configuration(s) for periodic CSI reporting
	1. Support of CSI feedback based on CSI report sub-configuration(s), each containing one power offset for aperiodic CSI reporting
2. The max number of sub-configurations Lmax in one CSI report configuration
4. Supported maximum number of simultaneous NZP-CSI-RS resources per CC
5. Supported maximum number of total CSI-RS ports in simultaneous NZP-CSI-RS resources per CC
6. Supported maximum number of simultaneous NZP-CSI-RS resources in active BWPs across all CCs
7. Supported maximum number of total CSI-RS ports in simultaneous NZP-CSI-RS resources in active BWPs across all CCs
8. Support of single-panel type 1 codebook
9. Supported total number of periodic CSI reporting settings without sub-configurations plus the total number of sub-configurations across CSI report settings with sub-configurations per BWP

	FFS
	Yes
	
	UE does not support power domain adaptation for periodicCSI reporting
	Per band
	No
	No
	N/A
	Component 2 candidate value: {2,3,4}

Component 4 candidate value: {1, 2, 3 … 32}

Component 5 candidate value: {8, 16, 24, … 128 }

Component 6 candidate value: {5, 6, 7, 8, 9, 10, 12, 14, 16, …, 62, 64}

Component 7 candidate value: {8, 16, 24, …, 248, 256}

Note: Components 6 and 7 are signaled per BC

Component 9 candidate values: {2, 3, 4}


	Optional with capability signaling

	42. Netw_Energy_NR
	42-2a
	Power domain adaptation with CSI feedback based on CSI report sub-configuration(s) for semi-persistent CSI reporting on PUSCH
	Support of CSI feedback based on CSI report sub-configuration(s), each containing one power offset for semi-persistent CSI reporting
1. The max number of sub-configurations Lmax in one CSI report configuration on PUSCH
2. Report of N CSI sub-report(s) included in one SP-CSI report where each CSI sub-report corresponds to one sub-configuration.
3. Supported maximum number of simultaneous NZP-CSI-RS resources per CC
4. Supported maximum number of total CSI-RS ports in simultaneous NZP-CSI-RS resources per CC
5. Supported maximum number of simultaneous NZP-CSI-RS resources in active BWPs across all CCs
6. Supported maximum number of total CSI-RS ports in simultaneous NZP-CSI-RS resources in active BWPs across all CCs
7. Support of single-panel type 1 codebook
8. Supported total number of semi-persistent CSI reporting settings without sub-configurations plus the total number of sub-configurations across CSI report settings with sub-configurations per BWP
	FFS
	Yes
	
	UE does not support power domain adaptation for semi-persistent CSI reporting on PUSCH
	Per band
	No
	No
	N/A
	Component 1 candidate values: {2,3,4,5,6,7,8}

Component 2 candidate values: {2,3,4}

Component 3 candidate values: {1, 2, 3 … 32}

Component 4 candidate values: {8, 16, 24, … 128 }

Component 5 candidate values: {5, 6, 7, 8, 9, 10, 12, 14, 16, …, 62, 64}

Component 6 candidate values: {8, 16, 24, …, 248, 256}

Component 8 candidate values: {2, 3, 4,5,6,7,8,9,10,11,12}
Note: Components 5 and 6 are signaled per BC


	Optional with capability signaling

	42. Netw_Energy_NR
	42-2c
	Power domain adaptation with CSI feedback based on CSI report sub-configuration(s) for semi-persistent CSI reporting on PUCCH
	Support of CSI feedback based on CSI report sub-configuration(s), each containing one power offset for semi-persistent CSI reporting on PUCCH
1. The max number of sub-configurations Lmax in one CSI report configuration
2. Report of N CSI sub-report(s) included in one SP-CSI report where each CSI sub-report corresponds to one sub-configuration.
3. Supported maximum number of simultaneous NZP-CSI-RS resources per CC
4. Supported maximum number of total CSI-RS ports in simultaneous NZP-CSI-RS resources per CC
5. Supported maximum number of simultaneous NZP-CSI-RS resources in active BWPs across all CCs
6. Supported maximum number of total CSI-RS ports in simultaneous NZP-CSI-RS resources in active BWPs across all CCs
7. Support of single-panel type 1 codebook
8. Supported total number of semi-persistent CSI reporting settings without sub-configurations plus the total number of sub-configurations across CSI report settings with sub-configurations per BWP
	FFS
	Yes
	
	UE does not support power domain adaptation for semi-persistent CSI reporting on PUCCH
	Per band
	No
	No
	N/A
	Component 1 candidate values: {2,3,4}

Component 2 candidate values: {2,3,4}

Component 3 candidate values: {1, 2, 3 … 32}

Component 4 candidate values: {8, 16, 24, … 128}

Component 5 candidate values: {5, 6, 7, 8, 9, 10, 12, 14, 16, …, 62, 64}

Component 6 candidate values: {8, 16, 24, …, 248, 256}

Component 8 candidate values: {2, 3, 4}

Note: Components 5 and 6 are signaled per BC
	Optional with capability signaling

	42. Netw_Energy_NR
	42-2b
	Power domain adaptation with CSI feedback based on CSI report sub-configuration(s) for aperiodic CSI reporting
	1. Support of CSI feedback based on CSI report sub-configuration(s), each containing one power offset for aperiodic CSI reporting
2. The max number of sub-configurations Lmax in one CSI report configuration
3. Report of N CSI sub-report(s) included in one CSI report where each CSI sub-report corresponds to one sub-configuration
4. Supported maximum number of simultaneous NZP-CSI-RS resources per CC
5. Supported maximum number of total CSI-RS ports in simultaneous NZP-CSI-RS resources per CC
6. Supported maximum number of simultaneous NZP-CSI-RS resources in active BWPs across all CCs
7. Supported maximum number of total CSI-RS ports in simultaneous NZP-CSI-RS resources in active BWPs across all CCs
8. Support of single-panel type 1 codebook
9. Supported total number of aperiodic CSI reporting settings without sub-configurations plus the total number of sub-configurations across CSI report settings with sub-configurations per BWP
	FFS
	Yes
	
	UE does not support power domain adaptation for aperiodic CSI reporting
	Per band
	No
	No
	N/A
	Component 2 candidate values: {2,3,4,5,6,7,8}

Component 3 candidate values: {2,3,4}

Component 4 candidate values: {1, 2, 3 … 32}

Component 5 candidate values: {8, 16, 24, … 128 }

Component 6 candidate values: {5, 6, 7, 8, 9, 10, 12, 14, 16, …, 62, 64}

Component 7 candidate values: {8, 16, 24, …, 248, 256}

Component 9 candidate values: {2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12}

Note: Components 6 and 7 are signaled per BC
	Optional with capability signaling

	42. Netw_Energy_NR
	42-8
	simultaneousCSI-SubReportsPerCC-r18
	Indicates the number of CSI report(s) for which the UE can measure and process reference signals simultaneously in a CC of the band for which this capability is provided. The CSI report comprises periodic, semi-persistent and aperiodic CSI and any latency classes and codebook types. The CSI report in simultaneousCSI-SubReportsPerCC-r18 includes the beam report, and CSI report without sub-configurations plus CSI sub-report across CSI reports
	FFS
	Yes
	
	UE does not support spatial or power domain adaptation for CSI reporting
	Per Band
	No
	No
	N/A
	Component 1 candidate values: {1, 2, 3, 4, 5, 6, 7, 8}

Note: UE shall report the value in this feature group being equal to or larger than that in simultaneousCSI-ReportsPerCC


Note: UE supporting at least one of FG 42-1/1a/1b/1c/2/2a/2b/2c shall report this FG
	Optional with capability signaling

	42. Netw_Energy_NR
	42-9
	simultaneousCSI-SubReportsAllCC-r18
	Indicates whether the UE supports CSI report framework and the number of CSI report(s) which the UE can simultaneously process across all CCs, and across MCG and SCG in case of NR-DC. The CSI report comprises periodic, semi-persistent and aperiodic CSI and any latency classes and codebook types. The CSI report in simultaneousCSI-SubReportsAllCC-r18 includes the beam report, and CSI report without sub-configurations plus CSI sub-report across CSI reports. This parameter may further limit simultaneousCSI-SubReportsPerCC-r18 in MIMO-ParametersPerBand and Phy-ParametersFRX-Diff for each band in a given band combination
	FFS
	Yes
	
	UE does not support spatial or power domain adaptation for CSI reporting
	Per BC
	No
	No
	N/A
	Component 1 candidate values: {5, 6, 7, ..., 32}

Note: UE shall report the value in this feature group being equal to or larger than that in simultaneousCSI-ReportsAllCC

Note: UE supporting at least one of FG 42-1/1a/1b/1c/2/2a/2b/2c shall report this FG
	Optional with capability signaling






Mobility Enhancements
The TCI states (CandidateTCI-State-r18) for LTM are designed based on Rel-17 unified TCI framework. This is an additional functionality needed to support LTM TCI states. However, this does not require any relation between the LTM TCI states and the TCI states of the source cell (as well as of the target cell). In other words, the application of LTM TCI states should not be dependent on whether the source cell is using Rel-17 or Rel-15 TCI states. Currently, for FG 45-3, FG 23-1-1 and FG 23 are pre-requisite requiring support of unified TCI states for intra-cell beam management. The support of LTM beam indication should be independent of source cell intra-cell beam management, and therefore, we propose to remove that pre-requisite. Similarly, we propose to remove 23-10-1 from FG 45-4.
Proposal 4: Adopt the changes proposed in the following table for UE features supporting Rel-18 Mobility.

	45. NR_Mob_enh2
	45-3
	Beam indication with joint DL/UL LTM TCI states
	1. Support of unified TCI with joint DL/UL LTM TCI-state indication for LTM procedure.
2. Maximum number of configured joint LTM TCI state(s) per candidate cell
3. Support of indicating and activating a single joint LTM TCI state in a cell switch command.
4. Supported QCL source RS in the LTM TCI-stateconfiguration
5. Maximum number of configured joint LTM TCI state(s) across candidate cells
6. Maximum number of configured cells for joint LTM TCI states
	23-1-1, RAN2 FG for LTM
	Yes
	No
	UE does not support Beam indication with joint DL/UL LTM TCI states
	Per band
	No
	No
	n/a
	Component 2 candidate values: {8, 12, 16, 24, 32, 48, 64, 128}

Component 4 candidate values: {SSB, TRS, both}

Component 5 candidate values: {8, 16, 24, 32, …, 1024}

Component 6 candidate values: {1,2,3,4,5,6,7,8}

	Optional with capability signalling

	45. NR_Mob_enh2
	45-4
	Beam indication with separate DL/UL LTM TCI states
	1. Support of unified TCI with separate DL/UL TCI-state indication for LTM procedure.
2. Maximum number of configured DL TCI state(s) per candidate cell
3. Maximum number of configured UL TCI state(s) per candidate cell
4. Support of indicating and activating a pair of UL/DL TCI-state in a cell switch command.
5. Supported QCL source RS in the LTM TCI-state configuration
7. Maximum number of configured separate DL LTM TCI state(s) across candidate cells
8. Maximum number of configured separate UL LTM TCI state(s) across candidate cells
9. Maximum number of configured cells for separate DL/UL LTM TCI states
	23-10-1, RAN2 FG for LTM
	Yes
	No
	UE does not support Rel-18 LTM operation with separate DL/UL TCI states
	Per band
	No
	No
	n/a
	Component 2 candidate values: {4, 8, 12, 16, 24, 32, 48, 64, 128}

Component 3 candidate values: {4, 8, 12, 16, 24, 32, 48, 64}

Component 5 candidate values: {SSB, TRS, both}

Component 7 candidate values: {8, 16, 24, 32, …, 1024}

Component 8 candidate values: {4, 8, 12, 16, …, 512}

Component 9 candidate values: {1,2,3,4,5,6,7,8}
	Optional with capability signalling



IoT-NTN
Proposal 5: Adopt the changes proposed in the following table for UE features supporting Rel-18 IoT NTN.

	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (Sidelink WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Note
	Mandatory/Optional

	2. IoT_NTN_enh
	2-4a
	GNSS position fix in RRC Connected state for eMTC—autonomous
	1. UE re-acquires GNSS autonomously (when configured by the network) if it does not receive eNB GNSS measurement trigger
2. UE reports GNSS position fix time duration for measurement at least during the initial access stage and in connected mode via RRCConnectionReestablishmentComplete and RRCConnectionReconfigurationComplete for HO case
3. UE reports the remaining GNSS validity duration with MAC CE in connected mode
	[Rel. 18 2-3a] Rel. 17 2-1
	Yes
	N/A
	Release 18 eMTC UE cannot get autonomous GNSS position fix in RRC Connected state
	Per UE
	No 
	No
	Note: This applies to non-DRX
	Optional with capability signalling

	2. IoT_NTN_enh
	2-4b
	GNSS position fix in RRC Connected state for NB-IoT—autonomous
	1. UE re-acquires GNSS autonomously (when configured by the network) if it does not receive eNB GNSS measurement trigger
2. UE reports GNSS position fix time duration for measurement at least during the initial access stage and in connected mode via RRCConnectionReestablishmentComplete-NB
3. UE reports the remaining GNSS validity duration with MAC CE in connected mode
	[Rel. 18 2-3b], Rel. 17 2-1b
	
	
	Release 18 NB-IoT UE cannot get autonomous GNSS position fix in RRC Connected state
	Per UE
	No
	No
	Note: This applies to non-DRX
	Optional with capability signalling





NR-NTN
Proposal 6: Adopt the changes proposed in the following table for UE features supporting Rel-18 NR NTN.

	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (Sidelink WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	44. NR_NTN_enh
	44-1
	PUCCH repetition on common PUCCH resource
	1. Support repetition transmission of PUCCH for Msg4 HARQ-ACK on common PUCCH resource (i.e., PUCCH resource before dedicated configuration is provided)
2. Support receiving repetition factor in system information
3. Support receiving repetition factor in DCI format 1_0 with CRC scrambled by TC-RNTI scheduling Msg4 PDSCH
4. Support Msg3 to report capability for PUCCH Msg4 HARQ-ACK repetition
5. Extension of the repetition transmission of PUCCH before dedicated PUCCH resource configuration
6. Support of RSRP threshold for Msg4 HARQ-ACK repetition on common PUCCH resources
	
	Yes
	No
	UE does not support PUCCH repetition for common PUCCH resources
	Per Band
	N/A
	N/A
	N/A
	A UE that includes LCID codepoint = one of {2, 3, 4, 5, 6, 7} for UL CCCH when the LX field is set to 1 must support FG 44-1

[Note: This UE feature group is applicable only for bands in Tables 5.2.2-1 and Table 5.2.3-1[TBD for FR2-NTN bands] in TS 38.101-5 [and HAPS operation bands in Clause 5.2 of TS 38.104]
	Optional without capability signaling

	44. NR_NTN_enh
	44-3
	UE Rx-Tx Measurement and Report for Multi-RTT with single satellite in NTN
	1. Support UE Rx-Tx time difference and UE Rx-Tx time difference offset measurement and report for Multi-RTT positioning with single satellite in NTN
2. Support of reporting DL timing drift due to Doppler over the service link associated with the UE Rx-Tx time difference measurement period
	13-4, 13-8
	No
	No
	UE does not support Multi-RTT positioning with single satellite in NTN
	Per Band
	N/A
	N/A
	N/A
	Note: This UE feature group is applicable only for bands in Tables 5.2.2-1 and [Table 5.2.3-1TBD for FR2-NTN bands] in TS 38.101-5

Need for location server to know if the feature is supported
	Optional with capability signaling
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