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Introduction
This document summarizes draft CRs on Rel-18 STxMP proposed in company contributions of AI 8.1.
Draft CRs
Clarify the precoding behavior of SDM/SFN in 38.211
ZTE/Sanechips proposed to add some text to describe the precoding behavior of SDM and SFN scheme in 38.211. 
· The draft CR is in R1-2407782 
· along with the discussion paper R1-2407781.

Proposal 1: Adopt the text proposal for TS 38.211 in R1-2407782
	Company 
	Comments

	Mod
	This issue has been discussed for a few meetings. Some companies thought this change is not needed. Please share your views. 

	
	

	
	


Clarify differential L1-RSRP reporting format is applied to Rel-18 group-based beam report
Samsung proposed draft CR for 38.214 in R1-2408622 to clarify that differential L1-RSRP reporting format is also applied to rel-18 group-based beam report.

Mod: My understanding is that this change is needed. The agreed rel-18 group-based beam report was really an extension of rel-17 group-based beam reporting. The rel-18 group-based beam report is adding simultaneous UL transmission on the basis of rel-17 group-based beam report.

Proposal 2: Adopt the text proposal for TS38.214 in R1-2408622
	Company 
	Comments

	Mod
	Please share your view.

	
	

	
	

	
	

	
	

	
	




Correction on SRI/TPMI for mTRP PUSCH TDM repetition and SDM/SFN
Ericsson proposed draft CR for 38.214 in R1-2408962 to correct the text description on SRI/TPMI for TDM repetition, SDM and SFN schemes for both codebook based and non-codebook based PUSCH for the following reasons:
· A non-existent second ‘Precoding information and number of layers’ field in DCI is used by the UE for its second TPMI for a second SRS resource set, and the Second SRS resource indicator from DCI is not used.
· Which DCI field corresponds to the first or second TPMI/SRI is not stated.
· “Two TPMI(s)” in the text incorrectly implies there can be one or two TPMIs, since two are always provided when two SRS resource sets are configured.
· “Two SRI(s)” in the text incorrectly implies there be one or two SRI(s), when either 0 or 2 are used, since SRI’s use is optional, and since the number of SRS resources must be the same in each SRS resource set. 
· For STxMP, the second TPMI or SRI is reserved for SRSI=00 or 01, which may be understood as reserved in DCI and not provided, which is incorrect.


Proposal 3: Adopt the text proposal for TS 38.214 in R1-2408962
	Company 
	Comments

	Mod
	Please share your views on the TP

	
	

	
	




Editorial change: RRC parameter alignment.
R1-2408081 proposed RRC parameter alignment for TS 38.213:
· Replace enableSTx2PofmDCI to sTx-2Panel
· Replace multipanelSFN-Scheme to multipanelSchemeSFN
· Replace multipanelScheme to multipanelSchemeSDM or multipanelSchemeSFN

Proposal 4: Adopt the following TP for alignment CR:
· R1-2408081 (for TS 38.213)

	Company 
	Comments

	Mod
	Please share your view on this editorial change
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