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Introduction
In this document, we share our views on MAC corrections for SL-U.
Discussion
[bookmark: _GoBack]For SL DRX on unlicensed spectrum, since a PSSCH transmission can be associated with multiple PSFCH occasions (i.e. numPSFCHOccasions is configured), the moment to start SL DRX RTT timer can be the first slot after the end of last PSFCH occasion, shown as following.
	4>	if HARQ feedback is enabled by the SCI and the cast type associated with the SCI is groupcast and positive-negative acknowledgement is selected:
5>	if numPSFCHOccasions is configured as specified in TS 38.331 [5]:
6>	start the sl-drx-HARQ-RTT-Timer for the corresponding Sidelink process in the first slot after the end of the last PSFCH occasion for the SL HARQ Feedback.
5>	else:
6>	start the sl-drx-HARQ-RTT-Timer for the corresponding Sidelink process in the first slot after the end of the corresponding PSFCH transmission carrying the SL HARQ feedback; or
6>	start the sl-drx-HARQ-RTT-Timer for the corresponding Sidelink process in the first slot after the end of the corresponding PSFCH resource for the SL HARQ feedback when the SL HARQ feedback is not transmitted due to UL/SL prioritization.


For the case when PSFCH is configured for the SL grant and HARQ-ACK is dynamically disabled by the indication in the SCI, if the SCI indicates no retransmission resource(s), UE starts SL DRX RTT timer with respect to the PSFCH occasion as well. While operations for the case when numPSFCHOccasions is configured are not captured yet, shown as following.
	4>	if HARQ feedback is disabled by the SCI and the resource(s) for one or more retransmission opportunities is not scheduled in the SCI:
5>	start the sl-drx-HARQ-RTT-Timer for the corresponding Sidelink process in the slot following the end of PSFCH resource.


Therefore, the following TP#1 is proposed.
	TS38.321, clause 5.28.2 (TP#1)
4>	if HARQ feedback is disabled by the SCI and the resource(s) for one or more retransmission opportunities is not scheduled in the SCI:
5>	if numPSFCHOccasions is configured as specified in TS 38.331 [5]:
6>	start the sl-drx-HARQ-RTT-Timer for the corresponding Sidelink process in the first slot after the end of the last PSFCH occasion.
5>	else:
56>	start the sl-drx-HARQ-RTT-Timer for the corresponding Sidelink process in the slot following the end of PSFCH resource.


Proposal 1: Adopt TP#1.
Conclusion
In this contribution, we discuss corrections on MAC layers for SL-U, and make the following proposal:
Proposal 1: Adopt TP#1.
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