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	Reason for change:
	In RAN2#125 meeting, the resource set in MAC and RRC was discussed and agreed:
- The understanding and intention in RAN2 is that one set of Random Access resource could include both 2-step and 4-step RA type. This is already in specification.

But in the description in Clause 5.1.1C, it is stated as:
The MAC entity shall for each set of configured Random Access resources for 4-step RA type and for each set of configured Random Access resources for 2-step RA type:
The current wording causes confusion that each set of RACH resource is either for 4-step RA type or for 2-step RA type.
It is better to update the corresponding description to avoid such confusion. 


	
	

	Summary of change:
	Update the decription in Clause 5.1.1C to avoid any confusion. 

	
	

	Consequences if not approved:
	Specification is not clear the the RACH resource set could include either 2-step RA type, or 4-step RA type, or both 2-step and 4-step RA type. 
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Start of change 
[bookmark: _Toc155999606][bookmark: _Toc155996140]5.1.1c	Availability of the set of Random Access resources
The MAC entity shall for each set of configured Random Access resources for 4-step RA type and/or for each set of configured Random Access resources for 2-step RA type:
1>	if eRedCap is set to true for a set of Random Access resources:
2>	consider the set of Random Access resources as not available for a Random Access procedure for which eRedCap is not applicable.
1>	if redCap is set to true for a set of Random Access resources configured for 4-step RA type, but not for 2-step RA type:
2>	consider the set of Random Access resources as not available for a Random Access procedure for which RedCap is not applicable.
[bookmark: _Hlk152170422]1>	if redCap is set to true for a set of Random Access resources configured for 2-step RA type regardless of whether it is also configured for 4-step RA type:
2>	consider the set of Random Access resources as not available for a Random Access procedure for which (e)RedCap is not applicable;
2>	consider eRedCap as both eRedCap and RedCap in the following procedure in clause 5.1.1c and 5.1.1d.
1>	if smallData is set to true for a set of Random Access resources:
2>	consider the set of Random Access resources as not available for the Random Access procedure which is not triggered for RA-SDT by MO-SDT as specified in TS 38.331 [5].
1>	if NSAG-List is configured for a set of Random Access resources:
2>	consider the set of Random Access resources as not available for the Random Access procedure unless it is triggered for any one of the NSAG-ID(s) in the NSAG-List.
1>	if msg3-Repetitions is set to true for a set of Random Access resources:
2>	consider the set of Random Access resources as not available for the Random Access procedure if Msg3 repetition is not applicable.
1>	if msg1-Repetitions is set to true for a set of Random Access resources:
2>	if Msg1 repetition is not applicable to the current Random Access procedure; or
2>	if the set of Random Access resources is not associated with any of the Msg1 repetition number that is applicable to the current Random Access procedure:
3>	consider the set of Random Access resources as not available for the Random Access procedure.
1>	if a set of Random Access resources is not configured with FeatureCombination:
2>	consider the set of Random Access resources to not associated with any feature.
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