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[bookmark: _Toc163032621]–	NR-On-Demand-DL-PRS-Information
The IE NR-On-Demand-DL-PRS-Information defines the requested on-demand DL-PRS configurations requested by the target device.
-- ASN1START

NR-On-Demand-DL-PRS-Information-r17 ::= SEQUENCE (SIZE (1..nrMaxFreqLayers-r16)) OF
														NR-On-Demand-DL-PRS-PerFreqLayer-r17

NR-On-Demand-DL-PRS-PerFreqLayer-r17 ::= SEQUENCE {
	dl-prs-FrequencyRangeReq-r17			ENUMERATED { fr1, fr2, ...},
	dl-prs-ResourceSetPeriodicityReq-r17	ENUMERATED { p4, p5, p8, p10, p16, p20, p32, p40,
													p64, p80, p160, p320, p640, p1280, p2560,
													p5120, p10240, p20480, p40960, p81920, ...,
													p128-v1760, p256-v1760, p512-v1760}
																					OPTIONAL,
	dl-prs-ResourceBandwidthReq-r17			INTEGER (1..63)							OPTIONAL,
	dl-prs-ResourceRepetitionFactorReq-r17	ENUMERATED {n2, n4, n6, n8, n16, n32, ...}
																					OPTIONAL,
	dl-prs-NumSymbolsReq-r17		ENUMERATED {n2, n4, n6, n12, ..., n1-v1800}		OPTIONAL,
	dl-prs-CombSizeN-Req-r17				ENUMERATED {n2, n4, n6, n12, ...}		OPTIONAL,
	dl-prs-QCL-InformationReqTRPlist-r17	DL-PRS-QCL-InformationReqTRPlist-r17	OPTIONAL,
	...
}

DL-PRS-QCL-InformationReqTRPlist-r17 ::= SEQUENCE (SIZE (1..nrMaxTRPsPerFreq-r16)) OF
													DL-PRS-QCL-InformationReqPerTRP-r17

DL-PRS-QCL-InformationReqPerTRP-r17 ::= SEQUENCE {
	dl-PRS-ID-r17						INTEGER (0..255),
	nr-PhysCellID-r17					NR-PhysCellID-r16							OPTIONAL,
	nr-CellGlobalID-r17					NCGI-r15									OPTIONAL,
	nr-ARFCN-r17						ARFCN-ValueNR-r15							OPTIONAL,
	dl-prs-QCL-InformationReqResSetList-r17	SEQUENCE (SIZE (1..nrMaxSetsPerTrpPerFreqLayer-r16)) OF
													DL-PRS-QCL-InfoReqPerResSet-r17,
	...
}

DL-PRS-QCL-InfoReqPerResSet-r17 ::= SEQUENCE {
	nr-DL-PRS-ResourceSetID-r17			NR-DL-PRS-ResourceSetID-r16,
	dl-prs-QCL-InformationReq-r17		CHOICE {
					dl-prs-QCL-InfoRecPerResourceSet-r17	DL-PRS-QCL-Info-r16,
					dl-prs-QCL-Info-requested-r17			NULL
					},
	...,
	[[
	dl-prs-QCL-InfoRecPerResource-r17	SEQUENCE  (SIZE (1..nrMaxResourcesPerSet-r16)) OF
														DL-PRS-QCL-Info-r16			OPTIONAL
	]]
}

-- ASN1STOP

	NR-On-Demand-DL-PRS-Information field descriptions

	dl-prs-FrequencyRangeReq
This field specifies the frequency range for which the on-demand DL-PRS is requested.

	dl-prs-ResourceSetPeriodicityReq
This field specifies the requested periodicity of the DL-PRS Resource Set in slots. The periodicity depends on the subcarrier spacing (SCS) and takes values 
slots, where for SCS of 15, 30, 60 and 120 kHz respectively. μ refers to the SCS of SSB of target device's current primary cell.

	dl-prs-ResourceBandwidthReq
This field specifies the requested number of PRBs allocated for the DL-PRS Resource (allocated DL-PRS bandwidth) in multiples of 4 PRBs. Integer value 1 corresponds to 24 PRBs, value 2 corresponds to 28 PRBs, value 3 corresponds to 32 PRBs and so on.

	dl-prs-ResourceRepetitionFactorReq
This field specifies the requested DL-PRS Resource repetition. Enumerated values n2, n4, n6, n8, n16, n32 correspond to 2, 4, 6, 8, 16, 32 resource repetitions, respectively.

	dl-prs-NumSymbolsReq
This field specifies the requested number of symbols per DL-PRS Resource within a slot.

	dl-prs-CombSizeN-Req
This field specifies the requested Resource Element spacing in each symbol of the DL-PRS Resource.

	dl-prs-QCL-InformationReqTRPlist
This field specifies the recommended or target device requested for QCL indication with other DL reference signalsinformation for a list of TRPs.
-	dl-PRS-ID indicates the DL-PRS ID of the TRP for which the QCL information is recommended.
-	nr-PhysCellID indicates the physical Cell-ID of the TRP for which the QCL information is recommended, as defined in TS 38.331 [35].
-	nr-CellGlobalID indicates the NCGI, the globally unique identity of a cell in NR, of the TRP for which the QCL information is recommended, as defined in TS 38.331 [35].
-	nr-ARFCN indicates the NR-ARFCN of the TRP's CD-SSB (as defined in TS 38.300 [47]) corresponding to nr-PhysCellID.
-	dl-prs-QCL-InformationReqResSetList indicates the recommended requested QCL information per for a list of DL-PRS Resource Sets for a TRP.
-	nr-DL-PRS-ResourceSetID indicates the DL-PRS Resource Set ID for which the QCL information is recommended.
-	dl-prs-QCL-InformationReq
-	dl-prs-QCL-InfoRecPerResourceSet indicates that the target device requests the location server to provide a single specific, target device recommended, QCL source for the DL-PRS Resource Set.
-	dl-prs-QCL-Info-requested indicates that the UE target device requests the location server to provide the available QCL information assistance data for the DL-PRS Resource Setin the assistance data.
-	dl-prs-QCL-InfoRecPerResource indicates that the target device requests the location server to provide a  list of specific, target device recommended, QCL sources for a list of DL-PRS Resources for the DL-PRS Resource Set. If this field is present, the dl-prs-QCL-InformationReqg shall be ignored by the receiver.



[bookmark: _Toc163032622]–	NR-On-Demand-DL-PRS-Request
The IE NR-On-Demand-DL-PRS-Request is used by the target device to request on-demand DL-PRS transmission/configurations from a location server.
-- ASN1START

NR-On-Demand-DL-PRS-Request-r17 ::= SEQUENCE {
	dl-prs-StartTime-and-Duration-r17			DL-PRS-StartTime-and-Duration-r17		OPTIONAL,
	nr-on-demand-DL-PRS-Information-r17			NR-On-Demand-DL-PRS-Information-r17		OPTIONAL,
	dl-prs-configuration-id-PrefList-r17		SEQUENCE (SIZE (1..maxOD-DL-PRS-Configs-r17)) OF 
													DL-PRS-Configuration-ID-r17			OPTIONAL,
	...,
	[[
	dl-PRS-AggregationID-PrefList-r18			SEQUENCE (SIZE (1.. maxOD-DL-PRS-Configs-r17)) OF
													INTEGER (1.. maxOD-DL-PRS-Configs-r17)
																						OPTIONAL,
	nr-OnDemandDL-PRS-AggregationReqList-r18	SEQUENCE (SIZE (1.. maxOD-DL-PRS-Configs-r17)) OF
													NR-OnDemandDL-PRS-AggregationReqElement-r18
																						OPTIONAL
	]]
}

DL-PRS-StartTime-and-Duration-r17 ::= SEQUENCE {
	dl-prs-start-time-r17		INTEGER (1..1024)						OPTIONAL,
	dl-prs-duration-r17			SEQUENCE {
									seconds-r17		INTEGER (0..59)		OPTIONAL,
									minutes-r17		INTEGER (0..59)		OPTIONAL,
									hours-r17		INTEGER (0..23)		OPTIONAL,
									...
								}										OPTIONAL,
	...
}

NR-OnDemandDL-PRS-AggregationReqElement-r18 ::= SEQUENCE (SIZE (2..3)) OF
													INTEGER (1..nrMaxFreqLayers-r16)

-- ASN1STOP

	NR-On-Demand-DL-PRS-Request field descriptions

	dl-prs-StartTime-and-Duration
This field specifies the requested start time and duration for the on-demand DL-PRS transmission and comprises the following subfields:
-	dl-prs-start-time specifies the desired start time for the requested DL-PRS transmission. It indicates the time in seconds from the time the IE NR-On-Demand-DL-PRS-Request was received.
-	dl-prs-duration specifies the desired duration of the requested DL-PRS transmission. The desired duration is the sum of the seconds, minutes, hours fields. If this field is included, at least one of the seconds, minutes, hours fields shall be present.

	nr-on-demand-DL-PRS-Information
This field specifies the on-demand DL-PRS configuration information requested by the target device.

NOTE:	If the network provided predefined on-demand DL-PRS configurations (NR-On-Demand-DL-PRS-Configurations), the target device can only request explicit parameters (nr-on-demand-DL-PRS-Information) within the scope of those configurations.

	dl-prs-configuration-id-PrefList
This field specifies the on-demand DL-PRS configuration associated with DL-PRS-Configuration-ID in IE NR-On-Demand-DL-PRS-Configurations the target device wishes to obtain in the order of preference. The first DL-PRS-Configuration-ID in the list is the most preferred configuration, the second DL-PRS-Configuration-ID the second most preferred, etc.

	dl-PRS-AggregationID-PrefList
This field specifies the on-demand DL-PRS aggregated configuration associated with onDemandDL-PRS-AggregationList in IE NR-On-Demand-DL-PRS-Configurations the target device wishes to obtain in the order of preference. The first integer value in the list is the most preferred aggregated configuration; the second integer value in the list is the second most preferred, etc. The integer value corresponds to the entry in the field onDemandDL-PRS-AggregationList in IE NR-On-Demand-DL-PRS-Configurations.

	nr-OnDemandDL-PRS-AggregationReqList
This field specifies the aggregated on-demand DL-PRS configuration information requested by the target device in the order of preference. The first NR-OnDemandDL-PRS-AggregationReqElement in the list is the most preferred aggregated configuration; the second element in the list is the second most preferred, etc. The integer value in NR-OnDemandDL-PRS-AggregationReqElement corresponds to the entry in the IE NR-On-Demand-DL-PRS-Information.
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[bookmark: _Toc37681181][bookmark: _Toc46486753][bookmark: _Toc52547098][bookmark: _Toc52547628][bookmark: _Toc52548158][bookmark: _Toc52548688][bookmark: _Toc163032996]–	NR-ECID-ProvideCapabilities
The IE NR-ECID-ProvideCapabilities is used by the target device to indicate its capability to support NR E-CID and to provide its NR E-CID positioning capabilities to the location server.
-- ASN1START

NR-ECID-ProvideCapabilities-r16 ::= SEQUENCE {
	nr-ECID-MeasSupported-r16		BIT STRING {	ssrsrpSup		(0),
													ssrsrqSup		(1),
													csirsrpSup		(2),
													csirsrqSup		(3)} (SIZE(1..8)),
	periodicalReporting-r16		ENUMERATED { supported }							OPTIONAL,
	triggeredReporting-r16		ENUMERATED { supported }							OPTIONAL,
	...,
	[[
		ten-ms-unit-ResponseTime-r17		ENUMERATED { supported }				OPTIONAL,
		scheduledLocationRequestSupported-r17
											ScheduledLocationTimeSupport-r17		OPTIONAL
	]]
}

-- ASN1STOP

	NR-ECID-ProvideCapabilities field descriptions

	nr-ECID-MeasSupported:
Indicates the supported NR ECID measurements:
-	ssrsrpSup indicates the UE supports SSB based cell/beam specific RSRP measurement;
-	ssrsrqSup indicates the UE supports SSB based cell/beam specific RSRQ measurement;
-	csirsrpSup indicates the UE supports CSI-RS based cell/beam specific RSRP measurement;
-	csirsrqSup indicates the UE supports CSI-RS based cell/beam specific RSRQ measurement.

	ten-ms-unit-ResponseTime
This field, if present, indicates that the target device supports the enumerated value 'ten-milli-seconds' for the unit-r15 field in the IE ResponseTime in IE CommonIEsRequestLocationInformation.

	scheduledLocationRequestSupported
This field, if present, indicates that the target device supports scheduled location requests – i.e., supports the IE ScheduledLocationTime in IE CommonIEsRequestLocationInformation – and the time base(s) supported for the scheduled location time.


Next Modified Subclause
[bookmark: _Toc12618288][bookmark: _Toc37681200][bookmark: _Toc46486772][bookmark: _Toc52547117][bookmark: _Toc52547647][bookmark: _Toc52548177][bookmark: _Toc52548707][bookmark: _Toc163033015]6.5.10.6	NR DL-TDOA Capability Information
[bookmark: _Toc12618289][bookmark: _Toc37681201][bookmark: _Toc46486773][bookmark: _Toc52547118][bookmark: _Toc52547648][bookmark: _Toc52548178][bookmark: _Toc52548708][bookmark: _Toc163033016]–	NR-DL-TDOA-ProvideCapabilities
The IE NR-DL-TDOA-ProvideCapabilities is used by the target device to indicate its capability to support NR DL-TDOA and to provide its NR DL-TDOA positioning capabilities to the location server.
-- ASN1START

NR-DL-TDOA-ProvideCapabilities-r16 ::= SEQUENCE {
	nr-DL-TDOA-Mode-r16						PositioningModes,
	nr-DL-TDOA-PRS-Capability-r16			NR-DL-PRS-ResourcesCapability-r16,
	nr-DL-TDOA-MeasurementCapability-r16	NR-DL-TDOA-MeasurementCapability-r16,
	nr-DL-PRS-QCL-ProcessingCapability-r16	NR-DL-PRS-QCL-ProcessingCapability-r16,
	nr-DL-PRS-ProcessingCapability-r16		NR-DL-PRS-ProcessingCapability-r16,
	additionalPathsReport-r16				ENUMERATED { supported }					OPTIONAL,
	periodicalReporting-r16					PositioningModes							OPTIONAL,
	...,
	[[
	ten-ms-unit-ResponseTime-r17			PositioningModes							OPTIONAL,
	nr-PosCalcAssistanceSupport-r17			BIT STRING {	trpLocSup		(0),
															beamInfoSup		(1),
															rtdInfoSup		(2),
															trpTEG-InfoSup	(3),
															nr-IntegritySup-r18 (4),
															pruInfoSup-r18	(5)
														}	(SIZE (1..8))				OPTIONAL,
	nr-los-nlos-AssistanceDataSupport-r17	SEQUENCE {
												type-r17		LOS-NLOS-IndicatorType2-r17,
												granularity-r17	LOS-NLOS-IndicatorGranularity2-r17,
												...
											}											OPTIONAL,
	nr-DL-PRS-ExpectedAoD-or-AoA-Sup-r17	BIT STRING {	eAoD		(0),
															eAoA		(1)
														}	(SIZE (1..8))				OPTIONAL,
[bookmark: _Hlk90246940]	nr-DL-TDOA-On-Demand-DL-PRS-Support-r17	NR-On-Demand-DL-PRS-Support-r17				OPTIONAL,
	nr-los-nlos-IndicatorSupport-r17		SEQUENCE {
												type-r17		LOS-NLOS-IndicatorType2-r17,
												granularity-r17	LOS-NLOS-IndicatorGranularity2-r17,
												...
											}											OPTIONAL,
	additionalPathsExtSupport-r17			ENUMERATED { n4, n6, n8 }					OPTIONAL,
	scheduledLocationRequestSupported-r17	ScheduledLocationTimeSupportPerMode-r17		OPTIONAL,
	nr-dl-prs-AssistanceDataValidity-r17	SEQUENCE {
							area-validity-r17	INTEGER (1..maxNrOfAreas-r17)			OPTIONAL,								...
							}															OPTIONAL,
	multiMeasInSameMeasReport-r17			ENUMERATED { supported }					OPTIONAL,
	mg-ActivationRequest-r17				ENUMERATED { supported }					OPTIONAL
	]],
	[[
	posMeasGapSupport-r17					ENUMERATED { supported }					OPTIONAL
	]],
	[[
	multiLocationEstimateInSameMeasReport-r17	ENUMERATED { supported }				OPTIONAL
	]],
	[[
	locationCoordinateTypes-r18				LocationCoordinateTypes						OPTIONAL,
	symbolTimeStampSupport-r18				ENUMERATED { supported }					OPTIONAL,
	periodicAssistanceData-r18				BIT STRING { solicited	 (0),
														 unsolicited (1)} (SIZE (1..8))	OPTIONAL,
	nr-IntegrityAssistanceSupport-r18		BIT STRING {
													serviceParametersSup		(0),
													serviceAlertSup				(1),
													riskParametersSup			(2),
													integrityParaTRP-LocSup		(3),
													integrityParaBeamInfoSup	(4),
													integrityParaRTD-InfoSup	(5)
													} (SIZE (1..8)) 					OPTIONAL,
	nr-DL-TDOA-OnDemandPRS-ForBWA-Support-r18	
											ENUMERATED { supported }					OPTIONAL
	]]
}

-- ASN1STOP

	NR-DL-TDOA-ProvideCapabilities field descriptions

	nr-DL-TDOA-Mode
This field specifies the NR DL-TDOA mode(s) supported by the target device.

	periodicalReporting
This field, if present, specifies the positioning modes for which the target device supports periodicalReporting. This is represented by a bit string, with a one‑value at the bit position means periodicalReporting for the positioning mode is supported; a zero‑value means not supported. If this field is absent, the target device does not support periodicalReporting in CommonIEsRequestLocationInformation.

	ten-ms-unit-ResponseTime
This field, if present, specifies the positioning modes for which the target device supports the enumerated value 'ten-milli-seconds' for the unit-r15 field in the IE ResponseTime in IE CommonIEsRequestLocationInformation. This is represented by a bit string, with a one‑value at the bit position means 'ten-milli-seconds' response time unit for the positioning mode is supported; a zero‑value means not supported. If this field is absent, the target device does not support 'ten-milli-seconds' response time unit in CommonIEsRequestLocationInformation.

	nr-PosCalcAssistanceSupport
This field indicates the Position Calculation Assistance Data supported by the target device for UE-based DL-TDOA. This is represented by a bit string, with a one‑value at the bit position means the particular assistance data is supported; a zero‑value means not supported.
-	bit 0 indicates whether the field nr-TRP-LocationInfo in IE NR-PositionCalculationAssistance is supported or not;
-	bit 1 indicates whether the field nr-DL-PRS-BeamInfo in IE NR-PositionCalculationAssistance is supported or not;
-	bit 2 indicates whether the field nr-RTD-Info in IE NR-PositionCalculationAssistance is supported or not;
-	bit 3 indicates whether the field nr-DL-PRS-TRP-TEG-Info in IE NR-PositionCalculationAssistance is supported or not. The UE can indicate this bit only if the UE supports prs-ProcessingCapabilityBandList and any of maxNrOfDL-PRS-ResourceSetPerTrpPerFrequencyLayer, maxNrOfTRP-AcrossFreqs, maxNrOfPosLayer, maxNrOfDL-PRS-ResourcesPerResourceSet and maxNrOfDL-PRS-ResourcesPerPositioningFrequencylayer. Otherwise, the UE does not include this field;
-	bit 4 together with bit 0 indicates whether the fields nr-IntegrityTRP-LocationBounds, nr-IntegrityDL-PRS-ResourceSetARP-LocationBounds, nr-IntegrityDL-PRS-ResourceARP-LocationBounds in IE NR-TRP-LocationInfo are supported or not; bit 4 together with bit 1 indicates whether the field nr-IntegrityBeamInfoBounds in IE NR-DL-PRS-BeamInfo is supported or not; bit 4 together with the bit 2 indicates whether the field nr-IntegrityRTD-InfoBounds in IE NR-RTD-Info is supported or not;
-	bit 5 indicates whether the field nr-PRU-DL-Info in IE NR-PositionCalculationAssistance is supported or not.

	nr-los-nlos-AssistanceDataSupport
This field, if present, indicates that the target device supports the NR-DL-PRS-ExpectedLOS-NLOS-Assistance in IE NR-PositionCalculationAssistance:
-	type indicates whether the target device supports 'hard' value or 'hard' and 'soft' value in LOS-NLOS-Indicator in IE NR-DL-PRS-ExpectedLOS-NLOS-Assistance.
-	granularity indicates whether the target device supports nr-los-nlos-indicator in IE NR-DL-PRS-ExpectedLOS-NLOS-Assistance 'per-trp', 'per-resource', or both.
The UE can include this field only if the UE supports one of maxDL-PRS-RSRP-MeasurementFR1, maxDL-PRS-RSRP-MeasurementFR2, dl-RSTD-MeasurementPerPairOfTRP-FR1, dl-RSTD-MeasurementPerPairOfTRP-FR2, maxNrOfRx-TX-MeasFR1, maxNrOfRx-TX-MeasFR2, supportOfRSRP-MeasFR1 and supportOfRSRP-MeasFR2. Otherwise, the UE does not include this field.

	nr-DL-PRS-ExpectedAoD-or-AoA-Sup
This field, if present, indicates that the target device supports the NR-DL-PRS-ExpectedAoD-or-AoA in NR-DL-PRS-AssistanceData.

	nr-DL-TDOA-On-Demand-DL-PRS-Support
This field, if present, indicates that the target device supports on-demand DL-PRS requests. 

	nr-los-nlos-IndicatorSupport
This field, if present, indicates that the target device supports nr-los-nlos-Indicator reporting in IE NR-DL-TDOA-SignalMeasurementInformation.
-	type indicates whether the target device supports 'hard' value or 'hard' and 'soft' value in IE LOS-NLOS-Indicator.
-	granularity indicates whether the target device supports LOS-NLOS-Indicator reporting per TRP, per DL-PRS Resource, or both.
NOTE:	A single value is reported when both Multi-RTT and DL-TDOA are supported.

	additionalPathsExtSupport
This field, if present, indicates that the target device supports the nr-AdditionalPathListExt reporting in IE NR-DL-TDOA-SignalMeasurementInformation. The enumerated value indicates the number of additional paths supported by the target device.
NOTE:	The supportOfDL-PRS-FirstPathRSRP in IE NR-DL-TDOA-MeasurementCapability also applies to the additional paths.

	scheduledLocationRequestSupported
This field, if present, specifies the positioning modes for which the target device supports scheduled location requests – i.e., supports the IE ScheduledLocationTime in IE CommonIEsRequestLocationInformation – and the time base(s) supported for the scheduled location time for each positioning mode. If this field is absent, the target device does not support scheduled location requests.

	[bookmark: _Hlk93958202]nr-dl-prs-AssistanceDataValidity
This field, if present, indicates that the target device supports validity conditions for pre-configured assistance data and comprises the following subfields:
-	area-validity indicates that the target device supports pre-configured assistance data with area validity. The integer number indicates the maximum number of areas the target device supports.

	multiMeasInSameMeasReport
This field, if present, indicates that the target device supports multiple measurement instances in a single measurement report.

	mg-ActivationRequest
This field, if present, indicates that the target device supports UL MAC CE for positioning measurement gap activation/deactivation request for DL-PRS measurements. The UE can include this field only if the UE supports mg-ActivationRequestPRS-Meas and mg-ActivationCommPRS-Meas defined in TS 38.331 [35].

	posMeasGapSupport
This field, if present, indicates that the target device supports pre-configured positioning measurement gap for DL-PRS measurements. The UE can include this field only if the UE supports mg-ActivationCommPRS-Meas defined in TS 38.331 [35].

	multiLocationEstimateInSameMeasReport
This field, if present, indicates that the target device supports multiple location estimate instances in a single measurement report.

	locationCoordinateTypes
This field indicates the geographical location coordinate types that a target device supports for UE-based DL-TDOA. TRUE indicates that a location coordinate type is supported and FALSE that it is not.

	symbolTimeStampSupport
This field, if present, indicates that the target device supports reporting timestamp in terms of radio frame timing down to OFDM symbol level.

	periodicAssistanceData
This field identifies the periodic NR assistance data delivery procedures supported by the target device. This is represented by a bit string, with a one value at the bit position means the periodic NR assistance data delivery procedure is supported; a zero value means not supported. Bit 0 (solicited) represents the procedure according to clause 5.2.1a; bit (1) (unsolicited) represents the procedure according to clause 5.2.2a.

	nr-IntegrityAssistanceSupport
This field indicates the Integrity Assistance Data supported. This is represented by a bit string, with a one‑value at the bit position means the particular assistance data is supported; a zero‑value means not supported.
-	bit 0 indicates whether the field nr-IntegrityServiceParameters in IE NR-PositionCalculationAssistance is supported or not;
-	bit 1 indicates whether the field nr-IntegrityServiceAlert in IE NR-PositionCalculationAssistance is supported or not;
-	bit 2 indicates whether the field nr-IntegrityRiskParameters in IE NR-PositionCalculationAssistance is supported or not;
-	bit 3 indicates whether the field nr-IntegrityParametersTRP-LocationInfo in IE NR-PositionCalculationAssistance is supported or not;
-	bit 4 indicates whether the field nr-IntegrityParametersDL-PRS-BeamInfo in IE NR-PositionCalculationAssistance is supported or not;
-	bit 5 indicates whether the field nr-IntegrityParametersRTD-Info in IE NR-PositionCalculationAssistance is supported or not.

	nr-DL-TDOA-OnDemandPRS-ForBWA-Support
This field, if present, indicates that the target device supports on-demand DL-PRS request for bandwidth aggregation.
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The IE NR-DL-AoD-ProvideCapabilities is used by the target device to indicate its capability to support NR DL-AoD and to provide its NR DL-AoD positioning capabilities to the location server.
-- ASN1START

NR-DL-AoD-ProvideCapabilities-r16 ::= SEQUENCE {
	nr-DL-AoD-Mode-r16						PositioningModes,
	nr-DL-AoD-PRS-Capability-r16			NR-DL-PRS-ResourcesCapability-r16,
	nr-DL-AoD-MeasurementCapability-r16		NR-DL-AoD-MeasurementCapability-r16,
	nr-DL-PRS-QCL-ProcessingCapability-r16	NR-DL-PRS-QCL-ProcessingCapability-r16,
	nr-DL-PRS-ProcessingCapability-r16		NR-DL-PRS-ProcessingCapability-r16,
	periodicalReporting-r16					PositioningModes							OPTIONAL,
	...,
	[[
	ten-ms-unit-ResponseTime-r17			PositioningModes							OPTIONAL,
	nr-PosCalcAssistanceSupport-r17			BIT STRING {	trpLocSup		(0),
															beamInfoSup		(1),
															rtdInfoSup		(2),
															beamAntInfoSup	(3),
															nr-IntegrityBoundsSup-r18	(4)
														}	(SIZE (1..8))				OPTIONAL,
	nr-los-nlos-AssistanceDataSupport-r17	SEQUENCE {
												type-r17		LOS-NLOS-IndicatorType2-r17,
												granularity-r17	LOS-NLOS-IndicatorGranularity2-r17,
												...
											}											OPTIONAL,
	nr-DL-PRS-ExpectedAoD-or-AoA-Sup-r17	BIT STRING {	eAoD		(0),
															eAoA		(1)
														}	(SIZE (1..8))				OPTIONAL,
	dl-PRS-ResourcePrioritySubset-Sup-r17	ENUMERATED { sameSet, differentSet, sameOrDifferentSet }
																						OPTIONAL,
	nr-DL-PRS-BeamInfoSup-r17				ENUMERATED { supported }					OPTIONAL,
	nr-DL-AoD-On-Demand-DL-PRS-Support-r17	NR-On-Demand-DL-PRS-Support-r17				OPTIONAL,
	nr-los-nlos-IndicatorSupport-r17		SEQUENCE {
												type-r17		LOS-NLOS-IndicatorType2-r17,
												granularity-r17	LOS-NLOS-IndicatorGranularity2-r17,
												...
											}											OPTIONAL,
	scheduledLocationRequestSupported-r17	ScheduledLocationTimeSupportPerMode-r17
																						OPTIONAL,
	nr-dl-prs-AssistanceDataValidity-r17	SEQUENCE {
							area-validity-r17	INTEGER (1..maxNrOfAreas-r17)			OPTIONAL,
							...
							}															OPTIONAL,
	multiMeasInSameMeasReport-r17			ENUMERATED { supported }					OPTIONAL,
	mg-ActivationRequest-r17				ENUMERATED { supported }					OPTIONAL
	]],
	[[
	posMeasGapSupport-r17					ENUMERATED { supported }					OPTIONAL
	]],
	[[
	multiLocationEstimateInSameMeasReport-r17	ENUMERATED { supported }				OPTIONAL
	]],
	[[
	locationCoordinateTypes-r18				LocationCoordinateTypes						OPTIONAL,
	nr-IntegrityAssistanceSupport-r18		BIT STRING {
													serviceParametersSup		(0),
													serviceAlertSup				(1),
													riskParametersSup			(2),
													integrityParaTRP-LocSup		(3),
													integrityParaBeamInfoSup	(4),
													integrityParaRTD-InfoSup	(5),
													integrityBeamAntInfoSup		(6)
													} (SIZE (1..8)) 					OPTIONAL,
	nr-DL-AoD-OnDemandPRS-ForBWA-Support-r18	ENUMERATED { supported }				OPTIONAL
	]]
}

-- ASN1STOP

	NR-DL-AoD-ProvideCapabilities field descriptions

	nr-DL-AoD-Mode
This field specifies the NR DL-AoD mode(s) supported by the target device.

	periodicalReporting
This field, if present, specifies the positioning modes for which the target device supports periodicalReporting. This is represented by a bit string, with a one‑value at the bit position means periodicalReporting for the positioning mode is supported; a zero‑value means not supported. If this field is absent, the target device does not support periodicalReporting in CommonIEsRequestLocationInformation.

	ten-ms-unit-ResponseTime
This field, if present, specifies the positioning modes for which the target device supports the enumerated value 'ten-milli-seconds' for the unit-r15 field in the IE ResponseTime in IE CommonIEsRequestLocationInformation. This is represented by a bit string, with a one‑value at the bit position means 'ten-milli-seconds' response time unit for the positioning mode is supported; a zero‑value means not supported. If this field is absent, the target device does not support 'ten-milli-seconds' response time unit in CommonIEsRequestLocationInformation.

	nr-PosCalcAssistanceSupport
This field indicates the Position Calculation Assistance Data supported by the target device for UE-based DL-AoD. This is represented by a bit string, with a one‑value at the bit position means the particular assistance data is supported; a zero‑value means not supported.
-	bit 0 indicates whether the field nr-TRP-LocationInfo in IE NR-PositionCalculationAssistance is supported or not;
-	bit 1 indicates whether the field nr-DL-PRS-BeamInfo in IE NR-PositionCalculationAssistance is supported or not;
-	bit 2 indicates whether the field nr-RTD-Info in IE NR-PositionCalculationAssistance is supported or not. The UE can indicate this bit only if the UE supports prs-ProcessingCapabilityBandList and any of maxNrOfDL-PRS-ResourceSetPerTrpPerFrequencyLayer, maxNrOfTRP-AcrossFreqs, maxNrOfPosLayer, maxNrOfDL-PRS-ResourcesPerResourceSet and maxNrOfDL-PRS-ResourcesPerPositioningFrequencylayer. Otherwise, the UE does not include this field;
-	bit 3 indicates whether the field nr-TRP-BeamAntennaInfo in IE NR-PositionCalculationAssistance is supported or not;
-	bit 4 indicates whether the target service supports the range of integrity risk (IR) for which the integrity assistance data are valid;
-	bit 5 together with bit 0 indicates whether the fields nr-IntegrityTRP-LocationBounds, nr-IntegrityDL-PRS-ResourceSetARP-LocationBounds, nr-IntegrityDL-PRS-ResourceARP-LocationBounds in IE NR-TRP-LocationInfo are supported or not; bit 5 together with bit 1 indicates whether the field nr-IntegrityBeamInfoBounds in IE NR-DL-PRS-BeamInfo is supported or not; bit 5 together with bit 2 indicates whether the field nr-IntegrityRTD-InfoBounds in IE NR-RTD-Info is supported or not; bit 5 together with bit 3 indicates whether the field nr-integrityBeamPowerBounds in IE NR-TRP-BeamAntennaInfo is supported or not.

	nr-los-nlos-AssistanceDataSupport
This field, if present, indicates that the target device supports the NR-DL-PRS-ExpectedLOS-NLOS-Assistance in IE NR-PositionCalculationAssistance:
-	type indicates whether the target device supports 'hard' value or 'hard' and 'soft' value in LOS-NLOS-Indicator in IE NR-DL-PRS-ExpectedLOS-NLOS-Assistance.
-	granularity indicates whether the target device supports nr-los-nlos-indicator in IE NR-DL-PRS-ExpectedLOS-NLOS-Assistance 'per-trp', 'per-resource', or both.
The UE can include this field only if the UE supports one of maxDL-PRS-RSRP-MeasurementFR1, maxDL-PRS-RSRP-MeasurementFR2,dl-RSTD-MeasurementPerPairOfTRP-FR1, dl-RSTD-MeasurementPerPairOfTRP-FR2, maxNrOfRx-TX-MeasFR1, maxNrOfRx-TX-MeasFR2, supportOfRSRP-MeasFR1 and supportOfRSRP-MeasFR2 . Otherwise, the UE does not include this field.

	nr-DL-PRS-ExpectedAoD-or-AoA-Sup
This field, if present, indicates that the target device supports the NR-DL-PRS-ExpectedAoD-or-AoA in NR-DL-PRS-AssistanceData. 

	dl-PRS-ResourcePrioritySubset-Sup
This field, if present, indicates that the target device supports the DL-PRS-ResourcePrioritySubset in IE NR-DL-PRS-Info. Enumerated value indicates the supported resource set relationship for the target DL-PRS Resource and the associated subset.

	nr-DL-PRS-BeamInfoSup
This field, if present, indicates that the target device supports the NR-DL-PRS-BeamInfo in IE NR-DL-AoD-ProvideAssistanceData.

	nr-DL-AoD-On-Demand-DL-PRS-Support
This field, if present, indicates that the target device supports on-demand DL-PRS requests.

	nr-los-nlos-IndicatorSupport
This field, if present, indicates that the target device supports nr-los-nlos-Indicator reporting in IE NR-DL-AoD-SignalMeasurementInformation.
-	type indicates whether the target device supports 'hard' value or 'hard' and 'soft' value in IE LOS-NLOS-Indicator.
-	granularity indicates whether the target device supports LOS-NLOS-Indicator reporting per TRP, per DL-PRS Resource, or both.

	scheduledLocationRequestSupported
This field, if present, specifies the positioning modes for which the target device supports scheduled location requests – i.e., supports the IE ScheduledLocationTime in IE CommonIEsRequestLocationInformation – and the time base(s) supported for the scheduled location time for each positioning mode. If this field is absent, the target device does not support scheduled location requests.

	nr-dl-prs-AssistanceDataValidity
This field, if present, indicates that the target device supports validity conditions for pre-configured assistance data and comprises the following subfields:
-	area-validity indicates that the target device supports pre-configured assistance data with area validity. The integer number indicates the maximum number of areas the target device supports.

	multiMeasInSameMeasReport
This field, if present, indicates that the target device supports multiple measurement instances in a single measurement report.

	mg-ActivationRequest
This field, if present, indicates that the target device supports UL MAC CE for positioning measurement gap activation/deactivation request for DL-PRS measurements. The UE can include this field only if the UE supports mg-ActivationRequestPRS-Meas and mg-ActivationCommPRS-Meas defined in TS 38.331 [35].

	posMeasGapSupport
This field, if present, indicates that the target device supports pre-configured positioning measurement gap for DL-PRS measurements. The UE can include this field only if the UE supports mg-ActivationCommPRS-Meas defined in TS 38.331 [35].

	multiLocationEstimateInSameMeasReport
This field, if present, indicates that the target device supports multiple location estimate instances in a single measurement report.

	locationCoordinateTypes
This field indicates the geographical location coordinate types that a target device supports for UE-based DL-AoD. TRUE indicates that a location coordinate type is supported and FALSE that it is not.

	nr-IntegrityAssistanceSupport
This field indicates the Integrity Assistance Data supported. This is represented by a bit string, with a one‑value at the bit position means the particular assistance data is supported; a zero‑value means not supported.
-	bit 0 indicates whether the field nr-IntegrityServiceParameters in IE NR-PositionCalculationAssistance is supported or not;
-	bit 1 indicates whether the field nr-IntegrityServiceAlert in IE NR-PositionCalculationAssistance is supported or not;
-	bit 2 indicates whether the field nr-IntegrityRiskParameters in IE NR-PositionCalculationAssistance is supported or not;
-	bit 3 indicates whether the field nr-IntegrityParametersTRP-LocationInfo in IE NR-PositionCalculationAssistance is supported or not;
-	bit 4 indicates whether the field nr-IntegrityParametersDL-PRS-BeamInfo in IE NR-PositionCalculationAssistance is supported or not;
-	bit 5 indicates whether the field nr-IntegrityParametersRTD-Info in IE NR-PositionCalculationAssistance is supported or not;
-	bit 6 indicates whether the field nr-IntegrityParametersTRP-BeamAntennaInfo in IE NR-PositionCalculationAssistance is supported or not.

	nr-DL-AoD-OnDemandPRS-ForBWA-Support
This field, if present, indicates that the target device supports on-demand DL-PRS request for bandwidth aggregation.
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The IE NR-Multi-RTT-ProvideCapabilities is used by the target device to indicate its capability to support NR Multi-RTT and to provide its NR Multi-RTT positioning capabilities to the location server.
-- ASN1START

NR-Multi-RTT-ProvideCapabilities-r16 ::= SEQUENCE {
	nr-Multi-RTT-PRS-Capability-r16			NR-DL-PRS-ResourcesCapability-r16,
	nr-Multi-RTT-MeasurementCapability-r16	NR-Multi-RTT-MeasurementCapability-r16,
	nr-DL-PRS-QCL-ProcessingCapability-r16	NR-DL-PRS-QCL-ProcessingCapability-r16,
	nr-DL-PRS-ProcessingCapability-r16		NR-DL-PRS-ProcessingCapability-r16,
	nr-UL-SRS-Capability-r16				NR-UL-SRS-Capability-r16,
	additionalPathsReport-r16				ENUMERATED { supported }					OPTIONAL,
	periodicalReporting-r16					ENUMERATED { supported }					OPTIONAL,
	...,
	[[
	ten-ms-unit-ResponseTime-r17			ENUMERATED { supported }					OPTIONAL,
	nr-DL-PRS-ExpectedAoD-or-AoA-Sup-r17	BIT STRING {	eAoD		(0),
															eAoA		(1)
														}	(SIZE (1..8))				OPTIONAL,	nr-Multi-RTT-On-Demand-DL-PRS-Support-r17
											NR-On-Demand-DL-PRS-Support-r17				OPTIONAL,
	nr-UE-RxTx-TEG-ID-ReportingSupport-r17	BIT STRING {	case1	(0),
															case2	(1),
															case3	(2)
														}	(SIZE (1..8))				OPTIONAL,
	nr-los-nlos-IndicatorSupport-r17	SEQUENCE {
											type-r17			LOS-NLOS-IndicatorType2-r17,
											granularity-r17		LOS-NLOS-IndicatorGranularity2-r17,
											...
										}												OPTIONAL,
	additionalPathsExtSupport-r17			ENUMERATED { n4, n6, n8 }					OPTIONAL,
	scheduledLocationRequestSupported-r17	ScheduledLocationTimeSupport-r17			OPTIONAL,
	nr-dl-prs-AssistanceDataValidity-r17	SEQUENCE {
								area-validity-r17	INTEGER (1..maxNrOfAreas-r17)		OPTIONAL,
								...
							}															OPTIONAL,
	multiMeasInSameMeasReport-r17			ENUMERATED { supported }					OPTIONAL,
	mg-ActivationRequest-r17				ENUMERATED { supported }					OPTIONAL
	]],
	[[
	posMeasGapSupport-r17					ENUMERATED { supported }					OPTIONAL
	]],
	[[
	symbolTimeStampSupport-r18				ENUMERATED { supported }					OPTIONAL,
	nr-MultiRTT-OnDemandPRS-ForBWA-Support-r18	ENUMERATED { supported }				OPTIONAL
	]]
}

-- ASN1STOP

	NR-Multi-RTT-ProvideCapabilities field descriptions

	ten-ms-unit-ResponseTime
This field, if present, indicates that the target device supports the enumerated value 'ten-milli-seconds' for the unit-r15 field in the IE ResponseTime in IE CommonIEsRequestLocationInformation.

	nr-DL-PRS-ExpectedAoD-or-AoA-Sup
This field, if present, indicates that the target device supports the NR-DL-PRS-ExpectedAoD-or-AoA in NR-DL-PRS-AssistanceData.

	nr-Multi-RTT-On-Demand-DL-PRS-Support
This field, if present, indicates that the target device supports on-demand DL-PRS requests.

	nr-UE-RxTx-TEG-ID-ReportingSupport
This field, if present, indicates that the target device supports nr-UE-RxTx-TEG-Info reporting in IE NR-Multi-RTT-SignalMeasurementInformation. This is represented by a bit string, with a one‑value at the bit position means the particular case is supported; a zero‑value means not supported:
-	bit 0 indicates that the target device supports the 'case1' choice in NR-UE-RxTx-TEG-Info.
-	bit 1 indicates that the target device supports the 'case2' choice in NR-UE-RxTx-TEG-Info.
-	bit 2 indicates that the target device supports the 'case3' choice in NR-UE-RxTx-TEG-Info. 

	nr-los-nlos-IndicatorSupport
This field, if present, indicates that the target device supports nr-los-nlos-Indicator reporting in IE NR-Multi-RTT-SignalMeasurementInformation.
-	type indicates whether the target device supports 'hard' value or 'hard' and 'soft' value in IE LOS-NLOS-Indicator.
-	granularity indicates whether the target device supports LOS-NLOS-Indicator reporting per TRP, per DL-PRS Resource, or both.
NOTE:	A single value is reported when both Multi-RTT and DL-TDOA are supported.

	additionalPathsExtSupport
This field, if present, indicates that the target device supports the nr-AdditionalPathListExt reporting in IE NR-Multi-RTT-SignalMeasurementInformation. The enumerated value indicates the number of additional paths supported by the target device.
NOTE:	The supportOfDL-PRS-FirstPathRSRP in IE NR-Multi-RTT-MeasurementCapability also applies to the additional paths.

	scheduledLocationRequestSupported
This field, if present, indicates that the target device supports scheduled location requests – i.e., supports the IE ScheduledLocationTime in IE CommonIEsRequestLocationInformation – and the time base(s) supported for the scheduled location time.

	nr-dl-prs-AssistanceDataValidity
This field, if present, indicates that the target device supports validity conditions for pre-configured assistance data and comprises the following subfields:
-	area-validity indicates that the target device supports pre-configured assistance data with area validity. The integer number indicates the maximum number of areas the target device supports.

	multiMeasInSameMeasReport
This field, if present, indicates that the target device supports multiple measurement instances in a single measurement report.

	mg-ActivationRequest
This field, if present, indicates that the target device supports UL MAC CE for positioning measurement gap activation/deactivation request for DL-PRS measurements. The UE can include this field only if the UE supports mg-ActivationRequestPRS-Meas and mg-ActivationCommPRS-Meas defined in TS 38.331 [35].

	posMeasGapSupport
This field, if present, indicates that the target device supports pre-configured positioning measurement gap for DL-PRS measurements. The UE can include this field only if the UE supports mg-ActivationCommPRS-Meas defined in TS 38.331 [35].

	symbolTimeStampSupport
This field, if present, indicates that the target device supports reporting timestamp in terms of radio frame timing down to OFDM symbol level.

	nr-MultiRTT-OnDemandPRS-ForBWA-Support
This field, if present, indicates that the target device supports on-demand DL-PRS request for bandwidth aggregation.
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