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1. Overall Description:
[bookmark: _Hlk146817914][bookmark: _Hlk149073305]RAN2 would like to thank SA5 for the LS on Number of UEs in RRC_INACTIVE state with data transmission. RAN2 confirms would like to inform that in some cases the network knows the number of UEs in RRC_INNACTIVE INACTIVE state in a cell with an ongoing SDT session as the connection requests from such UEs are distinguished either based on dedicated RACH resources or based on a dedicated RRC resume cause. However, RAN2 would also like to inform SA5 that occasionally an SDT procedure may be unsuccessfully completed due to cell re-selection during SDT procedure, expiry of the SDT failure detection timer, a MAC entity reaching a configured maximum PRACH preamble transmission threshold, an RLC entity reaching a configured maximum retransmission threshold or integrity check failure while SDT procedure is ongoing. However, in these cases the network would consider SDT as ongoing only until timer T319a expires. T319a is started when the SDT session starts and its maximum value is 4 seconds.	Comment by Ericsson (Oskar): When RRCResumeRequest is sent.	Comment by Ericsson (Oskar): Perhaps we also need to mention the case where a UE consider SDT procedure ongoing, but have not yet transmitted RRCResumeRequest (CG-SDT). This will not be known to the network.	Comment by Ericsson (Oskar): Could we add some text here that due to the short nature of this, a dynamic representation is hard.

	Comment by ZTE(Eswar): RAN3 can answer about any RAN3 issues if they think it is needed. We don’t need to answer on their behalf! They also received the LS from SA5.  
Also, we don’t understand what is the impact to CU because the CU anyway knows that SDT is ongoing. The RRC message (resumeRequest) goes to CU and the T319a is maintained in the CU. CU-UP has to be resumed for SDT. So, we don’t think there is any impact.
[bookmark: _Hlk149073819]
2. Actions:
To SA5:
ACTION: RAN2 respectfully asks SA5 to take the above into consideration in their further work and inform RAN2 if and which L2 metrics SA5 would like RAN2 to specify.	Comment by Ericsson (Oskar): Could we add an action to RAN3 to provide feedback if the above reasoning provide an accurate representation of cell load balancing?


3. Date of Next RAN2 Meetings:
RAN2#128	18th – 22nd November 2024			Orlando, US
RAN2#129	17th – 21st February 2025				Athens, Greece



