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1	Introduction
This document is a summary of
· [AT127b][108][MOB] (Huawei)
	Scope: 1) To discuss and capture R2-2409138, R2-2408297, R2-2408784, and 1st change in R2-2408755 in MAC CR rapporteur’s miscellaneous CR. 2) To discuss 2nd change in R2-2408755 and R2-2408817. 
	Intended outcome: 1) MAC CR in R2-2409361 to be in principle agreed. Email approval. 2) Discussion summary in R2-2409362. Comeback in Thursday CB session
Deadline: 1) Thursday 10:00am, 2) Thursday CB session

[bookmark: _Toc499559238][bookmark: _Toc147158671][bookmark: _Toc61387172]2	Discussion
Companies providing comments are invited to indicate the name and email address of the delegate:
	Company
	Name
	Email

	Huawei, HiSilicon
	David Lecompte
	david.lecompte@huawei.com

	
	
	

	
	
	



A revision of the following CR is provided:
	R2-2409138
	Miscellaneous corrections for LTM
	Huawei, HiSilicon



Companies are invited to check the revision and can provide comments in the draft CR or below:
	Company
	Comments

	
	

	
	



There were additional proposals not captured:
R2-2408755 and R2-2408817 propose to initiate RA explicitly when RACH-less LTM cell switch is not initiated in 19.35 upon reception of the LTM cell switch MAC CE.
	Company
	Change needed?
	Comments

	Huawei, HiSilicon
	No
	For the SCG case, the RA is already initiated in TS 38.331 clause 5.3.5.3.
For the MCG case, the RA is initiated in TS 38.321 clause 5.4.4 because a SR is pending for the RRCReconfigurationComplete to be transmitted on SRB1.

	
	
	



R2-2408784 proposes 
1)	to add ssb-PerRACH-Occasion in 5.1.1 to the list of parameters for the Random Access procedures, and capture that this is "the number of SSBs mapped to each PRACH occasion for the Random Access procedure initiated by the PDCCH order for an LTM candidate cell". The motivation is that "Currently in the random access procedure initialization, the UE initializes ssb-perRACH-OccasionAndCB-PreamblesPerSSB for 4-step RA type.  However, for the Random Access procedure initiated by the PDCCH order for an LTM candidate cell, ssb-PerRACH-Occasion in EarlyUL-SyncConfig should be used instead of ssb-perRACH-OccasionAndCB-PreamblesPerSSB."

	Company
	Change needed?
	Comments

	Huawei, HiSilicon
	No
	5.1.1 also applies to reconfiguration with sync and there is a field that has this name in rach-ConfigDedicated, also not listed in 38.321, so the proposed text may be confusing.
The change to add "for early UE synchronization" should make it clear that the field to use is in EarlyUL_SyncConfig.

	
	
	



2)	to change "preamble initial transmission" to " a Random Access Preamblepreamble initial transmission for the first time for the LTM candidate cell" and "preamble re-transmissionthe same Random Access Preamble as the last Random Access Preamble transmission". The motivation is that in 38.212, there is no such description matching with current text in 38.321.

	Company
	Change needed?
	Comments

	Huawei, HiSilicon
	No
	38.212 describes a field called "PRACH association indicator" as "This field indicates initial transmission or retransmission of PRACH", which seems more aligned with the existing than with the proposed description.

	
	
	



R2-2408817 proposes, in the reception of the LTM cell switch command MAC CE:
1)	to add a condition that "Timing Advance Command value (hexa-decimal) is set as FFF" for the UE to apply the TA autonomously acquired by the UE

	Company
	Change needed?
	Comments

	Huawei, HiSilicon
	No
	When the UE is configured with UE-based Timing Advance measurement and has acquired the TA, the proposal requires the UE to perform RA if the network sends a value that is not FFF for the TA command. RAN2 already discussed a proposal to allow the network to trigger RA in this case and that proposal was not agreed, so the TP contradicts with the previous RAN2 agreement.

	
	
	



3	Conclusion
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