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	Summary of change:
	Capture the LTE UE feature “Simultaneous reception of EUTRAN data and NR SSB with different numerology” in the specification.

Impact analysis
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SSB-based inter-RAT measurements on NR
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Start of Change
4.3.6	Measurement parameters
<unrelated parts omitted>
[bookmark: _Toc29241338][bookmark: _Toc37152807][bookmark: _Toc37236734][bookmark: _Toc46493886][bookmark: _Toc52534780][bookmark: _Hlk181647206]4.3.6.53	interRAT-NeedForInterruptionNR-r18
[bookmark: _Hlk149901142]This field defines for each supported E-UTRA band or band combination whether interruption is required to perform SSB based inter-RAT measurements without gap on each supported NR band. Value no-gap-with-interruption indicates measurement gap is not needed but interruption is needed, and value no-gap-no-interruption indicates neither measurement gap nor interruption is needed. The UE shall only include this field if it indicates measurement gap is not required in the corresponding interRAT-NeedForGapsNR-r16 field.
4.3.6.xx	simultaneousRxDataSSB-DiffNumerology-r18
This field defines whether the UE supports concurrent SSB-based inter-RAT measurement on NR cell and PDCCH or PDSCH reception from the serving cell with a different numerology. The UE shall only include this field if it indicates support of interRAT-NeedForInterruptionNR-r18 for at least one target band in at least one band combination. This field only applies if interRAT-NeedForInterruptionNR-r18 is reported for the target band in the band combination.
End of Change

