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	[bookmark: _GoBack]It is specified in first section of subclause 5.5.2.10 that UE sets up first SMTC based on periodicityAndOffset parameter included in smtc1 in MO. However, SMTC configuration can also be provided in smtc in SIBs, or smtc or targetCellSMTC-SCG  in RRCReconfiguration for HO/PSCell addition or in RRCRelease for redirection. For those cases, UE shall set up SMTC based on configuration in smtc or targetCellSMTC-SCG, instead of smtc1. 
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	Add ‘smtc’ and ‘targetCellSMTC-SCG’ in the first section of subclause 5.5.2.10.
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1st CHANGE STARTS
[bookmark: _Toc36219379][bookmark: _Toc60781323][bookmark: _Toc36513475][bookmark: _Toc46449533][bookmark: _Toc20425800][bookmark: _Toc36220055][bookmark: _Toc46489320][bookmark: _Toc178202636][bookmark: _Toc29321196][bookmark: _Toc52495154][bookmark: _Hlk181899221]5.5.2.10	Reference signal measurement timing configuration
The UE shall setup the first SS/PBCH block measurement timing configuration (SMTC) in accordance with the received periodicityAndOffset parameter (providing Periodicity and Offset value for the following condition) in the smtc, smtc1 or targetCellSMTC-SCG configuration. The first subframe of each SMTC occasion occurs at an SFN and subframe of the NR SpCell meeting the following condition:
SFN mod T = (FLOOR (Offset/10));
if the Periodicity is larger than sf5:
subframe = Offset mod 10;
else:
subframe = Offset or (Offset +5);
with T = CEIL(Periodicity/10).
If smtc2 is present, for cells indicated in the pci-List parameter in smtc2 in the same MeasObjectNR, the UE shall setup an additional SS/PBCH block measurement timing configuration (SMTC) in accordance with the received periodicity parameter in the smtc2 configuration and use the Offset (derived from parameter periodicityAndOffset) and duration parameter from the smtc1 configuration. The first subframe of each SMTC occasion occurs at an SFN and subframe of the NR SpCell meeting the above condition.
On the indicated ssbFrequency, the UE shall not consider SS/PBCH block transmission in subframes outside the SMTC occasion for RRM measurements based on SS/PBCH blocks and for RRM measurements based on CSI-RS except for SFTD measurement (see TS 38.133 [14], clause 9.3.8).
1st CHANGE ENDS
