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[bookmark: OLE_LINK221][bookmark: OLE_LINK222]/************************Start of changes********************************/
[bookmark: _Toc155960244][bookmark: _Toc112756891][bookmark: _Toc105152440][bookmark: _Toc107409702]9.2.3.191	CAG List for MDT
This IE is used to identify the list of Public Network Integrated NPNs for MDT.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	[bookmark: _Hlk118128157]CAG List for MDT
	
	1..< maxnoofCAGforMDT >
	
	The total number of CAG IDs of all PLMNs is up to 144.

	>PLMN Identity
	M
	
	9.2.2.4
	

	>CAG-Identifier
	M
	
	9.2.2.66
	



	Range bound
	Explanation

	maxnoofCAGforMDT
	Maximum no. of CAG IDs for MDT area scope. Value is 256144.



/************************Next change********************************/
maxnoofLBTFailureInformation				INTEGER ::= 64
[bookmark: _Hlk148727244]maxnoofCellsTrajectoryPredict				INTEGER ::= 16
maxnoofCellsTrajectory						INTEGER	::=	16
maxFailedCellMeasObjects					INTEGER ::= 124
maxFailedMeasPerNode						INTEGER ::= 124
maxnoofUEReports							INTEGER ::= 16
maxnoofCandidateRelayUEs					INTEGER ::= 32
maxnoofCAGforMDT							INTEGER ::= 256144
maxnoofMDTSNPNs								INTEGER ::= 16
maxnoofSecurityConfigurations				INTEGER ::= 8
maxnoofRSPPQoSFlows							INTEGER ::= 2048
[bookmark: OLE_LINK223][bookmark: OLE_LINK224]
/************************End of changes********************************/

