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//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
.2.27	Requested SRS Transmission Characteristics
This IE contains the requested SRS configuration for the UE.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Number Of Periodic Transmissions
	C-ifResourceTypePeriodic
	
	INTEGER (0..500,…)
	The number of periodic SRS transmissions requested. The value of ‘0’ represents an infinite number of periodic SRS transmissions.
	-
	

	Resource Type
	M
	
	ENUMERATED (periodic, semi-persistent, aperiodic, …)
	
	-
	

	CHOICE Bandwidth
	M
	
	
	
	-
	

	>FR1
	
	
	ENUMERATED (5mHz, 10mHz, 20mHz, 40mHz, 50mHz, 80mHz, 100mHz, ... , 15mHz, 25mHz, 30mHz, 60mHz, 70mHz,90mHz)
	
	
	

	>FR2
	
	
	ENUMERATED (50mHz, 100mHz, 200mHz, 400mHz,… , 800mHz, 1600mHz, 2000mHz)
	
	
	

	SRS Resource Set List
	
	0.. 1
	
	
	-
	

	>SRS Resource Set Item
	
	1..< maxnoSRS-ResourceSets>
	
	
	-
	

	>>Number of SRS Resources Per Set
	O
	
	INTEGER (1..16,...)
	The number of SRS Resources per resource set for SRS transmission. 
	-
	

	>>Periodicity List
	
	0.. 1
	
	
	-
	

	>>>Periodicity List Item
	
	1..<maxnoSRS-ResourcePerSet>
	
	
	-
	

	>>>>PeriodicitySRS
	M
	
	ENUMERATED (0.125, 0.25, 0.5, 0.625, 1, 1.25, 2, 2.5, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 160, 320, 640, 1280, 2560, 5120, 10240, …)
	Milli-seconds
	-
	

	>>Spatial Relation Information
	O
	
	9.2.34
	This IE is ignored if the Spatial Relation Information per SRS Resource IE is present.
	-
	

	>>Pathloss Reference Information
	O
	
	9.2.53
	
	-
	

	>>Spatial Relation Information per SRS Resource
	O
	
	9.2.60
	
	-
	

	SSB Information
	O
	
	9.2.54
	
	-
	

	SRS Frequency
	O
	
	INTEGER(0..3279165)
	NR ARFCN 
The carrier frequency of SRS transmission bandwidth.
	YES
	ignore
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[bookmark: _Hlk50051885]BandwidthSRS ::= CHOICE {
	fR1		ENUMERATED {mHz5, mHz10, mHz20, mHz40, mHz50, mHz80, mHz100, ..., mHz15, mHz25, mHz30, mHz60, mHz70, mHz90},
	fR2		ENUMERATED {mHz50, mHz100, mHz200, mHz400, ..., mHz600, mhz800, mHz1600, mHz2000 },
	choice-extension		ProtocolIE-Single-Container { { BandwidthSRS-ExtIEs } }
}
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