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The requirements in this clause are applicable to the FR1 single carrier case.
The requirements and procedure defined in Clause 5.5A.1 apply using operating band instead of CA configuration, and bandwidth instead of bandwidth combination.
For RedCap and eRedCap, the requirements and procedure are defined in Clause 5.5A.1 except that the MIMO layers are configured to 2 for UE supporting 2 MIMO layers and 1 for UE supporting 1 MIMO layers for all operating band. Antenna configuration is 1x1 for UE supporting 1 layer and 2x2 for UE supporting 2 layers.
For eRedCap with reduced peak date rate and reduced baseband bandwidth in FR1, only 25 PRBs for 15kHz SCS and 12RBs for 30kHz SCS are allocated for PDSCH transmission. 
For RedCap UE with HD-FDD mode, the additional test parameters are specified in Table 5.5.1-1.
Table 5.5.1-1: Additional test parameters for HD-FDD single carrier
	Parameter
	Unit
	Value

	Duplex mode
	
	HD-FDD

	PDSCH configuration
	Starting symbol (S) 
	
	1

	
	Length (L)
	
	13

	Number of HARQ Processes
	
	4

	Full DL slots (Note 1, Note 2)
	
	For slots i, if mod(i, 5) = {0,1,2}

	K1 value (Note 2)
	
	4 if mod(i, 5) = 0
3 if mod(i, 5) = 1
2 if mod(i, 5) = 2

	Note 1:	PDSCH is scheduled only on full DL slots.
Note 2:	i is the slot index per frame; i = {1, 2, …, 19}.
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