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[bookmark: _Toc21123138][bookmark: _Toc45907331][bookmark: _Toc53181435]6.7.6.2.5.3	Single RAT E-UTRA operation
Category A requirements
For an AAS BS meeting category A the TRP of any spurious emission shall not exceed the limits in table 6.7.6.2.5.1-1
Category B requirements
The TRP of any spurious emission shall not exceed the limits in table 6.7.6.2.5.3-1
Table 6.7.6.2.5.3-1: AAS BS OTA Spurious emissions limits, Category B
	Frequency range
	Maximum Level
(Note 4)
	Measurement Bandwidth
	Notes

	30 MHz  1 GHz
	-36 + X dBm
	100 kHz
	NOTE 1

	1 GHz  12.75 GHz
	-30 + X dBm
	1 MHz
	NOTE 2

	12.75 GHz  5th harmonic of the upper frequency edge of the DL operating band in GHz
	-306 + X dBm
	1 MHz
	NOTE 2, NOTE 3

	NOTE 1:	Bandwidth as in ITU-R SM.329 [16], s4.1
NOTE 2:	Bandwidth as in ITU-R SM.329 [16], s4.1. Upper frequency as in ITU-R SM.329 [16] , s2.5 table 1
NOTE 3:	Applies only for Bands 22, 42, 43, 48.
NOTE 4:	X = 9 dB, unless stated differently in regional regulation.
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