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*****************Beginning of changes **************************************
[bookmark: _Toc21344371][bookmark: _Toc29801857][bookmark: _Toc29802281][bookmark: _Toc29802906][bookmark: _Toc37251414][bookmark: _Toc45888294][bookmark: _Toc45888893][bookmark: _Toc61367587][bookmark: _Toc61372970][bookmark: _Toc68230918][bookmark: _Toc69084331][bookmark: _Toc75467341][bookmark: _Toc76509363][bookmark: _Toc76718353][bookmark: _Toc83580692][bookmark: _Toc84405201][bookmark: _Toc84413810][bookmark: _Toc2086435]6.5.3.3.3	Requirement for network signalling value "NS_18"
When "NS_18" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3. 3-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.3-1: Additional requirements for "NS_18"
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth 
	

	
	5, 10, 15, 20, 25, 30
	
	

	692-698
	-26.2
	6 MHz
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