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<< Start of changes >>
Table 5.5A.3.2-1a
Table 5.5A.3.2-1a: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)
	NR CA configuration
	Uplink CA configuration
or single uplink carrier6
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	<unchanged texts are omitted>

	CA_n1A-n5A-n78C
	n78C
CA_n1A-n5A
CA_n1A-n78A
CA_n5A-n78A
	n1
	[bookmark: OLE_LINK8]See n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	CA_n78C_BCS4 and 5
	

	<unchanged texts are omitted>



Table 5.5A.3.2-1b
Table 5.5A.3.2-1b: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)
	NR CA configuration
	Uplink CA configuration
or single uplink carrier6
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	[bookmark: OLE_LINK1]<unchanged texts are omitted>

	[bookmark: OLE_LINK13]CA_n8A-n39A-n79A
	CA_n8A-n39A
CA_n8A-n79A
CA_n39A-n79A
	n8
	5, 10, 15, 20
	0

	
	
	n39
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n8
	See n8 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n39
	See n39 channel bandwidths in Table 5.3.5-1
	

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	<unchanged texts are omitted>
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