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------------------------------------------------------------- START CHANGE ------------------------------------------------------
[bookmark: _Toc21351552][bookmark: _Toc29807134][bookmark: _Toc36648848][bookmark: _Toc36651573][bookmark: _Toc37256507][bookmark: _Toc37256848][bookmark: _Toc45890554][bookmark: _Toc45891778][bookmark: _Toc45892188][bookmark: _Toc45892598][bookmark: _Toc52353011][bookmark: _Toc53174834][bookmark: _Toc61378148][bookmark: _Toc61378623][bookmark: _Toc67953813][bookmark: _Toc68733480][bookmark: _Toc68784796][bookmark: _Toc76736752][bookmark: _Toc77241164][bookmark: _Toc77241669][bookmark: _Toc83743045][bookmark: _Toc83909566][bookmark: _Toc91071533][bookmark: _Toc21351616][bookmark: _Toc29807198][bookmark: _Toc36648912][bookmark: _Toc36651637][bookmark: _Toc37256571][bookmark: _Toc37256912][bookmark: _Toc45890618][bookmark: _Toc45891842][bookmark: _Toc45892252][bookmark: _Toc45892662][bookmark: _Toc52353075][bookmark: _Toc53174898][bookmark: _Toc61378218][bookmark: _Toc61378693][bookmark: _Toc67953883][bookmark: _Toc68733550][bookmark: _Toc68784866][bookmark: _Toc76736822][bookmark: _Toc77241234][bookmark: _Toc77241739][bookmark: _Toc83743115][bookmark: _Toc83909636][bookmark: _Toc91071603]6.2A.4	Configured output power for CA
[bookmark: _Toc21351553][bookmark: _Toc29807135][bookmark: _Toc36648849][bookmark: _Toc36651574][bookmark: _Toc37256508][bookmark: _Toc37256849][bookmark: _Toc45890555][bookmark: _Toc45891779][bookmark: _Toc45892189][bookmark: _Toc45892599][bookmark: _Toc52353012][bookmark: _Toc53174835][bookmark: _Toc61378149][bookmark: _Toc61378624][bookmark: _Toc67953814][bookmark: _Toc68733481][bookmark: _Toc68784797][bookmark: _Toc76736753][bookmark: _Toc77241165][bookmark: _Toc77241670][bookmark: _Toc83743046][bookmark: _Toc83909567][bookmark: _Toc91071534]6.2A.4.1	Configured output power level
For inter-band NR CA between FR1 and FR2, UE configured output power specified in TS 38.101-1 [2] and TS 38.101-2 [3] apply for each frequency range respectively.
For inter-band NR CA between FR1 and FR2 with a single uplink component carrier configured in FR1, when the IE [powerBoostPi2BPSKRel18] or [powerBoostQPSKRel18] is set to 1 for a UE supporting the capability of [powerBoostTSRel18] or [powerBoostRel18], the configured maximum output power PCMAX,c  on serving cell c shall be set as specified for PCMAX,f,c in clause 6.2.4.

------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------

6.2B.5	Configured output power for NR-DC
[bookmark: _Toc21351617][bookmark: _Toc29807199][bookmark: _Toc36648913][bookmark: _Toc36651638][bookmark: _Toc37256572][bookmark: _Toc37256913][bookmark: _Toc45890619][bookmark: _Toc45891843][bookmark: _Toc45892253][bookmark: _Toc45892663][bookmark: _Toc52353076][bookmark: _Toc53174899][bookmark: _Toc61378219][bookmark: _Toc61378694][bookmark: _Toc67953884][bookmark: _Toc68733551][bookmark: _Toc68784867][bookmark: _Toc76736823][bookmark: _Toc77241235][bookmark: _Toc77241740][bookmark: _Toc83743116][bookmark: _Toc83909637][bookmark: _Toc91071604]6.2B.5.1	Configured output power level
[bookmark: _Toc21351618][bookmark: _Toc29807200][bookmark: _Toc36648914][bookmark: _Toc36651639][bookmark: _Toc37256573][bookmark: _Toc37256914][bookmark: _Toc45890620][bookmark: _Toc45891844][bookmark: _Toc45892254][bookmark: _Toc45892664][bookmark: _Toc52353077][bookmark: _Toc53174900][bookmark: _Toc61378220][bookmark: _Toc61378695][bookmark: _Toc67953885][bookmark: _Toc68733552][bookmark: _Toc68784868][bookmark: _Toc76736824][bookmark: _Toc77241236][bookmark: _Toc77241741][bookmark: _Toc83743117][bookmark: _Toc83909638][bookmark: _Toc91071605]6.2B.5.1.1	Inter-band NR-DC between FR1 and FR2
For both synchronous and non-synchronous inter-band NR-DC [12] with MCG in FR1 and SCG in FR2 combined with one uplink serving cell per CG, the UE is allowed to set its configured maximum output power PCMAX,c(i),i for serving cell c(i) of CG i, i = 1,2 as specified in clause 6.2.4 of TS 38.101-1 [2] and clause 6.2.4 TS 38.101-2 [3] independently.
For inter-band NR-DC between FR1 and FR2 with a single uplink component carrier configured in FR1, when the IE [powerBoostPi2BPSKRel18] or [powerBoostQPSKRel18] is set to 1 for a UE supporting the capability of [powerBoostTSRel18] or [powerBoostRel18], the configured maximum output power PCMAX,c  on serving cell c shall be set as specified for PCMAX,f,c in clause 6.2.4.
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