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<<Start of Change>>
9.7	Additional regional requirements indicated by NS
9.7.1	General
Additional regional requirements can be signalled by the network. Each group of additional regional requirements is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR NTN frequency band number of the applicable FR2-NTN operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR frequency band number of the applicable operating band, the IE field freqBandIndicatorNR and an associated value of additionalSpectrumEmission in the relevant RRC information elements [8].
Table 9.7.1-1 specifies the additional regional requirements with their associated network signalling values, the applicable satellite orbit scenario(s) and applicable FR2-NTN operating band(s) for each NS value. The mapping of NR frequency band numbers and values of the additionalSpectrumEmission to network signalling labels is specified in Table 9.7.1-2.
[bookmark: _Hlk516051685]Table 9.7.1-1: Additional regional requirements indicated by Network Signalling label
	Network Signalling label
	Requirements (clause)
	Applicable Satellite orbit scenario
	NR satellite Band
	Channel bandwidth (MHz)

	NS_200N
	
	GSO and LEO
	Table 5.2.3-1
	50, 100, 200, 400

	NS_201N
	Clause 9.2.2.3
Clause 9.5.3.2
Clause 9.5.3.3
Clause 9.6.1.1
Clause 9.6.1.2
Clause 10.8
	GSO
	n512
	50, 100, 200, 400

	NS_202N
	Clause 9.5.3.2
Clause 9.5.3.3
Clause 9.6.1.1
	LEO
	n512
	50, 100, 200, 400


[bookmark: _GoBack]

Table 9.7.1-2: Mapping of network signalling label
	NR satellite band
	Value of additionalSpectrumEmission

	
	0
	1
	2
	3
	4
	5
	6
	7

	n512
	NS_200N
	NS_201N
	NS_202N
	
	
	
	
	

	n511
	NS_200N

	n510
	NS_200N

	NOTE 1:	additionalSpectrumEmission corresponds to an information element of the same name defined in clause 6.3.2 of 3GPP TS 38.331 [8].
NOTE 2: 	For band n511 and n510, only NS_200N can be used to map.
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