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----------------------------------------------------- Beginning of Change 1------------------------------------------------------------
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The performance requirement of PDSCH is determined by a minimum required throughput for a given SNR. The required throughput is expressed as a fraction of maximum throughput for the FRCs listed in annex A. The performance requirements assume HARQ retransmissions.
Table: 8.2.2B.1.1-1 Test parameters for testing PDSCH
	Parameter
	Unit
	Value

	Duplex mode
	
	TDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	Specific to each Reference channel

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	4 for Tests 1-1, 2 for Test 1-2

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	2 for Tests 1-1
1 for Test 1-2

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	CSI-RS for tracking
	First OFDM symbol in the PRB used for CSI-RS 
	
	Table 5.2-1.

	
	CSI-RS periodicity
	Slots
	Table 5.2-1.

	
	CSI-RS offset
	Slots
	Table 5.2-1.

	
	Frequency Occupation
	
	Table 5.2-1.

	Number of HARQ Processes
	
	16 for Test 1-2
8 for Test 1-1

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	Specific to each TDD UL-DL pattern and as defined in Annex A.1.2



	Parameter
	Value

	Cyclic prefix
	Normal

	Default TDD UL-DL pattern (Note 1)
	7D1S2U, S=6D:4G:4U

	HARQ
	Maximum number of HARQ transmissions
	4

	
	RV sequence
	0, 2, 3, 1

	DM-RS
	DM-RS configuration type
	1

	
	DM-RS duration
	single-symbol DM-RS

	
	DM-RS position (l0)
	2

	
	Additional DM-RS position
	pos1 for test 1-1
pos1 and pos2 for test 1-2

	
	Number of DM-RS CDM group(s) without data
	1 

	
	DM-RS port(s)
	{1000} 

	
	DM-RS sequence generation
	NID0=0

	Time domain resource assignment
	PDSCH mapping type
	A

	
	Start symbol
	2

	
	Allocation length
	12

	Frequency domain resource assignment
	RB assignment
	Full applicable test bandwidth

	PT-RS configuration
	Not configured

	PRB bundling size
	2

	VRB-to-PRB mapping type
	Not interleaved

	PDSCH & PDSCH DMRS Precoding configuration
	Single Panel Type I, Random precoder selection updated per slot, with equal probability of each applicable i1, i2 combination, and with PRB bundling granularity

	Note 1: 	The same requirements are applicable to TDD with different UL-DL patterns.





[bookmark: _Toc74583285][bookmark: _Toc76542098][bookmark: _Toc82450080][bookmark: _Toc82450728][bookmark: _Toc89949117][bookmark: _Toc98755506][bookmark: _Toc98763097][bookmark: _Toc106184026][bookmark: _Toc130402048][bookmark: _Toc137554599][bookmark: _Toc138853661][bookmark: _Toc138946342][bookmark: _Toc145531071][bookmark: _Toc155358598]8.2.2B.1.2	Minimum requirements
The throughput shall be equal to or larger than the fraction of maximum throughput for the FRCs stated in tables 8.2.2B.1.2-1 at the given SNR with the test parameters stated in Table 8.2.2B.1.1-1.
Table 8.2.2B.1.2-1: Minimum performance for Rank 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.2-1.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-5
	TDLB100-400
	2x4, ULA Low
	70
	-4.0

	1-2
	R.PDSCH.2-2.1 TDD
	40 / 30
	16QAM, 0.48
	FR1.30-1
	TDLC300-100
	2x4, ULA Low
	30
	-1.2



	Test number
	FRC (Annex A)
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Propagation conditions 
	Antenna configuration
	Fraction of maximum throughput (%)
	SNR
(dB)

	1-1
	M-FR1-A.3B.1-1
	40/30
	TDLB100-400
	2x4, ULA Low
	70
	-4.0

	1-2
	M-FR1-A.3.1-1
	40/30
	TDLC300-100
	2x4, ULA Low
	30
	-1.2
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The receiver characteristics of the PDCCH are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg).
Table: 8.2.2B.2.1-1 Test parameters for testing PDCCH
	Parameter
	Unit
	1 Tx Antenna
	2 Tx Antenna

	TDD UL-DL pattern
	
	FR1.30-1

	CCE to REG mapping type
	
	interleaved
	interleaved

	Interleaver size
	
	3

	REG bundle size
	
	2
	6

	Shift Index
	
	0



	Parameter
	Value

	Cyclic prefix
	Normal

	Default TDD UL-DL pattern (Note 1)
	7D1S2U, S=6D:4G:4U

	DM-RS sequence generation
	NID=0

	Frequency domain resource allocation for CORESET
	Start from RB = 0 with contiguous RB allocation

	CCE to REG mapping type
	Interleaved

	Interleaver size
	3

	REG bundle size
	2 for test with 1Tx
6 for test with 2Tx

	Shift Index
	0

	Slots for PDCCH monitoring
	Each slot

	Number of PDCCH candidates for the tested aggregation level
	1

	PDCCH Precoding configuration
	Single Panel Type I, Random precoder selection updated per slot, with equal probability of each applicable i1, i2 combination with REG bundling granularity for number of Tx larger than 1

	Note 1: 	The same requirements are applicable to TDD with different UL-DL patterns.
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The Pm-dsg shall be equal to or smaller than 1%, for the cases stated in Table 8.2.2B.2.2-1 at the given SNR with the test parameters stated in Table 8.2.2B.2.1-1.
Table 8.2.2B.2.2-1: Minimum requirements for PDCCH 1Tx
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	40 
	102
	1
	4
	R.PDCCH. 2-1.2 TDD
	TDLC300-100
	1x4 Low
	1
	-0.9



	Test number
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	CORESET RB
	CORESET duration
	Aggregation level
	FRC (Annex A)
	Propagation conditions (Annex I)
	Antenna configuration
	Pm-dsg (%)
	SNR
(dB)

	1
	40/30
	102
	1
	4
	M-FR1-A.3.4-2
	TDLC300-100
	1x4 Low
	1
	-0.9



Table 8.2.2B.2.2-2: Minimum requirements for PDCCH 2Tx
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	40 
	90
	1
	8
	R.PDCCH. 2-1.3 TDD
	TDLC300-100
	2x4 Low
	1
	-4.3



	Test number
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	CORESET RB
	CORESET duration
	Aggregation level
	FRC (Annex A)
	Propagation conditions (Annex I)
	Antenna configuration
	Pm-dsg (%)
	SNR
(dB)

	1
	40/30
	90
	1
	8
	M-FR1-A.3.4-3
	TDLC300-100
	2x4 Low
	1
	-4.3



8.2.2B.3	Performance requirements for PBCH
8.2.2B.3.1	General
The receiver characteristics of PBCH are determined by the probability of miss-detection of the PBCH (Pm-bch), which is defined as

Where A is the number of correctly decoded MIB PDUs and B is the number of transmitted MIB PDUs. The Pm-bch is derived with the assumption UE combines the PBCH symbols of the same SS/PBCH block index within the MIB TTI (80ms).
Table 8.2.2B.3.1-1: Common test Parameters
	Parameter
	Unit
	Single antenna port

	Physical Cell ID
	
	0

	Cyclic prefix
	
	Normal

	Number of SS/PBCH blocks within an SS burst set periodicity
	
	1

	SS/PBCH block index Note1
	
	0

	SS/PBCH block periodicity
	ms
	20

	Note 1:	as specified in clause 4.1 of TS 38.213 [11]



8.2.2B.3.2	Minimum requirements

Table 8.2.2B.3.2-1: Test parameters for PBCH
	Parameter
	Unit
	Single antenna port

	TDD UL-DL pattern
	
	7D1S2U, S=6D:4G:4U



For the parameters specified in Table 8.2.2B.3.1-1 and Table 8.2.2B.3.2-1 the average probability of a miss-detected PBCH (Pm-bch) shall be below the specified values in Table 8.2.2B.3.2-2 in case SS/PBCH block index is not known and below the specified values in Table. 8.2.2B.3.2-3 in case SS/PBCH block index is known. The downlink physical setup is in accordance with Annex C.3.1 in 38.101-4 [28].

Table 8.2.2B.3.2-2: Minimum performance PBCH in case SS/PBCH block index is not known
	Test number
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Reference channel
	Propagation condition
	Antenna configuration and correlation matrix
	Reference value

	
	
	
	
	
	Pm-bch (%)
	SNR (dB)

	1
	40 / 30
	M.FR1-PBCH-1
	TDLA30-10
	1 x 4 Low
	1
	-8.6



Table 8.2.2B.3.2-3: Minimum performance PBCH in case SS/PBCH block index is known
	Test number
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Reference channel
	Propagation condition
	Antenna configuration and correlation matrix
	Reference value

	
	
	
	
	
	Pm-bch (%)
	SNR (dB)

	1
	40 / 30
	M.FR1-PBCH-1
	TDLA30-10
	1 x 4 Low
	1
	-9.6
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This clause includes conducted requirements for the reporting of channel state information (CSI).
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Parameters specified in Table 8.2.3B.1.1-1 are applied for all test cases in clause 8.2.3B unless otherwise stated.
Table 8.2.3B.1.1-1: Test parameters for CSI test cases
	Parameter
	Unit
	Value

	PDSCH transmission scheme
	
	Transmission scheme 1

	Duplex mode
	
	TDD

	Actual carrier configuration
	Offset between Point A and the lowest usable subcarrier on this carrier (Note 2)
	RBs
	0

	
	Subcarrier spacing
	kHz
	30

	DL BWP configuration #1
	Cyclic prefix
	
	Normal

	
	RB offset
	RBs
	0

	
	Number of contiguous PRB
	PRBs
	Maximum transmission bandwidth configuration as specified in clause 5.3.2 for tested channel bandwidth and subcarrier spacing

	Active DL BWP index
	
	1

	Cross carrier scheduling
	
	Not configured

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2

	
	Resource allocation type
	
	type 0

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	
	DMRS ports indexes
	
	{1000} for Rank1




	
	Number of PDSCH DMRS CDM group(s) without data
	
	2

	PTRS configuration
	Frequency density (KPT-RS)
	
	N/A

	
	Time density (LPT-RS)
	
	N/A

	NZP CSI-RS for CSI acquisition
	Frequency Occupation
	
	Start PRB 0
Number of PRB = BWP size

	Redundancy version coding sequence
	
	{0,2,3,1}

	Physical signals, channels mapping and precoding
	
	As specified in Annex I.3.1

	Note 1: 	PDSCH is not scheduled on slots containing CSI-RS or slots which are not full DL.
Note 2:	Point A coincides with minimum guard band as specified in Table 5.3.3-1 from TS 38.101-1 [3] for tested channel bandwidth and subcarrier spacing.
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The reporting accuracy of the channel quality indicator (CQI) under frequency non-selective conditions is determined by the reporting variance and the BLER performance using the transport format indicated by the reported CQI median. The purpose is to verify that the reported CQI values are in accordance with the CQI definition given in TS 38.214 [11]. To account for sensitivity of the input SNR the reporting definition is considered to be verified if the reporting accuracy is met for at least one of two SNR levels separated by an offset of 1 dB.
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The purpose of the requirements is to verify that the UE is tracking the channel variations and selecting the largest transport format possible according to the prevailing channel state for the frequency non-selective scheduling.
The reporting accuracy of CQI under frequency non-selective fading conditions is determined by the reporting variance, the relative increase of the throughput obtained when the transport format is indicated by the reported CQI compared to the throughput obtained when a fixed transport format is configured according to the reported median CQI, and a minimum BLER using the transport formats indicated by the reported CQI. To account for sensitivity of the input SNR the reporting definition is considered to be verified if the reporting accuracy is met for at least one of two SNR levels separated by an offset of 1 dB.
For the parameters specified in Table 8.2.3B.2.2-1 and using the downlink physical channels specified in Annex C.3.1 in TS 38.101-4[28], the minimum requirements are specified by the following:
a)	A CQI index not in the set {median CQI -1, median CQI, median CQI +1} shall be reported at least α% of the time where α% is specified in Table 8.2.3B.2.2-2;
b)	The ratio of the throughput obtained when transmitting the transport format indicated by each reported wideband CQI index and that obtained when transmitting a fixed transport format configured according to the wideband CQI median shall be ≥ γ, where γ is specified in Table 8.2.3B.2.2-2;
c)	When transmitting the transport format indicated by each reported wideband CQI index, the average BLER for the indicated transport formats shall be greater than or equal to 0.02.
Table 8.2.3B.2.2-1: Wideband CQI reporting test under frequency non-selective fading conditions
	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	40

	Subcarrier spacing
	kHz
	30

	
	
	

	Default TDD UL-DL pattern (Note 1)
	
	7D1S2U, S=6D:4G:4U

	SNR
	 dB
	
3
	
4
	
9
	
10

	Propagation channel
	
	TDLA30-5

	Antenna configuration
	
	2×4 

	
	
	

	Beamforming Model
	
	As specified in Annex I

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 5,4

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	9

	
	CSI-RS
periodicity and offset
	slot
	10/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	2

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 3,(6)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	13

	
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	10/1

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic

	
	CSI-IM RE pattern
	
	0

	
	CSI-IM Resource Mapping
(kCSI-IM,lCSI-IM)

	
	(4, 9)

	
	CSI-IM timeConfig
periodicity and offset
	slot
	10/1

	ReportConfigType
	
	Periodic

	CQI-table
	
	Table 2

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator  
	
	Wideband

	Sub-band Size
	RB
	16

	csi-ReportingBand
	
	1111111

	CSI-Report periodicity and offset
	slot
	10/9

	aperiodicTriggeringOffset
	
	Not configured

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	Not configured

	
	CodebookSubsetRestriction
	
	000001

	
	RI Restriction
	
	N/A

	Physical channel for CSI report
	
	PUCCH

	CQI/RI/PMI delay 
	ms
	9.5

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	M.A3.5-2

	Note 1:	The same requirements are applicable for TDD with different UL-DL pattern.
Note 2:	SSB, TRS, CSI-RS, and/or other unspecified test parameters with respect to TS 38.101-4 [28] are left up to test implementation, if transmitted or needed.



Table 8.2.3B.2.2--2: Minimum requirements
	Parameters
	Test 1
	Test 2

	a [%]
	5
	5

	g 
	1.05
	1.05



8.2.3B.2.3	Minimum requirements for sub-band CQI reporting
The purpose of the requirements is to verify that the preferred sub-bands can be used for frequency-selective scheduling under the frequency-selective fading conditions.
The accuracy of sub-band channel CQI reporting under the frequency-selective fading conditions is determined by a double-sided percentile of  the reported differential CQI offset level 0 per sub-band, and the relative increase of the throughput obtained when transmitting the transport format indicated by the corresponding reported sub-band CQI on a randomly selected sub-band among the sub-bands with the highest reported differential CQI offset level compared to the throughput when transmitting a fixed transport format according to the wideband CQI median on a randomly selected sub-band among all the sub-bands. To account for sensitivity of the input SNR the sub-band CQI reporting under frequency selective fading conditions is considered to be verified if the reporting accuracy is met for at least one of two SNR levels separated by an offset of 1 dB.
For the parameters specified in Table 8.2.3B.2.3-1 and using the downlink physical channels specified in Annex C.3.1 in TS 38.101-4[28], the minimum requirements are specified by the following:
a)	A sub-band differential CQI offset level of 0 shall be reported at least α% of the time but less than β% of the time for each sub-band, where α and β are specified in Table 8.2.3B.2.3-2;
b)	The ratio of the throughput obtained when transmitting the corresponding transport format on a randomly selected sub-band among the sub-bands with the highest differential CQI offset level and that obtained when transmitting the transport format indicated by the reported wideband CQI median on a randomly selected sub-band among all the sub-bands shall be ≥ γ, where γ is specified in Table 8.2.3B.2.3-2;
c)	When transmitting the corresponding transport format on a randomly selected sub-band among the sub-bands with the highest differential CQI offset level, the average BLER for the indicated transport format shall be greater than or equal to 0.02.
The requirements only apply for sub-bands of full size and the random scheduling across the sub-bands is done by selecting a new sub-band in each available downlink transmission instance for TDD.
Table 8.2.3B.2.3-1: Sub-band CQI reporting test under frequency-selective fading conditions
	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	40

	Subcarrier spacing
	kHz
	30

	
	
	

	Default TDD UL-DL pattern (Note 1)
	
	7D1S2U, S=6D:4G:4U

	SNR
	 dB
	5
	6
	11
	12

	Propagation channel
	
	Two tap model specified in Annex B.2.4 with a=1, fD = 5Hz, and τd=0.1125μs

	Antenna configuration
	
	2×4

	
	
	

	Beamforming Model
	
	As specified in Annex I

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 5,4

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	9

	
	CSI-RS
periodicity and offset
	slot
	10/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	2

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 3,(6)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	13

	
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	10/1

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic

	
	CSI-IM RE pattern
	
	0

	
	CSI-IM Resource Mapping
(kCSI-IM,lCSI-IM)

	
	(4, 9)

	
	CSI-IM timeConfig
periodicity and offset
	slot
	10/1

	ReportConfigType
	
	Aperiodic

	CQI-table
	
	Table 2

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Subband

	pmi-FormatIndicator  
	
	Wideband

	Sub-band Size
	RB
	16

	csi-ReportingBand
	
	1111111

	CSI-Report periodicity and offset
	slot
	Not configured

	Aperiodic Report Slot Offset
	
	8

	CSI request
	
	1 in slots i, where mod(i, 10) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	aperiodicTriggeringOffset
	
	Not configured

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	Not configured

	
	CodebookSubsetRestriction
	
	000001

	
	RI Restriction
	
	N/A

	Physical channel for CSI report
	
	PUSCH

	CQI/RI/PMI delay 
	ms
	9.5

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	M.A3.5-2

	Note 1:	The same requirements are applicable for TDD with different UL-DL pattern.
Note 2:	SSB, TRS, CSI-RS, and/or other unspecified test parameters with respect to TS 38.101-4 [28] are left up to test implementation, if transmitted or needed.



Table 8.2.3B.2.3-2: Minimum requirements
	Parameters
	Test 1
	Test 2

	α [%]
	2
	2

	β [%]
	55
	55

	g 
	1.05
	1.05




-----------------------------------------------------------End of change 1---------------------------------------------------------------







