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1 Introduction
According to the work split agreed in RAN4#112bis, we are providing the initial version for Clause 5 of TR 38.774 on system parameters. 
2 Text proposal
< start of text proposal >
[bookmark: _Toc63588654][bookmark: _Toc70596831][bookmark: _Toc104375714][bookmark: _Toc160611365][bookmark: _Toc161411948][bookmark: _Toc169974763][bookmark: _Toc169974962][bookmark: _Toc179193453]5	System parameters
[bookmark: _Toc63588655][bookmark: _Toc70596832][bookmark: _Toc104375715][bookmark: _Toc160611366][bookmark: _Toc161411949][bookmark: _Toc169974764][bookmark: _Toc169974963][bookmark: _Toc179193454]5.1	General
<Editor’s note: general aspects, details TBD. >
The channel arrangements presented in this clause for LP-WUS are based on the operating bands and channel raster defined in sub-clause 5.2 and 5.3 below.

[bookmark: _Toc179193455]5.2	Operating bands
<Editor’s note: LP-WUS is a generic feature can apply to all bands.  >
LP-WUS is designed to operate in the operating bands defined in Table 5.2-1 of TS 38.101-1 and TS 38.101-2. 

[bookmark: _Toc179193456]5.3	Channel raster
<Editor’s note: FFS whether new considerations for LP-WUS/SS raster. >
The PRB grid between LR and MR is aligned and the LP-WUS RBs can be flexibly allocated within the wider NR carrier. How to make sure the RB alignment between LP-WUS RB and MR RB grid is aligned is UE implementation specific. 

<end of text proposal>





