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< Unchanged sections omitted >
[bookmark: _Toc27403008][bookmark: _Toc35976672][bookmark: _Toc35977618][bookmark: _Toc36028926][bookmark: _Toc43822256][bookmark: _Toc52167366][bookmark: _Toc75886533][bookmark: _Toc75980284]4.6.8	Channel-bandwidth-dependent parameters
The default values of parameters which depend on the channel bandwidth are defined in table 4.6.8-1.
Table 4.6.8-1: Channel-bandwidth-dependent parameters
	Information Element
	Channel bandwidth
	Comment

	
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz 
	20MHz
	

	Prach-FrequencyOffset or prach-FreqOffsetHighSpeed-r14
	0
	1
	2
	4
	6
	8
	Typical value in real network

	nRB-CQI
	0
	0
	2
	4
	6
	8
	Selected based on typical maximum number of UEs.

	Pusch-HoppingOffset
	0
	2
	4
	8
	12
	16
	Typical value in real network

	sr-PUCCH-ResourceIndex
	0 (default)
1 for RF AND NOT  (CEmodeA OR CEmodeB)
	10
	20
	41
	62
	84
	

	sr-SlotSPUCCH-IndexFH-r15
	0
	10
	20
	41
	62
	84
	

	sr-SlotSPUCCH-IndexNoFH-r15
	0
	10
	20
	41
	62
	84
	

	sr-SubslotSPUCCH-ResourceList -r15
	0
	10
	20
	41
	62
	84
	

	srs-BandwidthConfig
	FFS
	FFS
	bw3 (mSRS,b, Nb) = (20, 1), (4, 5), (4, 1), (4, 1)
	bw2
(mSRS,b, Nb) = (40, 1), (20, 2), (4, 5), (4, 1)
	bw2
(mSRS,b, Nb) = (60, 1), (20, 3), (4, 5), (4, 1)
	bw2
(mSRS,b, Nb) = (80, 1), (40, 2), (20, 2), (4, 5)
	Selected in accordance with pucch-ResourceSize.



	Condition
	Explanation

	CEmodeA
	Used for CE mode A testing

	CEmodeB
	Used for CE mode B testing
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