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Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability Condition
	Applicability Comment

	8
	RRC
	
	
	

	8.1
	NR RRC
	
	
	

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core

	…
	
	
	
	

	8.2.4.1.2.3
	NR CA / NR SCell addition / modification / release / Success / NR-DC / Active SCG SCell addition / Inter-band CA
	Rel-16
	C204
	UEs supporting NR-DC, direct NR SCG SCell activation and inter-band CA

	8.2.4.2
	NR CA / Simultaneous PSCell and SCell addition / PSCell and SCell change / CA Release
	
	
	

	8.2.4.2.1
	NR CA / Simultaneous PSCell and SCell addition / PSCell and SCell change / CA Release / EN-DC
	
	
	

	8.2.4.2.1.1
	NR CA / Simultaneous PSCell and SCell addition / PSCell and SCell change / CA Release / EN-DC / Intra-band Contiguous CA
	Rel-15
	C67
	UEs supporting EN-DC and Intra-Band Contiguous CA and EN-DC with 2 NR DL carriersA

	8.2.4.2.1.2
	NR CA / Simultaneous PSCell and SCell addition / PSCell and SCell change / CA Release / EN-DC / Intra-band non-Contiguous CA
	Rel-15
	C68
	UEs supporting EN-DC and Intra-Band Non-Contiguous CA and EN-DC with 2 NR DL carriersA

	8.2.4.2.1.3
	NR CA / Simultaneous PSCell and SCell addition / PSCell and SCell change / CA Release / EN-DC / Inter-band CA
	Rel-15
	C69
	UEs supporting EN-DC and Inter-Band CA and EN-DC with 2 NR DL carriersA

	8.2.4.3
	NR CA / SCell change / Intra-NR measurement event A6 / SRB3
	
	
	

	8.2.4.3.1
	NR CA / SCell change / Intra-NR measurement event A6 / SRB3 / EN-DC
	
	
	

	8.2.4.3.1.1
	NR CA / SCell change / Intra-NR measurement event A6 / SRB3 / EN-DC / Intra-band Contiguous CA
	Rel-15
	C55
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and intra-band contiguous CA and EN-DC with 2 NR DL carriers and SRB3 

	…
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