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[bookmark: _Toc524968914][bookmark: _Toc524968908]<<< START OF CHANGES 1>>>
A.8a.1	General setup for SIB31
The general parameters for SIB31 setup is specified in Table A.8a.1-1.
Table A.8a.1-1: General setup for SIB31Test cases for NTN specific requirements
	Parameter
	Unit
	Test 1

	Interval between adjacent epoch time
	s
	LEO: 2.56
GEO, GSO: 10.24

	ntn-UlSyncValidityDuration
	s
	LEO: 5s
GEO, GSO: 900s

	k-Offset-r17cellSpecificKoffset 
	slot
	LEO: 8
GEO, GSO: 256

	kmac 
	slot
	Not configured

	ta-Common
	
	0

	ta-CommonDrift
	
	0

	ta-CommonDriftVariant
	
	0

	ntn-PolarizationDL
	
	linear

	ntn-PolarizationUL
	
	linear

	ephemerisInfo
	
	According to TS 36.133 [5] Annex B.8

	ta-Report
	
	Not configured



<<< END OF CHANGES 1>>>
A.10.4.1	General setup for SIB-31-NB
The general parameters for SIB31-NB setup is specified in Table A.10.4.1-1. 
Table A.10.4.1-1: General setup for SIB31-NBTest cases for NTN specific requirements
	Parameter
	Unit
	Test 1

	Interval between adjacent epoch time
	s
	LEO: 2.56
GEO, GSO: 10.24

	ntn-UlSyncValidityDuration
	s
	LEO: 5s
GEO, GSO: 900s

	k-Offset-r17cellSpecificKoffset 
	slot
	LEO: 8
GEO, GSO: 256

	kmac 
	slot
	Not configured

	ta-Common
	
	0

	ta-CommonDrift
	
	0

	ta-CommonDriftVariant
	
	0

	ntn-PolarizationDL
	
	linear

	ntn-PolarizationUL
	
	linear

	ephemerisInfo
	
	According to TS 36.133 [5] Annex B.8

	ta-Report
	
	Not configured


<<< END OF CHANGES 2>>>

