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<Start of modified section>
[bookmark: _Toc21353843][bookmark: _Toc27749462]–	LogicalChannelConfig
[bookmark: _CRTable4_6_366]Table 4.6.3-66: LogicalChannelConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	LogicalChannelConfig ::= SEQUENCE {
	
	
	

	  ul-SpecificParameters SEQUENCE {
	
	
	

	    priority
	1
	
	

	
	3
	
	SRB2, SRB4

	    prioritisedBitRate
	infinity
	
	

	    bucketSizeDuration
	ms50
	
	

	    allowedServingCells
	Not present
	
	

	    allowedSCS-List
	Not present
	
	

	    maxPUSCH-Duration
	Not present
	
	

	    configuredGrantType1Allowed
	Not present
	
	

	    logicalChannelGroup
	1
	
	HI

	
	2
	
	LO

	
	0
	
	SRB1, SRB2, SRB3, SRB4

	    schedulingRequestID
	SchedulingRequestId
	
	

	    logicalChannelSR-Mask
	false
	
	

	    logicalChannelSR-DelayTimerApplied
	false
	
	

	    bitRateQueryProhibitTimer
	Not present
	
	

	  }
	
	
	

	  channelAccessPriority-r16
	Not present
	
	

	
	3
	
	SharedSpectrum AND (HI OR LO OR SRB2)

	  bitRateMultiplier-r16
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	HI
	Used for DRBs with high logical channel priority 

	LO
	Used for DRBs with low logical channel priority

	SRB1
	Establishment of SRB1

	SRB2
	Establishment of SRB2

	SRB3
	Establishment of SRB3

	SRB4
	Establishment of SRB4

	SharedSpectrum
	Operation with shared spectrum channel access in FR1
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