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<Start of Changes>
[bookmark: _Toc27477786][bookmark: _Toc36226465][bookmark: _Toc44323720][bookmark: _Toc52989885][bookmark: _Toc60823076][bookmark: _Toc60824998][bookmark: _Toc69305895][bookmark: _Toc69309747][bookmark: _Toc76020059][bookmark: _Toc83720529][bookmark: _Toc90916383][bookmark: _Toc90916580][bookmark: _Toc90917336][bookmark: _Toc137543586][bookmark: _Toc163738367]6.2.1	UE maximum output power
Editor's Note: This clause is incomplete for band n254. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support NR satellite access are to be updated
- Message exceptions specific to satellite access is to be updated
- Annex F MU/TT is to be updated
- Verification of UE frequency pre-compensation is to be updated
- Test procedure, test point analysis and message contents need to be updated to incorporate new metric related to power density 
- MU Analysis and any associated Annex F updates for new power density metric is pending.

<Unchanged sections skipped>
[bookmark: _Toc163738370]6.2.1.3	Minimum conformance requirements
The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth of NR carrier unless otherwise stated. The period of measurement shall be at least one sub frame (1 ms).
Table 6.2.1.3-1: UE Power Class
	NR satellite band
	Class 3 (dBm)
	Tolerance (dB)

	n256
	23
	±2

	n255
	23
	±2

	n254
	23
	±2

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 2:	Power class 3 is default power class unless otherwise stated




The UE shall meet the following additional requirements for maximum mean transmission power density specified in Table 6.2.1-2 when NS is signaled and when the configured channel overlaps with any portion of the specified frequency range.  
Table 6.2.1-2: Additional requirements for transmit power density
	NR Band
	NS value
	Channel bandwidth (MHz)
	Frequency range (MHz)
	Maximum power density

	n254
	NS_04N
	5
	1610 - 1618.25
	27dBm/4kHz (mean)
15dBm/4kHz (peak limit)

	
	NS_05N
	5
	1618.25 - 1626.5
	

	
	
	10, 15
	1610 – 1626.5
	



<End of Changes>

