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[bookmark: _Hlk68458867]<Several unchanged sections skipped>
Table 4.0-1: Applicability of conformance test cases conditions
	<unchanged rows skipped>

	C327	IF A.4.1-1/2 AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2-2/3 AND A.4.3.2-2/6 AND A.4.3.2-2/7 AND ((A.4.3.2-2/8 AND A.4.3.2-2/10) OR (A.4.3.2-2/9 AND A.4.3.2-2/11)) AND (A.4.3.2-1/42a OR A.4.3.2-1/43a OR A.4.3.2-1/44a) THEN R ELSE N/A

	C3XX	 IF (A.4.1-1/1 OR A.4.1-1/2)  AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2-1/XXX AND A.4.3.2-1/YYY OR A.4.3.2-1/ZZZ OR 4.3.2-1/XYZ THEN R ELSE N/A
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	<Unchanged Rows Skipped>
	
	

	6.4.2.5
	EVM equalizer spectrum flatness for Pi/2 BPSK
	Rel-15
	C050
	UEs supporting 5GS FR1 Power Class 3 and pi/2-BPSK modulation scheme for power boosting in FR1
	D017
	PC3
	

	
	
	Rel-16
	C111
	UEs supporting 5GS FR1 and pi/2-BPSK modulation scheme and low PAPR DMRS
	D001
	
	

	6.4.2.6
	Phase continuity requirements for DMRS bundling
	Rel17
	C3XXFFS
	UEs supporting 5GS FR1 and DMRS bundlingRelease 17 and forward UEs supporting 5GS FR1, dmrs-BundlingPUCCH-Rep-r17 and either dmrs-BundlingPUSCH-multiSlot-r17 or dmrs-BundlingPUSCH-RepTypeA-r17 or dmrs-BundlingPUSCH-RepTypeB-r17
	D005
	
	NOTE 1
Skip TC 6.4.2.6 if UE supports NSA and TS 38.521-3 TC [TBD] has been executed.
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4.1.1	FR1 standalone conformance test cases
Table 4.1.1-1: Applicability of RF SA FR1 conformance test cases, ref. TS 38.521-1 [1]

<End of Changes>
