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[bookmark: _Toc153803067]First change
4.1	General Service Architecture
(No changes before this point)
-	5GMS AF: An Application Function similar to thatas defined in TS 23.501 [2] clause 6.2.10, dedicated to 5G Media Streaming.
-	5GMS AS: An Application Server dedicated to 5G Media Streaming.
-	5GMS Client: A UE internal function dedicated to 5G Media Streaming. The 5GMS Client is a logical function and its subfunctions may be distributed within the UE according to implementation choice.
(No further changes in this clause)
Next change
[bookmark: _Toc153807408][bookmark: _Toc153803556]4.7.2.1	UE data reporting procedures for downlink media streaming
The following UE data reporting procedures are in scope for the instantiation of the abstract data collection and reporting architecture in the downlink 5GMS architecture:
1.	The procedures defined in clause 5.5 shall be used by the Direct Data Collection Client instantiated in the Media Session Handler to report QoE metrics for downlink media streaming to the Data Collection AF instantiated in the 5GMSd AF.
2.	The procedures defined in clause 5.6 shall be used by the Direct Data Collection Client instantiated in the Media Session Handler to report consumption of downlink media streaming to the Data Collection AF instantiated in the 5GMSd AF.
3.-	Invocations of the downlink dynamic policy procedures defined in clause 5.8 shall be logged by the 5GMSd AF and reported to its subordinate Data Collection AF.
4.	Invocations of the AF-based downlink Network Assistance procedures defined in clause 5.9.2 shall be logged by the 5GMSd AF and reported to its subordinate Data Collection AF during active AF-based Network Assistance sessions.
5.	The procedures defined in clauses 5.11.1 and 5.11.2 shall be used by the 5GMSd AS to report downlink media streaming access activity to the Data Collection AF instantiated in the 5GMSd AF via reference point R4.
6.	The procedures defined in clause 4.7.2.3 shall be used by the Direct Data Collection Client instantiated in the Media Session Handler to report invocations of the ANBR-based downlink Network Assistance procedures to the Data Collection AF instantiated in the 5GMSd AF via reference point R2.
Next change
4.7.4.1	Event exposure of UE data for downlink media streaming UE data
The following types of events are exposed by the Data Collection AF instantiated in the 5GMSd AF:
1.	QoE metrics for downlink media streaming reported by the Media Session Handler to the Data Collection AF instantiated in the 5GMSd AF, as defined in clauses 4.7.4.3 and 4.7.4.4.
2.	Consumption of downlink media streaming reported by the Media Session Handler to the Data Collection AF instantiated in the 5GMSd AF, as defined in clauses 4.7.4.3 and 4.7.4.5.
3.-	Invocations of downlink dynamic policies in the 5GMSd AF by the Media Session Handler, as defined in clauses 4.7.4.3 and 4.7.4.6.
4.	Invocations of AF-based downlink Network Assistance in the 5GMSd AF by the Media Session Handler, as defined in clauses 4.7.4.3 and 4.7.4.7.
5.	Downlink media streaming access activity reported by the 5GMSd AS to the Data Collection AF instantiated in the 5GMSd AF, as defined in clauses 4.7.4.3 and 4.7.4.8.
[bookmark: _Hlk127306613]6.	Invocations of ANBR-based downlink Network Assistance reported by the Direct Data Collection Client instantiated in the Media Session Handler to the Data Collection AF instantiated in the 5GMSd AF, as defined in clauses 4.7.4.3 and 4.7.4.7.
High-level procedures for downlink media streaming event exposure are defined in clause 5.11.3.
[bookmark: _Toc123915346][bookmark: _Toc153807416]Next change
4.7.4.2	Event exposure of UE data for uplink media streaming UE data
The following types of events are exposed by the Data Collection AF instantiated in the 5GMSd AF:
1.	Invocations of AF-based uplink Network Assistance in the 5GMSd AF by the Media Session Handler, as defined in clauses 4.7.4.3 and 4.7.4.7.
[bookmark: _Hlk146220320]2.	Invocations of ANBR-based uplink Network Assistance reported by the Direct Data Collection Client instantiated in the Media Session Handler to the Data Collection AF instantiated in the 5GMSu AF, as defined in clauses 4.7.4.3 and 4.7.4.7.
3.	Uplink media streaming access activity reported by the 5GMSu AS to the Data Collection AF instantiated in the 5GMSu AF, as defined in clauses 4.7.4.3 and 4.7.4.8.
[bookmark: _Hlk135671394]High-level procedures for uplink media streaming event exposure are defined in clause 6.8.3.
Next change
5.11.5	Triggering downlink media streaming access reporting
Reports shall be sent by the 5GMSd AS to the Data Collection ASAF as indicated in the data collection client configuration obtained using the procedure defined in clause 5.11.1.
End of changes
