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Abstract of document:
3GPP TR 23.700-92 studies solutions of service aspects for supporting the eMMTel service based on requirements from stage 1, e.g. eMMTel specified in 3GPP TS 22.261 [2] and SA WG1 Rel-18 eMMTEL WID. The TR includes the following contents:
· Architectural requirements, application architecture and application functional aspect of the eMMTel service;
· the service enabler layer capability exposure procedures and related APIs based on architecture and procedures specified in Annex AC.2 of 3GPP TS 23.228 [3] and SA WG2 Rel-18 NG_RTC WID;
· the necessary application layer architecture and procedures for enabling MMTel service enhanced with Data Channel usage in IMS network, e.g. controlling the downloading of data channel applications on UE by providing data channel application profile to UE; and 
· some value added services provided by eMMTel Enabler, e.g. virtual number etc.

Changes since last presentation to SA Meeting #103:
First presentation of TS 23.700-92 to SA.
Outstanding Issues:
Major solutions and conclusion to be completed at SA6#62 (08/24) including:
· more necessary value added services provided by eMMTel Enabler, e.g. providing application layer caller information to callee;
· data channel application related capability exposure; and
· Conduct clean-up of TS 23.700-92 (e.g. resolve ENs).
Contentious Issues:
Some procedures and APIs have dependency with ongoing SA2 work of FS_NG_RTC_Ph2, e.g.
· Whether capabilities provided by SA2 can support some Key Issues and related solutions for eMMTel service, e.g. Supporting the multiparty service, is FFS and coordination with SA2 is needed;
· whether SA2 have plan to define the interface for application providers to manage the applications to DCAR, etc.

