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	Reason for change:
	TS 28.527 refers to an early version of ETSI NFV which does not match the final implementation.

	
	

	Summary of change:
	Change references to ETSI NFV specifications to point to final version of NFV Release 3.
Remove references to procedures which were not implemented by ETSI NFV.

	
	

	Consequences if not approved:
	TS 28.527 contains invalid or incorrect information.
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	Other comments:
	As endorsed in S5-241039, TS 28.527 should refer to NFV Release 3.
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[bookmark: _Toc477269412][bookmark: _Toc516474463][bookmark: _Toc532316862][bookmark: _Toc516474482]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 28.500: "Telecommunication management; Concept, architecture and requirements for mobile networks that include virtualized network functions".
[3]	ETSI GS NFV-IFA 008 (V2.1.1V3.7.1) (2022-11): "Network Functions Virtualisation (NFV) Release 3; Management and Orchestration; Ve-Vnfm reference point – Interface and Information Model Specification".
[4]	ETSI GS NFV-IFA 013 (V2.1.1V3.7.1) (2022-11): "Network Functions Virtualisation (NFV) Release 3; Management and Orchestration; Os-Ma-nfvo reference point – Interface and Information Model Specification".
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[bookmark: _Toc477269420][bookmark: _Toc477269421][bookmark: _Toc516474473]5.1	Os-Ma-nfvo
For NS lifecycle management the operations of the NS Lifecycle Management interface specified in clause 7.3 of ETSI GS NFV-IFA 013 [4] shall be used.
For NS lifecycle change notifications and notification subscription management, the respective operations of the NS Lifecycle Change Notification Management interface specified in clause 7.47.3 of ETSI GS NFV-IFA 013 [4] shall be used.
5.2	Ve-Vnfm-em
For VNF lifecycle management the operations of the VNF Lifecycle Management interface specified in clause 7.2 of ETSI GS NFV-IFA 008 [3] shall be used.
For VNF lifecycle change notifications and notification subscription management, the respective operations of the VNF Lifecycle Change Notification Management interface specified in clause 7.37.2 of ETSI GS NFV-IFA 008 [3] shall be used.
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