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	Reason for change:
	There are two charging architectures specified for the roaming case and one or both architectures in figure 4.2.2.2 and figure 4.2.2.3 of TS 32.256. AMF and V-CHF determines which architecture should be selected for a roaming UE based on operator agreement.
To apply N107 or N41, the decision logic can be made by the AMF. It can avoid a scenario where AMF makes decision on N41 and V-CHF makes decision on N107. The AMF can base the decision on wherever the CHF supports INTER_CHF from the supported feature in the NRF.
When AMF decides to apply N107, AMF may want V-CHF to setup N107 inter-CHF charging session to H-CHF.
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[bookmark: _Toc163045205]6.2.1.5	Definition of inter-CHF information 
Specific charging information used for information when the V-CHF have a connection to the H-CHF. 
The detailed structure of the inter-CHF Information can be found in table 6.2.1.5.1.
Table 6.2.1.5.1: Structure of Inter-CHF Information
	Information Element
	Category
	Description

	Remote CHF resource
	OC
	This field holds the reference to the Charging Data resource in the CHF not directly connected to the NF (i.e., H-CHF) e.g., the resource URI (NOTE 1)

	Original NF Consumer Id
	OCOM
	This field holds information on the NF triggering the request i.e., AMF (NOTE 2)

	NOTE 1:	The Remote CHF resource is included in the response to the original NF if inter-CHF communication has been used.
NOTE 2:	The Original NF Consumer Id is included in the request from the original NF if inter-CHF is expected to be used.
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