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[bookmark: _Toc151971953][bookmark: _Toc32345][bookmark: _Toc151971903][bookmark: _Toc15834][bookmark: _Toc151971457][bookmark: _Toc26766]6	Stage 2 definition
[bookmark: _Toc17807][bookmark: _Toc151971458][bookmark: _Toc151971954][bookmark: _Toc151971904][bookmark: _Toc6386][bookmark: _Toc31045]6.1 	Management operation for Self-configuration management (MnS component typeA)
[bookmark: OLE_LINK1]The operations (e.g. createMOI operations) and notifications (e.g. notifyMOIcreation) of generic provisioning MnS defined in 3GPP TS 28.532 [3] can be used for Self-configuration management. The ScMgmtProfile and Sc_Process can be treated as object instance. Following is the IS to support Self-configurationintent lifecycle management.
Table 6.1-1
	Self-configuration management 
	IS operation

	Create an ScMgmtProfile
	createMOI operation

	Delete an ScMgmtProfile
	deleteMOI operation

	Modify an ScMgmtProfile
	modifyMOIAttributes operation

	Query an ScMgmtProfile
	getMOIAttributes operation

	Query an Sc_Process
	getMOIAttributes operation

	Cancel an Sc_Process
	modifyMOIAttributes operation
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