3GPP SA WG1 Meeting #106	S1-241090
27 May. – 31 May, 2024 Jeju, Korea                                   	

[bookmark: _Hlk119535374][bookmark: OLE_LINK33][bookmark: OLE_LINK14]Title:	Reply LS on traffic steering and/or switching of user data across two 3GPP access networks
Response to:	S2-2403670
Release:	Rel-19
Work Item:	Dualsteer

Source:	SA1
[bookmark: OLE_LINK40]To:	SA2
Cc:	CT1

Contact Person:	
Name:	Carlson Lin
E-mail Address:	carlson.lin@mediatek.com

Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 	

Attachments:	


[bookmark: _Hlk119551644]1. Overall Description:
SA1 thanks SA2 for sending the LS on issue of traffic steering and/or switching of user data across two 3GPP access networks for the below requirement:

"For traffic steering and/or switching of user data across two 3GPP access networks, the 5G system shall be able to allow a HPLMN to provide policies and criteria for a DualSteer device to connect to an additional PLMN/NPN, or an additional RAT within the same PLMN."

SA1 has discussed this issue during the meeting and provides the answer to SA2’s question below:
Question: is this meant to address any impact to PLMN selection?
Ans: No
[bookmark: OLE_LINK10]


2. Actions: SA1 asks SA2 to take the above answer into account

3. Date of Next SA2 Meetings:
[bookmark: OLE_LINK16]SA1#107	19-23 August 2024 	Maastricht, Netherlands 
SA1#108	18-22 November 2024	Orlando, US
