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	Reason for change:
	The authorization procedure for service exposure to the Client UE sepcified in clause 6.3.6.3 of TS 33.533 covers two authorization phases. The first phase is to authorze the Client UE for service access, which is performed during PC5 link establishment. The next phase is to check UE privacy after PC5 link establishment with successful service access authorization. These two phases need to be elaborated in a clearer manner to avoid misunderstanding in other WGs (e.g. SA2). Hence, it is proposed to update the current description in 6.3.6.3 accordingly.

Addtionally, in current version of TS 33.533, the handling of privacy check of n UEs is specified for network-based operation procedure in clause 6.3.5.0. However, the handling of privacy check of n UEs for UE-only operation in 6.3.6.3 is not completed yet. Hence, it is proposed to add more text on handling of privack check of n UE for UE-only operation to complete the procedure.


	
	

	Summary of change:
	Updated the current description in 6.3.6.3 to elaborate the different phases of authorization for service exposure to the Client UE.

Added additional text to complete the procedure for privacy check of n UEs for service exposure to the Client UE via PC5.

	
	

	Consequences if not approved:
	Unclear description on the authorization procedure for service exposure to the Client UE in clause 6.3.6.3 has led to some misunderstanding in other WGs.

The privacy check of n UEs for UE-only operation is unspecified, leading to imcomplete specification.
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[bookmark: _Toc145059232][bookmark: _Toc145061224][bookmark: _Toc145059233][bookmark: _Toc145061225]*************** Start of the Change ****************
[bookmark: _Toc145059244][bookmark: _Toc162010875]6.3.6.3	Authorization procedure for Ranging/SL positioning service exposure through PC5
For Ranging/SL Positioning service exposure through PC5 (i.e. clause 6.7.1.1 of TS 23.586 [2]), the SL Positioning Client UE authorization is triggered by the Reference/Target UE during PC5 link establishment. The authorization for service access can be performed by the network via the SLPKMF for ProSe capable UEs according to clause 6.4.3.3 or by the Reference/Target UE if the authorization information is available in the UE.
If the Client UE is not authorized to access Ranging/SL Positioning service, the PC5 link between the Client UE and the Reference/Target UE shall not be established.
For UE-only operation or before triggering SL-MO-LR for Network based operation, the UE1 receiving the Ranging/SL positioning request shall send a supplementary RSPP signalling message to UE2/../UEn to trigger privacy check for Ranging/SL positioning service exposure through PC5. The supplementary RSPP message shall include Client UE's user info ID that is received by UE1 from the Client UE. The UE1 and UE2/../UEn shall perform UE privacy check as described in clause 6.3.7 to determine whether their location related information can be exposed to Client UE.
If the Client UE is not authorized, the Ranging/SL Positioning service request shall be rejected.
*************** End of the Change ****************

