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1	Decision/action requested
For approval
2	References
[1] [bookmark: OLE_LINK3]3GPP TR 28.869 v1.1.0 Study on cloud aspects of management and orchestration.
3	Rationale
The contribution proposes to add a new solution for modification of NF instance
4	Detailed proposal
[bookmark: OLE_LINK21]It is proposed to make the following changes to TR 28.869 [1].
	[bookmark: OLE_LINK4][bookmark: _Hlk181958927]1st Change



[bookmark: _Toc21076][bookmark: _Toc176958979][bookmark: _Toc176960224][bookmark: _Toc22039][bookmark: _Toc176958741][bookmark: _Toc29810][bookmark: _Toc176956387][bookmark: _Toc176965572][bookmark: _Toc5320][bookmark: _Toc24365][bookmark: _Toc9278][bookmark: _Toc176956390][bookmark: _Toc176958744][bookmark: _Toc176965575][bookmark: _Toc176958982][bookmark: _Toc176960227][bookmark: _Toc8024][bookmark: _Toc3872]5.2.4	Use case #4: Modification of a NF Deployment instance
…
5.2.4.3	Potential solutions
…
5.2.4.3.X 	Use of deployment management reference point based on declarative descriptor
In this case, as illustrated in figure 5.2.4.3.X-1, the modified requirements of the deployment of a NF deployment instance are conveyed from the 3GPP management system to the orchestration and management system via a modified version of the declarative descriptor that was used for creation of the NF deployment instance.
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Figure 5.2.4.3.X-1. interaction between 3GPP management system and orchestration and management system using deployment management reference point based on declarative descriptor
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