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Start of First change
[bookmark: _Toc106192934][bookmark: _Toc178169036]5	Specification Level Requirements
[bookmark: _Toc106192935][bookmark: _Toc178169037]5.1	Use cases
[bookmark: _Toc178169038][bookmark: _Toc106192936]5.1.x	Intent containing an expectation for network maintenance
[bookmark: _Toc106192943][bookmark: _Toc178169045]5.1.x.1	Introduction
This use case describes a scenario in which an MnS consumer expresses its intent containing an expectation for delivering a network maintenance work, for example, a software upgrade. The expectation may be termed as network maintenance expectation. The network maintenance expectation may include information to describe the characteristics of the network maintenance expectation. Furthermore, the network maintenance expectation may include information for referring to any information specific to the network maintenance work, for example, maintenance target version, the start/end time of the intended network maintenance work and any additional guidelines for network maintenance.
The network maintenance expectation may also use expectation targets specified for other use-cases defined in the  present document. For example, the network maintenance expectation may have RAN Energy consumption target, if the maintenance of a RAN network element aims at reducing the RAN Energy consumption.  
The network maintenance expectation may also use existing expectation context, for example, to identify where the network maintenance takes place. 
Based on network maintenance expectation received, MnS producer takes actions to fulfil the expectation and monitors the impact of the actions taken.  The actions may include, for example, preparing the NE/NF for maintenance to avoid any disruption in the network, and carrying out the intended maintenance tasks such as upgrading the related files of NE/NF, and any other actions to ensure fulfilment of expectation targets of network maintenance expectation.  
The MnS producer notifies MnS consumer about the fulfilment information of the intent containing an expectation for network maintenance, including information regarding conflicts that might occur during fulfilment of network maintenance expectation.   
5.1.x.2	Requirements
REQ-Intent_NetworkMaintenance_CON_1: The intent driven MnS producer shall have the capability enabling MnS consumer to express intent containing a network maintenance expectation.
REQ-Intent_NetworkMaintenance_CON_2: The intent driven MnS producer shall have the capability enabling MnS consumer to obtain intent report information (including fulfilment information) for the intent containing a network maintenance expectation.
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