

	
3GPP TSG-SA5 Meeting #155	S5-242566
Jeju, Korea (Republic Of), 27th May 2024 - 31st May 2024
	CR-Form-v12.3

	CHANGE REQUEST

	

	
	32.255
	CR
	0526
	rev
	1
	Current version:
	18.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Rel-18 CR TS 32.255 Support of untrusted non-3gpp access

	
	

	Source to WG:
	Nokia

	Source to TSG:
	S5

	
	

	Work item code:
	5GIEPC_CH, TEI18
	
	Date:
	2024-05-16

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19) 
Rel-20	(Release 20)

	
	

	Reason for change:
	Clause 4.3.4 of TS 23.501 specifies the architecture for interworking between ePDG/EPC and 5GS. In this architecture, the user location of the UE accessing the ePDG contains the local IPv4 or IPv6 address used by the UE to access the ePDG, and the port number if NAT is used. The user location information is used over N7 and N40. See clause B.3.2.1 of TS 29.512 for N7.

	
	

	Summary of change:
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The Charging message as described in clause 6.1.1 shall apply to the PGW-C+SMF for interworking with EPC scenario. 
When UE is connected to PGW-C+SMF via EPC and interworking with 5GS is supported, the information and mechanism included in clause 6.1.1 and TS 32.290[57] is supported. 
It uses N7 interface once interacting with PCF, and in case of interacting with CHF than N40 interface is used, which also supports untrusted non-3gpp access.   
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