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[bookmark: _Toc20212988][bookmark: _Toc27668403][bookmark: _Toc44668304][bookmark: _Toc58836864][bookmark: _Toc58837871][bookmark: _Toc90628291]
[bookmark: _Toc24637]5.2.2.2.8		MBS Session Activation Charging Procedure
The following figure 5.2.2.2.8-1 describes the charging procedure when there is a MBS Session activation procedure. The MBS Session Activation procedure is used for activating the resource for MBS data at NG-RAN. The focus is to provide such information to CHF once the MBS Session state changes. This figure is based on TS 23.247 [9] figure 7.2.5.2-1.

[image: ]
Figure 5.2.2.2.8-1: MBS Session Activation Charging Procedure
Steps 1 to 15 per 3GPP TS 23.247 [9] Figure 7.2.5.2-1: MBS Session Activation Procedure. 
15ch-a.	The MB-SMF sends Charging Data Request [Update] to the CHF when the corresponding trigger is armed. 
15ch-b. The CHF updates the CDR.
15ch-c. The CHF acknowledges by sending Charging Data Response [Update] to the MB-SMF.



	Second change



[bookmark: _Toc3909]5.2.2.2.9		MBS Session Deactivation Charging Procedure
The following figure 5.2.2.2.9-1 describes the charging procedure when there is a MBS Session Deactivation procedure. The MBS Session Deactivation procedure is used for release the resources from NG-RAN. The focus is to provide such information to CHF once the MBS Session state changes. This figure is based on TS 23.247 [9] figure 7.2.5.3-1.
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Figure 5.2.2.2.9-1: MBS Session deactivation Charging Procedure
Steps 1 to 9 per 3GPP TS 23.247 [9] Figure 7.2.5.3-1: MBS Session deactivation Procedure. 
9ch-a.	The MB-SMF sends Charging Data Request [Update] to the CHF when the corresponding trigger is activated. 
[bookmark: _MCCTEMPBM_CRPT66980040___3]9ch-b. The CHF updates the CDR.
9ch-c. The CHF acknowledges by sending Charging Data Response [Update] to the MB-SMF.
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1-15. MBS Session Activation Procedure (3GPP TS 23.247 [9] Figure 7.2.5.2-1)


Microsoft_Visio_Drawing.vsdx
CHF
15ch-a. Charging Data Request [Update]
15ch-b. Update CDR
15ch-c. Charging Data Response [Update]
MB-SMF
UE
NG-RAN
AMF
SMF
UPF
MB-UPF
1-15. MBS Session Activation Procedure (3GPP TS 23.247 [9] Figure 7.2.5.2-1)
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1-15. MB-SMF Activation Procedure (3GPP TS 23.247 [9] Figure 7.2.5.2-1)
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1-9. MBS Session deactivation Procedure (3GPP TS 23.247 [9] Figure 7.2.5.3-1)
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1-9. MBS Session deactivation Procedure (3GPP TS 23.247 [9] Figure 7.2.5.3-1)
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1-9. MB-SMF deactivation Procedure (3GPP TS 23.247 [9] Figure 7.2.5.3-1)


