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[bookmark: _Toc162436490]* * * * First change * * * *

[bookmark: _Toc460616239][bookmark: _Toc460617100][bookmark: _Toc460662489][bookmark: _Toc468105563][bookmark: _Toc468110658][bookmark: _Toc172071017]A.3	MC service user profile configuration data
The MC service user profile configuration data is stored in the MC service user database. The configuration management server is used to configure the MC service user profile configuration data to the MC service user database (CSC-13) and MC service UE (CSC-4).
MC service user profile configuration data can be configured offline using the CSC-11 reference point.
MC service user profile configuration data is specific to each MC service and is specified as follows:
-	MCPTT user profile configuration data is specified in 3GPP TS 23.379 [16];
-	MCVideo user profile configuration data is specified in 3GPP TS 23.281 [12];
-	MCData user profile configuration data is specified in 3GPP TS 23.282 [13]; and
-	Location user profile configuration data is specified in clause A.8.
-	MC recording admin and replay user profile configuration data is specified in clause A.Y.

* * * * 2nd change * * * *

[bookmark: _Hlk178340298]A.Y	MC recording admin and replay user profile configuration data
The MC recording admin and replay user profile configuration data is stored in a dedicated database which may be co-located with the MC service user databases. The recording server (REC-4) and the group management server (CSC-XX) obtain the MC recording admin and MC replay user profile configuration data from the configuration management server.
Editor's note:	A database (functional entity) for the MC recording admin and replay user configuration data needs to be added to the functional model (7.3.1) with a new clause for the definition of this database (7.4.2.3.3a). Furthermore, new reference points are needed between this new database and configuration management server as well as between configuration management server and group management server.
Table A.Y-1 contains the recording and replay user profile configuration required to support the use of on-network recording and replay service. Data in table A.Y-1 can be configured offline using the CSC-11 reference point.
Table A.Y-1: MC recording admin and replay user profile configuration data (on-network)
	Reference
	Parameter description
	MC rec admin UE &
Replay UE
	Recording server
	Conf.
mgmt server
	Group
mgmt
server
	MC service user database

	[R-6.15.4-001…010] of 3GPP TS 22.280 [3]
	MC recording admin and replay user identity (MCrec ID)
	Y
	Y
	Y
	Y
	Y

	
	MC recording admin and replay user profile index
	Y
	Y
	Y
	Y
	Y

	
	MC recording admin and replay user profile name
	Y
	
	
	
	Y

	
	User profile status (enabled/disable)
	Y
	Y
	Y
	Y
	Y

	
	Authorized to set and modify target MC service users for recording in his/her organization (yes/no)
	Y
	
	Y
	
	Y

	
	> All MC service users (see NOTE 1)
	Y
	
	Y
	
	Y

	
	>> All MCPTT users
	Y
	
	Y
	
	Y

	
	>> All MCVideo users
	Y
	
	Y
	
	Y

	
	>> All MCData users
	Y
	
	Y
	
	Y

	
	> All MC service users with exceptions (see NOTE 1)
	Y
	
	Y
	
	Y

	
	>> List of exceptions (NOTE 5)
	
	
	
	
	

	
	>>> MCPTT ID 
	Y
	
	Y
	
	Y

	
	>>> MCVideo ID 
	Y
	
	Y
	
	Y

	
	>>> MCData ID 
	Y
	
	Y
	
	Y

	
	> Only the listed MC service users (see NOTE 1)
	Y
	
	Y
	
	Y

	
	>> List of users (NOTE 5)
	
	
	
	
	

	
	>>> MCPTT ID
	Y
	
	Y
	
	Y

	
	>>> MCVideo ID
	Y
	
	Y
	
	Y

	
	>>> MCData ID
	Y
	
	Y
	
	Y

	
	Authorized to set and modify target groups for recording in his/her organization (yes/no)
	Y
	
	Y
	Y
	Y

	
	> All MC service groups (see NOTE 2)
	Y
	
	Y
	Y
	Y

	
	>> All MCPTT groups
	Y
	
	Y
	
	Y

	
	>> All MCVideo groups
	Y
	
	Y
	
	Y

	
	>> All MCData groups
	Y
	
	Y
	
	Y

	
	> All MC service groups with exceptions (see NOTE 2)
	Y
	
	Y
	Y
	Y

	
	>> List of exceptions (NOTE 5)
	
	
	
	
	

	
	>>> MC service group ID
	Y
	
	Y
	Y
	Y

	
	>>> Group management server URI
	Y
	
	Y
	Y
	Y

	
	> Only the listed MC service groups (see NOTE 2)
	Y
	
	Y
	Y
	Y

	
	>> List of groups (NOTE 5)
	
	
	
	
	

	
	>>> MC service group ID
	Y
	
	Y
	Y
	Y

	
	>>> Group management server URI
	Y
	
	Y
	Y
	Y

	
	Authorized to replay recordings of users in his/her organization (yes/no)
	Y
	Y
	Y
	
	Y

	
	> All MC service users (see NOTE 3)
	Y
	Y
	Y
	
	Y

	
	>> All MCPTT users
	Y
	Y
	Y
	
	Y

	
	>> All MCVideo users
	Y
	Y
	Y
	
	Y

	
	>> All MCData users
	Y
	Y
	Y
	
	Y

	
	> All MC service users with exceptions (see NOTE 3)
	Y
	Y
	Y
	
	Y

	
	>> List of exceptions (NOTE 5)
	
	
	
	
	

	
	>>> MCPTT ID 
	Y
	Y
	Y
	
	Y

	
	>>> MCVideo ID
	Y
	Y
	Y
	
	Y

	
	>>> MCData ID
	Y
	Y
	Y
	
	Y

	
	> Only the listed MC service users (see NOTE 3)
	Y
	Y
	Y
	
	Y

	
	>> List of users (NOTE 5)
	
	
	
	
	

	
	>>> MCPTT ID 
	Y
	Y
	Y
	
	Y

	
	>>> MCVideo ID
	Y
	Y
	Y
	
	Y

	
	>>> MCData ID
	Y
	Y
	Y
	
	Y

	
	Authorized to replay recordings of MC service groups in his/her organization (yes/no)
	Y
	Y
	Y
	
	Y

	
	> All groups (see NOTE 4)
	Y
	Y
	Y
	
	Y

	
	>> All MCPTT groups
	Y
	Y
	Y
	
	Y

	
	>> All MCVideo groups
	Y
	Y
	Y
	
	Y

	
	>> All MCData groups
	Y
	Y
	Y
	
	Y

	
	> All MC service groups with exceptions (see NOTE 4)
	Y
	Y
	Y
	
	Y

	
	>> List of exceptions (NOTE 5)
	
	
	
	
	

	
	>>> MC service group ID
	Y
	Y
	Y
	
	Y

	
	>>> Group management server URI
	
	
	
	
	

	
	> Only the listed groups (see NOTE 4)
	Y
	Y
	Y
	
	Y

	
	>> List of groups (NOTE 5)
	
	
	
	
	

	
	>>> MC service group ID
	Y
	Y
	Y
	
	Y

	
	>>> Group management server URI
	Y
	Y
	Y
	
	Y

	NOTE 1:	If authorized=yes, one and only one of these shall be set.
NOTE 2:	If authorized=yes, one and only one of these shall be set.
NOTE 3:	If authorized=yes, one and only one of these shall be set.
NOTE 4:	If authorized=yes, one and only one of these shall be set.
NOTE 5:	The list may contain zero or more of each of its subitems, but if included, the list shall not be empty.



Editor's note:	The MC service user database must be renamed to something else (a separate database for the MC recording admin and replay user configuration data is needed).


* * * * End of changes * * * *
