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* * * First Change * * * *
[bookmark: _Toc51876785][bookmark: _Toc165970877]10.2.2.3	IOPS discovery request
Table 10.2.2.3-1 describes the information flow for the IOPS discovery request from the IOPS connectivity client to the IOPS MC connectivity function.
Table 10.2.2.3-1: IOPS discovery request
	Information element
	Status
	Description

	IOPS MC service ID
	M
	The IOPS MC service ID of the requesting MC user

	IP connectivity information
	M
	It includes the requesting MC service UE's IP address (NOTE 1)

	List of IOPS MC service group ID (NOTE 2)
	M
	It includes the IOPS group (IOPS MC service group ID and its associated IOPS group IP multicast address) or list of IOPS groups the requesting MC user is configured with

	Availability of connectivity information
	O
	It indicates if the connectivity information of the requesting MC user can be made available to other users on the system

	List of IOPS MC service IDs (NOTE 2 and NOTE 3)
	O
	The specific list of IOPS MC service IDs that the requesting MC user's connectivity information can be shared with

	Priority state
	M
	Indicates whether the requesting MC user is requesting higher priority or not

	NOTE 1:	The MC service UE's IP address is assigned by the IOPS 3GPP systemEPS based on the PDN connection or PDU session established by the MC user for the IOPS IP connectivity functionality.
NOTE 2:   The list of IOPS MC service IDs or IOPS MC service group IDs shall be of the same MC service as the MC user requesting to be discovered.
NOTE 3:	If present, the user's connectivity information availability can be only made available to the provided specific list of IOPS MC service IDs.




* * * End Of Change * * * *
