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* * * First Change * * * *
[bookmark: _Toc131200625][bookmark: _Toc177982229]A.8	Location user profile configuration data
[bookmark: _Hlk132830245]The location user profile configuration data is stored in the location user database. The location management server obtains the location user profile configuration data via the configuration management server (CSC-24).
Table A.8-1 contains the location user profile configuration required to support the use of on-network location service. Data in table A.8-1 can be configured offline using the CSC-11 reference point.

Table A.8-1: location user profile data (on and off network)
	Reference
	Parameter description
	Location UE
	Location  Server
	Configuration management server
	Location user database

	[R-5.11-007] of 3GPP TS 22.280 [3]
Clause 10.9.3.3
	Authorization to set a trigger at a LMC
	
	
	
	

	
	> List of MC service IDs for which a trigger is authorized to be set
	Y
	Y
	Y
	Y

	
	>> MCPTT ID (see NOTE 1)
	Y
	Y
	Y
	Y

	
	>> MCVideo ID (see NOTE 1)
	Y
	Y
	Y
	Y

	
	>> MCData ID (see NOTE 1)
	Y
	Y
	Y
	Y

	[R-5.11-008] of 3GPP TS 22.280 [3]
	Authorization to cancel a trigger at a LMC
	
	
	
	

	
	> List of MC service IDs for which a trigger is authorized to be cancelled
	Y
	Y
	Y
	Y

	
	>> MCPTT ID (see NOTE 1)
	Y
	Y
	Y
	Y

	
	>> MCVideo ID (see NOTE 1)
	Y
	Y
	Y
	Y

	
	>> MCData ID (see NOTE 1)
	Y
	Y
	Y
	Y

	Clause 10.9.3.5
Clause 10.9.3.7
	Authorization to subscribe to location information for an MC user
	
	
	
	

	
	> List of MC service IDs for which subscription and subscription cancellation is authorized
	Y
	Y
	Y
	Y

	
	>> MCPTT ID (see NOTE 1)
	Y
	Y
	Y
	Y

	
	>> MCVideo ID (see NOTE 1)
	Y
	Y
	Y
	Y

	
	>> MCData ID (see NOTE 1)
	Y
	Y
	Y
	Y

	Clause 10.9.3.6.2
Clause 10.9.3.7
	Authorization to obtain location information for an MC user
	
	
	
	

	
	> List of MC service IDs for which obtaining location information is authorized
	Y
	Y
	Y
	Y

	
	>> MCPTT ID (see NOTE 1)
	Y
	Y
	Y
	Y

	
	>> MCVideo ID (see NOTE 1)
	Y
	Y
	Y
	Y

	
	>> MCData ID (see NOTE 1)
	Y
	Y
	Y
	Y

	Clause 10.9.3.10.6
Clause 10.9.3.11
	Authorization to modify the location user profile of an MC user
	
	
	
	

	
	> Modification to the location user profile is permanent/temporary
	Y
	N
	Y
	Y

	
	>> Duration of time for temporary modification
	Y
	N
	Y
	Y

	
	> List of MC service IDs for which modifying the location reporting configuration is authorized
	Y
	N
	Y
	Y

	
	>> MCPTT ID (see NOTE 1)
	Y
	N
	Y
	Y

	
	>> MCVideo ID (see NOTE 1)
	Y
	N
	Y
	Y

	
	>> MCData ID (see NOTE 1)
	Y
	N
	Y
	Y

	Clause 10.9.1
	Default location reporting configuration
	
	
	
	

	
	>Requested non-emergency location information (see NOTE X)
	Y
	Y
	Y
	Y

	
	>Requested emergency location information (see NOTE X)
	Y
	Y
	Y
	Y

	
	>Triggering criteria in non- emergency cases (see NOTE X)
	Y
	Y
	Y
	Y

	
	>Triggering criteria in emergency cases (see NOTE X)
	Y
	Y
	Y
	Y

	
	>Minimum time between consecutive reports for emergency cases (NOTE X)
	Y
	Y
	Y
	Y

	
	>Minimum time between consecutive reports for non‑emergency cases (NOTE X)
	Y
	Y
	Y
	Y

	
	>Handling criteria in not reporting location information cases (see NOTE X)
	Y
	Y
	Y
	Y

	
	>Triggering criteria in not reporting location information cases (see NOTE X)
	Y
	Y
	Y
	Y

	NOTE 1:	There can be zero or more.
NOTE 2:	The default authorization applies to all MC users not listed as specifically authorized or not authorized. The intent of this parameter is to avoid having to list all MC users as specifically authorized or not authorized and allowing the administrator to only indicate specific authorization statuses.
NOTE X: 	For a description of this parameter see table 10.9.2.1-1 Location reporting configuration



* * * End of changes * * * *

