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* * * First Change * * * *
[bookmark: _Toc122517269][bookmark: _Toc134011906][bookmark: _Toc162905771]9.11.3.3	Network slice adaptation trigger
Table 9.11.3.3-1 describes the information flow Network slice adaptation trigger from the NSCE client to the NSCE server.
[bookmark: _Hlk69382850]Table 9.11.3.3-1: Network slice adaptation trigger
	Information element
	Status
	Description

	[bookmark: _Hlk69382878]VAL UE ID(s)
	M
	The VAL UE ID(s) within the VAL service, for which the network slice adaptation trigger applies

	VAL service ID
	M
	The VAL service ID of the VAL application for which the network slice configuration may corresponds to.

	Requested S-NSSAI
	M
	Indication of the new S-NSSAI which is requested.

	Requested DNN 
	O
	Indication of the new DNN which is requested.

	Request application requirements
	O
	The application-related request parameters

	>Requested time window
	O
	Indication of the new scheduled time window that is requested

	>Requested location criteria
	O
	Indication of the new location criteria that is requested

	>Requested access type preference
	O
	Indication of the new access type (3GPP, non-3GPP or multi-access) preference that is requested.

	>Requested UE IP address preservation indicator
	O
	Indication that UE IP address preservation is requested



[bookmark: _Toc122517270][bookmark: _GoBack]* * * Next Change * * * *

[bookmark: _Toc162905775]9.11.3.7	Network slice adaptation trigger subscribe request
Table 9.11.3.7-1 describes the information flow Network slice adaptation trigger subscribe request from the NSCE client to the NSCE server.
Table 9.11.3.7-1: Network slice adaptation trigger subscribe request
	Information element
	Status
	Description

	VAL UE ID(s)
	M
	The VAL UE ID(s) within the VAL service, for which the network slice adaptation trigger applies

	VAL service ID
	M
	The VAL service ID of the VAL application for which the network slice configuration may corresponds to.

	Requested S-NSSAI
	M
	Indication of the new S-NSSAI which is requested.

	Requested DNN 
	O
	Indication of the new DNN which is requested.

	Request application requirements
	O
	The application-related request parameters

	>Requested time window
	O
	Indication of the new scheduled time window that is requested

	>Requested location criteria
	O
	Indication of the new location criteria that is requested

	>Requested access type reference
	O
	Indication of the new access type (3GPP, non-3GPP or multi-access) preference that is requested.

	>Requested UE IP address preservation indicator
	O
	Indication that UE IP address preservation is requested




